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LIGHT FITTINGS CATALOGUE

CZECH MANUFACTURER OF LIGHTING FITTINGS



MULTI

WATTIECEE – CB
The lighting units produced by MODUS, spol. s r.o., are certified according to standards IECEE – CB. The CB system is a certification system of 
the International Electrotechnical Committee (IEC) for testing the products for electrical safety. Certificate CB confirms conformity of the prod-
uct’s properties to the appropriate standard of IEC. This certificate also includes a protocol from tests, so-called test report. This is a multilateral 
agreement among testing institutes about mutual acceptance of tests. 

CE
Each product brought to the market of EU countries must be obligatory marked with the CE Mark if such product is stipulated in some of 
EU Directives.The product meets all expectations as to the basic requirements of all EU Directives which must be necessarily applied to such 
product.

ENEC
The ENEC Mark is the PanEuropean Mark indicating product conformance with European EN Standards regarding the electrical safety of produ-
cts. Certification authorities of the European economic area are its members. Thee license to use the ENEC Mark enables marking of products 
with this Mark and to export the marked products to markets of member countries of ENEC Agreement without the necessity of further testing 
for electrical safety.

Legend:

louvre category 2

tension 230 V – 50 Hz

protection degree IP55

protection degree IP65

bulb 60 W with  
E27 base 

protection degree IP66

electromagnetic ballast EEI = B

suspension fitting, direct

electronic ballast

suspension fitting, indirect bulb or discharge lamp with E27 base, 
max 120 W

dimmable electronic ballast

 suspension fitting, direct/indirect

terminal conector 3p.

suspension fitting, asymetric

bulb or discharge lamp with  E27 base, 
max 125 W

terminal conector 5 p. for continuous 
asembly

suspension fitting, double side 
information

bulb or discharge lamp with E27 base, 
max 150 W

terminal conector 7 p. for continuous 
asembly

suspension fitting, single side 
information

bulb or discharge lamp with E40 base, 
max 150 W

for installed on normaly flammable 
surfaces

suspension fitting

bulb or discharge lamp  with E40 base, 
max 250 W

 compensated

surface mounted fitting, direct

 bulb or discharge lamp  with  E40 base, 
max 400 W

uncompensated

wall mounted fitting

Class II

surface mounted fitting, direct/indirect

discharge lamp with RX7s base,  
max 150 W

emergency source

recessed fitting

linear fluorescent lamp T8 with G13 base

protection degree IP20

recessed fitting, asymetric

linear fluorescent lamp T5 with G5 base

protection degree IP23

recessed fitting, side

compact fluorescent lamp TC-S with 
G23 base

protection degree IP40

recessed fitting, asymetric side

compact fluorescent lamp 
with G24 base

protection degree IP42

surface mounted fitting, asymetric protection degree IP43

park lighting

compact fluorescent lamp TC-L with 
2G11 base

protection degree IP44

wall mounted fitting, direct

circle fluorescent lamp  
with G10q base

protection degree IP54

halogen discharge lamp with RX7s base

compact fluorescent lamp  
TC-SEL with 2G7 base

LED source

fitting in KIT version

fitting must not be covered

connector system Wieland gesis

bulb or discharge lamp with E27 base, 
max 100 W

multiwatt electronic ballast protection degree IP22

floor lamp

protection degree IP41

Standard features Optional equipement

Symbol NATURE (Green Modus)
	 Green product - due to used technology and materials  
	 save the nature.

Symbol QUALITY (Blue Modus)
	 MODUS light fittings are produced with first rate	
	 elements and materials, made by the best world	
	 producers.
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9/	 Public lighting – discharge lamp or fluorescent lamp light units

Content

1/	� Recessed light fittings – recessed direct or indirect light fittings for installation into false ceiling with visible supporting 
structure (modules 600x600 / 625x625) or gypsum plasterboard.

2/	�� Surface mounted light fittings with louvre – surface mounted or suspended luminaires for general interior use, convenient 
for offices, schools, shops, …

3/	 Surface mounted light fittings with cover – surface mounted or suspended luminaires for general interior use

4/	 Pendant or surface mounted light fittings – pendant light fittings for direct / indirect illumination

5/	 Downlights – recessed luminaires for interior spaces – hotels, halls, corridors, stores, …

6/	 Residental luminaires – multipurpose fittings for residental areas, common rooms, corridors, …

7/	 Industrial light fittings – IP20, IP65

8/	 High bays, floodlights – discharge lamp light units for indoor and outdoor applications

10/     �Emergency lamp unit – surface mounted or recessed luminaire for emergency lighting of escape ways�
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I T5 A	 6

I AL	 10

I ALS	 14

I T5 B	 7 I T5 C	 8 I T5 D	 9

I ALDP	 11 I ALMAT	 12 I B	 13

I ALU, ALDPV	 15 IKO, IKP	 16 I K/IP54	 17

ITCL	 18

IN A, B, C	 22

LL AL, B	 28

C ALDP	 19 C INC	 20 C KO, KP	 21

IN2C	 23 	 24, 25 F	 26, 27

LL ALDP, ALMAT	 29 LLX AL, B	 30 LLX ALDP2, ALMAT	 31

LLX ALDP T5	 32

LLY KO, KP	 36

SLIM AS	 40

LLY T5	 33 LLY AL, B	 34 LLY ALDP2	 35

EVAS	 37 SLIM	 38 SLIM/R	 39

	 42, 43 KS	 44 KSP	 45

KL	 46

ERA	 51

EPOS/R	 55

KM	 47 MARS	 48, 49 ARES	 50

EXA	 52 EXA ALDP	 53 EPOS	 54

EGO	 56 LEP	 57 SLIM/Z	 58

Content

Optic	
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SPV	 59

SPMAK	 63

BAREL, SPMD	 67

EXA SOLO	 60 	 61 SPMA	 62

SPMC	 64 SPMC IP43	 65 SPMR	 66

SPD, SPH, SPQ	 68 SPV, SPMV, SPME	 69 SB, BETA	 70

BRKL	 71

REF TU	 75

P	 84

TP, TE, TE/3K	 72 REF TE	 73 TU	 74

MAX 	 76, 77 TRX	 78-81 V3	 82, 83

PPX, EM	 85 Z	 86 BELLIO	 88, 89

BUTIC, BAR	 90

DELO	 94

NV PMMA	 98

VV	 91 ASPIRIO	 92 MODEO	 93

LVS	 95 LV	 96 LVN	 97

NVG	 99 ALPHA	 100 AURIS	 101

KO	 102, 103

HELIOS DS	 107

VIPER S, LED EYE	 111

SL, SLX	 104 LIDER	 105 HELIOS	 106

TIGER	 108 TIGER P	 109 TWINS, PLEXI LED	 110

PANORAMA, PIK	 112 		
	 114-117

	 116
Typ Str

54101 61

54102 61

54103 61

Content

Light management INDEX

Suspensions
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Company registered office: 
MODUS spol. s r. o.
Ovocný trh 572/11
110 00	 Praha
Czech Republic

Sales department
Žižkova 273
252 25	 Jinočany
Tel.	 +420 242 410 238, +420 242 410 232
Fax.	 +420 242 410 248
e-mail:	 trade@modus.cz

U Kuchyňky 966
674 01	 Třebíč
Tel.	 +420 565 651 551
Fax.	 +420 226 015 208
e-mail:	 prodejtr@modus.cz

Sales promotion
Žižkova 273
252 25	 Jinočany
Tel.	 +420 242 410 235, +420 242 410 239
Fax.	 +420 242 410 248
e-mail:	 salesprom@modus.cz

Economical department
U Kuchyňky 966
674 01	 Třebíč
Tel.	 +420 565 651 540
Fax.	 +420 565 651 540
e-mail:	 modus@modus.cz

Production plant 
Dubická 3274
470 01	 Česká Lípa
Tel.	 +420 484 847 121
Fax.	 +420 484 847 125
e-mail:	 production@modus.cz

General information

Unless noted otherwise, light fittings MODUS are delivered
•	 without lamps
•	 with capacitor (except for industrial fittings, which can be delivered  as uncompensated fittings for light systems with central compensation)

Recessed fittings MODUS I, IN and IK are delivered without fixing clips for installation into gypsum plasterboard type ceiling. These clips have to be ordered 
extra as separate accessories.

MODUS light fittings, unless noted otherwise, are certificated for use in normal working conditions (ambient temperature ta 25oC).

 
Recommendation:

We advise to use light fittings with high frequention electronic ballasts, eventually with dimmable electronic ballasts (see page 114), in reference to possible 
savings of energy, comfort use and lower maintenance costs.



Louvre components automatic machine

Assembly lines

Laser center

Expedition stock

Automatic metal forming machines
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rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 414 ALDP, 
MIRO 4_ldt_156.ldt MODUS I 414 ALDP, MIRO 4 Zářivkové, ALDP mřížka - miro 4, 

vestavné, T5 / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 414 ALDP, MIRO 
4_ldt_156.ldt MODUS I 414 ALDP, MIRO 4 Zářivkové, ALDP mřížka - miro 4, vestavné, T5
Zdroje:: 4 x FH 14 W/830 G5 14W
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MULTI

WATT

MODUS I T5 A
I 414 ALDPA

I T
5 

A

I 414 ALDP MIRO

I414BA

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T5 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
AL	 parabolic louvre of high polished aluminium with mat aluminium cross blades
ALMAT	 parabolic louvre of mat aluminium
B	 white parabolic louvre

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed fitting for installation into false ceiling with visible supporting structure (600x600/625x625 
modules) or gypsum plasterboard-type ceiling.
These fittings are recommended for offices, for lighting areas with high requirements for light and glare 
control.

Accessories:	
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector

& # W
Modul 600 Modul 625

C kg
A B A B

I114(24)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,… 1x14(24) 596 184 576x164 622 200 602x180 60 1,5
I214(24)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 2x14(24) 596 296 576x276 622 310 602x290 60 1,9
I314(24)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 3x14(24) 596 596 576x576 622 622 602x602 60 3,7
I414(24)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 4x14(24) 596 596 576x576 622 622 602x602 60 3,7
I128(54)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,… 1x28(54) 1196 184 1176x164 1246 200 1226x180 60 2,6
I228(54)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 2x28(54) 1196 296 1176x276 1246 310 1226x290 60 3,7
I328(54)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 3x28(54) 1196 596 1176x576 1246 622 1226x602 60 6,5
I428(54)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 4x28(54) 1196 596 1176x576 1246 622 1226x602 60 6,5

I135(49,80)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,… 1x35(49,80) 1496 184 1476x164 1546 200 1526x180 60 3,5
I235(49,80)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 2x35(49,80) 1496 296 1476x276 1546 310 1526x290 60 4,5
I335(49,80)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 3x35(49,80) 1496 596 1476x576 1546 622 1526x602 60 8,5
I435(49,80)&A# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 4x35(49,80) 1496 596 1476x576 1546 622 1526x602 60 8,5

&	 	 –	 available louvre type
#		  –	 available version of fitting

	 –	 cutout

F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring
Y	 perforated cover
MIRO	 louver made of MIRO aluminium
RAL9006	 color RAL 9006



7

rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 414 
ALDP_ldt_155.ldt MODUS I 414 ALDP Zářivkové, ALDP mřížka, vestavné, T5 / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 414 ALDP_ldt_155.ldt 
MODUS I 414 ALDP Zářivkové, ALDP mřížka, vestavné, T5
Zdroje:: 4 x FH 14 W/830 G5 14W
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MODUS I T5 B
I 414 ALDPBI 414 ALDP

MULTI

WATT

 I 
T5

 B

I 314ALDPA

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T5 lamps

Body: 
White painted (RAL 9003) metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
AL	 parabolic louvre of high polished aluminium with mat aluminium cross 
	 blades
ALMAT	 parabolic louvre of mat aluminium
B	 white parabolic louvre

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed fitting for installation into false ceiling with visible supporting structure 
(600x600/625x625 modules) or gypsum plasterboard-type ceiling.
These fittings are recommended for offices, for lighting areas with high require-
ments for light and glare control.

Accessories:	
Fixing clips for installation into gypsum plasterboard – 54214
Reduction frame for installing light fitting module 600 into false ceiling module 
625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring
Y	 perforated cover
MIRO	 louver made of MIRO aluminium
RAL9006	 color RAL 9006

& # W
Modul 600 Modul 625

C kg
A B A B

I414(24)&B# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 4x14(24) 596 596 576x576 622 622 602x602 60 3,7
I428(54)&B# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 4x28(54) 1196 596 1176x576 1246 622 1226x602 60 6,5

I435(49,80)&B# ALDP, MATDP, AL, B 600, 625,K,F,NZ,OK,… 4x35(49,80) 1496 596 1476x576 1546 622 1526x602 60 8,5

&	 	 –	 available louvre type
#		  –	 available version of fitting

	 –	 cutout



8

rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 228 
ALDP_ldt_160.ldt MODUS I 228 ALDP Zářivkové, ALDP mřížka, vestavné, T5 / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 228 ALDP_ldt_160.ldt 
MODUS I 228 ALDP Zářivkové, ALDP mřížka, vestavné, T5
Zdroje:: 2 x FH 28 W/830 G5 28W
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I414ALDPC I 228 ALDP

MODUS I T5 C

MULTI

WATT

I T
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I128MATDPA

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T5 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed fitting for installation into false ceiling with visible supporting structure 
(600x600/625x625 modules) or gypsum plasterboard-type ceiling.
These fittings are recommended for offices, for lighting areas with high requirements 
for light and glare control.

Accessories:	
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring
Y	 perforated cover
MIRO	 louver made of MIRO aluminium
RAL9006	 color RAL 9006

& # W
Modul 600 Modul 625

C kg
A B A B

I214(24)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 2x14(24) 596 296 576x276 622 310 602x290 60 1,9
I314(24)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 3x14(24) 596 596 576x576 622 622 602x602 60 3,7
I414(24)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 4x14(24) 596 596 576x576 622 622 602x602 60 3,7
I228(54)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 2x28(54) 1196 296 1176x276 1246 310 1226x290 60 3,7
I328(54)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 3x28(54) 1196 596 1176x576 1246 622 1226x602 60 6,5
I428(54)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 4x28(54) 1196 596 1176x576 1246 622 1226x602 60 6,5

I235(49,80)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 2x35(49,80) 1496 296 1476x276 1546 310 1526x290 60 4,5
I335(49,80)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 3x35(49,80) 1496 596 1476x576 1546 622 1526x602 60 8,5
I435(49,80)&C# ALDP, MATDP 600, 625,K,F,NZ,OK,… 4x35(49,80) 1496 596 1476x576 1546 622 1526x602 60 8,5

&	 	 –	 available louvre type
#		  –	 available version of fitting

	 –	 cutout



9

rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 428 
ALDP_ldt_161.ldt MODUS I 428 ALDP Zářivkové, ALDP mřížka, vestavné, T5 / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 428 ALDP_ldt_161.ldt 
MODUS I 428 ALDP Zářivkové, ALDP mřížka, vestavné, T5
Zdroje:: 4 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T5 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed fitting for installation into false ceiling with visible supporting structure 
(600x600/625x625 modules) or gypsum plasterboard-type ceiling.
These fittings are recommended for offices, for lighting areas with high require-
ments for light and glare control.

Accessories:	
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 
625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring
Y	 perforated cover
MIRO	 louver made of MIRO aluminium
RAL9006	 color RAL 9006

& # W
Modul 600 Modul 625

C kg
A B A B

I414(24)&D# ALDP, MATDP 600, 625,K,F,NZ,OK,… 4x14(24) 596 596 576x576 622 622 602x602 60 3,7
I428(54)&D# ALDP, MATDP 600, 625,K,F,NZ,OK,… 4x28(54) 1196 596 1176x576 1246 622 1226x602 60 6,5

I435(49,80)&D# ALDP, MATDP 600, 625,K,F,NZ,OK,… 4x35(49,80) 1496 596 1476x576 1546 622 1526x602 60 8,5

&	 	 –	 available louvre type
#		  –	 available version of fitting

	 –	 cutout
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rahumäe 6
13.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 418 
AL_ldt_126.ldt MODUS I 418 AL Zářivkové, AL mřížka, vestavné / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 418 AL_ldt_126.ldt MODUS 
I 418 AL Zářivkové, AL mřížka, vestavné
Zdroje:: 4 x L 18 W/840 G13 18W
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MODUS I AL
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I418AL/K

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T8 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
AL	 parabolic	 louvre of highly polished aluminium with mat aluminium 
cross blades

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 
625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

# W
Modul 600 Modul 625

C kg
A B A B

I118AL# 600, 625,EP,K,F,NZ 1x18 596 184 576x164 622 184 602x164 94 2,1
I218AL# 600, 625,EP,K,F,NZ,OK 2x18 596 296 576x276 622 310 602x290 94 2,5
I318AL# 600, 625,EP,K,F,NZ,OK 3x18 596 596 576x576 622 622 602x602 94 4,8
I418AL# 600, 625,EP,K,F,NZ,OK 4x18 596 596 576x576 622 622 602x602 94 4,9
I136AL# 600, 625,EP,K,F,NZ 1x36 1196 184 1176x164 1246 184 1226x164 94 2,9
I236AL# 600, 625,EP,K,F,NZ,OK 2x36 1196 296 1176x276 1246 310 1226x290 94 4,9
I336AL# 600, 625,EP,K,F,NZ,OK 3x36 1196 596 1176x576 1246 622 1226x602 94 9,1
I436AL# 600, 625,EP,K,F,NZ,OK 4x36 1196 596 1176x576 1246 622 1226x602 94 9,5
I158AL# 600, 625,EP,K,F,NZ 1x58 1496 184 1476x164 1546 184 1526x164 94 3,9
I258AL# 600, 625,EP,K,F,NZ,OK 2x58 1496 296 1476x276 1546 310 1526x290 94 6,1
I358AL# 600, 625,EP,K,F,NZ,OK 3x58 1496 596 1476x576 1546 622 1526x602 94 10,5
I458AL# 600, 625,EP,K,F,NZ,OK 4x58 1496 596 1476x576 1546 622 1526x602 94 12,0

#		  –	 available version of fitting
	 –	 cutout
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 418 
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T8 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

# W
Modul 600 Modul 625

C kg
A B A B

I118ALDP# 600, 625,EP,K,F,NZ 1x18 596 184 576x164 622 184 602x164 94 2,1
I218ALDP# 600, 625,EP,K,F,NZ,OK 2x18 596 296 576x276 622 310 602x290 94 2,5
I318ALDP# 600, 625,EP,K,F,NZ,OK 3x18 596 596 576x576 622 622 602x602 94 4,8
I418ALDP# 600, 625,EP,K,F,NZ,OK 4x18 596 596 576x576 622 622 602x602 94 4,9
I136ALDP# 600, 625,EP,K,F,NZ 1x36 1196 184 1176x164 1246 184 1226x164 94 2,9
I236ALDP# 600, 625,EP,K,F,NZ,OK 2x36 1196 296 1176x276 1246 310 1226x290 94 4,9
I336ALDP# 600, 625,EP,K,F,NZ,OK 3x36 1196 596 1176x576 1246 622 1226x602 94 9,1
I436ALDP# 600, 625,EP,K,F,NZ,OK 4x36 1196 596 1176x576 1246 622 1226x602 94 9,5
I158ALDP# 600, 625,EP,K,F,NZ 1x58 1496 184 1476x164 1546 184 1526x164 94 3,9
I258ALDP# 600, 625,EP,K,F,NZ,OK 2x58 1496 296 1476x276 1546 310 1526x290 94 6,1
I358ALDP# 600, 625,EP,K,F,NZ,OK 3x58 1496 596 1476x576 1546 622 1526x602 94 10,5
I458ALDP# 600, 625,EP,K,F,NZ,OK 4x58 1496 596 1476x576 1546 622 1526x602 94 12,0

#		  –	 available version of fitting
	 –	 cutout

Connection board ISODOM
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T8 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
ALMAT	 parabolic louvre of mat aluminium

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

# W
Modul 600 Modul 625

C kg
A B A B

I118ALMAT# 600, 625,EP,K,F,NZ 1x18 596 184 576x164 622 184 602x164 94 2,1
I218ALMAT# 600, 625,EP,K,F,NZ,OK 2x18 596 296 576x276 622 310 602x290 94 2,5
I318ALMAT# 600, 625,EP,K,F,NZ,OK 3x18 596 596 576x576 622 622 602x602 94 4,8
I418ALMAT# 600, 625,EP,K,F,NZ,OK 4x18 596 596 576x576 622 622 602x602 94 4,9
I136ALMAT# 600, 625,EP,K,F,NZ 1x36 1196 184 1176x164 1246 184 1226x164 94 2,9
I236ALMAT# 600, 625,EP,K,F,NZ,OK 2x36 1196 296 1176x276 1246 310 1226x290 94 4,9
I336ALMAT# 600, 625,EP,K,F,NZ,OK 3x36 1196 596 1176x576 1246 622 1226x602 94 9,1
I436ALMAT# 600, 625,EP,K,F,NZ,OK 4x36 1196 596 1176x576 1246 622 1226x602 94 9,5
I158ALMAT# 600, 625,EP,K,F,NZ 1x58 1496 184 1476x164 1546 184 1526x164 94 3,9
I258ALMAT# 600, 625,EP,K,F,NZ,OK 2x58 1496 296 1476x276 1546 310 1526x290 94 6,1
I358ALMAT# 600, 625,EP,K,F,NZ,OK 3x58 1496 596 1476x576 1546 622 1526x602 94 10,5
I458ALMAT# 600, 625,EP,K,F,NZ,OK 4x58 1496 596 1476x576 1546 622 1526x602 94 12,0

#		  –	 available version of fitting
	 –	 cutout

Connection board BJB
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 418 
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Zdroje:: 4 x L 18 W/840 G13 18W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T8 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
B	 white parabolic louvre

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

# W
Modul 600 Modul 625

C kg
A B A B

I118B# 600, 625,EP,K,F,NZ 1x18 596 184 576x164 622 184 602x164 94 2,1
I218B# 600, 625,EP,K,F,NZ,OK 2x18 596 296 576x276 622 310 602x290 94 2,5
I318B# 600, 625,EP,K,F,NZ,OK 3x18 596 596 576x576 622 622 602x602 94 4,8
I418B# 600, 625,EP,K,F,NZ,OK 4x18 596 596 576x576 622 622 602x602 94 4,9
I136B# 600, 625,EP,K,F,NZ 1x36 1196 184 1176x164 1246 184 1226x164 94 2,9
I236B# 600, 625,EP,K,F,NZ,OK 2x36 1196 296 1176x276 1246 310 1226x290 94 4,9
I336B# 600, 625,EP,K,F,NZ,OK 3x36 1196 596 1176x576 1246 622 1226x602 94 9,1
I436B# 600, 625,EP,K,F,NZ,OK 4x36 1196 596 1176x576 1246 622 1226x602 94 9,5
I158B# 600, 625,EP,K,F,NZ 1x58 1496 184 1476x164 1546 184 1526x164 94 3,9
I258B# 600, 625,EP,K,F,NZ,OK 2x58 1496 296 1476x276 1546 310 1526x290 94 6,1
I358B# 600, 625,EP,K,F,NZ,OK 3x58 1496 596 1476x576 1546 622 1526x602 94 10,5
I458B# 600, 625,EP,K,F,NZ,OK 4x58 1496 596 1476x576 1546 622 1526x602 94 12,0

#		  –	 available version of fitting
	 –	 cutout

Standard connection board
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 218 
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T8 lamps 

# W
Modul 600 Modul 625

C kg
A B A B

I118ALS# 600, 625,EP,K,F,NZ 1x18 596 184 576x164 622 184 602x164 94 2,1
I218ALS# 600, 625,EP,K,F,NZ,OK 2x18 596 296 576x276 622 310 602x290 94 2,5
I318ALS# 600, 625,EP,K,F,NZ,OK 3x18 596 596 576x576 622 622 602x602 94 4,8
I418ALS# 600, 625,EP,K,F,NZ,OK 4x18 596 596 576x576 622 622 602x602 94 4,9
I136ALS# 600, 625,EP,K,F,NZ 1x36 1196 184 1176x164 1246 184 1226x164 94 2,9
I236ALS# 600, 625,EP,K,F,NZ,OK 2x36 1196 296 1176x276 1246 310 1226x290 94 4,9
I336ALS# 600, 625,EP,K,F,NZ,OK 3x36 1196 596 1176x576 1246 622 1226x602 94 9,1
I436ALS# 600, 625,EP,K,F,NZ,OK 4x36 1196 596 1176x576 1246 622 1226x602 94 9,5
I158ALS# 600, 625,EP,K,F,NZ 1x58 1496 184 1476x164 1546 184 1526x164 94 3,9
I258ALS# 600, 625,EP,K,F,NZ,OK 2x58 1496 296 1476x276 1546 310 1526x290 94 6,1
I358ALS# 600, 625,EP,K,F,NZ,OK 3x58 1496 596 1476x576 1546 622 1526x602 94 10,5
I458ALS# 600, 625,EP,K,F,NZ,OK 4x58 1496 596 1476x576 1546 622 1526x602 94 12,0

#		  –	 available version of fitting
	 –	 cutout

Body: 
White painted (RAL 9003) metal sheet

Optic:
ALS	 parabolic louvre of highly polished aluminium with mat-ribbed cross  
	 blades
ALSMAT	 parabolic louvre of mat aluminium with mat-ribbed cross blades

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring
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MODUS I ALU
I 418 ALU I418ALU

MODUS ALDPV

# W
Modul 600

C kg
A B

I418ALU# 600, EP,K,F,NZ,OK 4x18 596 596 576x576 94 4,9

I A
LU

I414ALDPV

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for T8 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
ALU	 parabolic louvre of highly polished aluminium with mat alumi- 
	 nium cross blades

Application: 
Recessed light fitting for installation into false ceiling with visible suppor-
ting structure (600x600/625x625 modules) or gypsum plasterboard.

Recessed louvre fittings for 
T5 lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
ALDP	 double parabolic louvre category C2 of 
	 highly polished aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed light fitting for installation into 
false ceiling with visible supporting structure 
(600x600/625x625 modules) or gypsum plas-
terboard.

Accessories:
Fixing clips for installation into gypsum plaster-
board – 54214.
Reduction frame for installing light fitting mo-
dule 600 into false ceiling module 625.

# W
Modul 600 Modul 625

C kg
A B A B

I414ALDP# 600, 625,K,F,NZ 4x14 596 596 576x576 622 622 602x602 94 4,9
I424ALDP# 600, 625 K,F,NZ 4x24 596 596 576x576 622 622 602x602 94 4,9

#		  –	 available version of fitting,		  	–	 cutout

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling 
module 625.

Versions: 
600	 for 600 module 
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB

K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS 
IKP418_ldt_175.ldt MODUS IKP418 Zářivkové sv. pyramida, vestavné / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS IKP418_ldt_175.ldt MODUS 
IKP418 Zářivkové sv. pyramida, vestavné
Zdroje:: 4 x L 18 W/840 G13 18W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Body: 
White painted (RAL 9003) metal sheet

Optic:
KO	 opal cover 
KP	 prizmatic cover

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB (standard for T5 lamps fittings)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 542141.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector

& # W
Modul 600 Modul 625

C kg
A B A B

I&118# KO, KP 600,EP,K,F,NZ 1x18 596 184 576x164 x x x 94 2,1
I&218# KO, KP 600,EP,K,F,NZ,OK 2x18 596 296 576x276 x x x 94 2,5
I&318# KO, KP 600, 625,EP,K,F,NZ,OK 3x18 596 596 576x576 622 622 602x602 94 4,8
I&418# KO, KP 600, 625,EP,K,F,NZ,OK 4x18 596 596 576x576 622 622 602x602 94 4,9
I&136# KO, KP 600,EP,K,F,NZ 1x36 1196 184 1176x164 x x x 94 2,9
I&236# KO, KP 600,EP,K,F,NZ,OK 2x36 1196 296 1176x276 x x x 94 4,9
I&158# KO, KP 600,EP,K,F,NZ 1x58 1496 184 1476x164 x x x 94 3,9
I&258# KO, KP 600,EP,K,F,NZ,OK 2x58 1496 296 1476x276 x x x 94 6,1

I&214 (24) # KO, KP 600, 625,K,F,NZ,OK 2x14(24) 596 296 576x276 622 310 602x290 94 2,2
I&314 (24) # KO, KP 600, 625,K,F,NZ,OK 3x14(24) 596 596 576x576 622 622 602x602 94 4,0
I&414 (24)# KO, KP 600, 625,K,F,NZ,OK 4x14(24) 596 596 576x576 622 622 602x602 94 4,0
I&128 (54) # KO, KP 600, 625,K,F,NZ 1x28(54) 1196 184 1176x164 1246 200 1226x180 94 2,7
I&228 (54) # KO, KP 600, 625,K,F,NZ,OK 2x28(54) 1196 296 1176x276 1246 310 1226x290 94 4,4

I&135 (49,80) # KO, KP 600, 625,K,F,NZ 1x35(49,80)) 1496 184 1176x164 1546 200 1226x180 94 3,6
I&235 (49,80) # KO, KP 600, 625,K,F,NZ,OK 2x35(49,80) 1496 296 1176x276 1546 310 1226x290 94 5,5

&	 	 –	 available cover type
#		  –	 available version of fitting

	 –	 cutout

Recessed fittings with cover, IP40

F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS IKO 
418_ldt_177.ldt MODUS IKO 418 Zářivkové sv. opál, vestavné / LVK (Polárně)
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Zdroje:: 4 x L 18 W/840 G13 18W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed fittings with cover, IP54

Body: 
White painted (RAL 9003) metal sheet

Optic:
KO	 opal cover, eloxal aluminium frame
KP	 prizmatic cover, eloxal aluminium frame

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB (standard for T5 lamps fittings)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible sup-
porting structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

& # W
Modul 600 Modul 625

C kg
A B A B

I318&#/IP54 KO, KP 600, 625,EP,K,F,NZ,OK 3x18 596 596 576x576 622 622 602x602 94 4,8
I418&#/IP54 KO, KP 600, 625,EP,K,F,NZ,OK 4x18 596 596 576x576 622 622 602x602 94 4,9
I236&#/IP54 KO, KP 600,EP,K,F,NZ,OK 2x36 1196 296 1176x276 1246 310 1226x290 94 4,9

I314 (24)&#/IP54 KO, KP 600, 625,K,F,NZ,OK 3x14(24) 596 596 576x576 622 622 602x602 60 4,0
I414 (24)&#/IP54 KO, KP 600, 625,K,F,NZ,OK 4x14(24) 596 596 576x576 622 622 602x602 60 4,0
I228 (54)&#/IP54 KO, KP 600, 625,K,F,NZ,OK 2x28(54) 1196 296 1176x276 1246 310 1226x290 60 4,4

&	 	 –	 available cover type
#		  –	 available version of fitting

	 –	 cutout

Way of instalation
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rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I TCL 336 
AL_ldt_131.ldt MODUS I TCL 336 AL Zářivkové, AL mřížka, vestavné, PLL / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I TCL 336 AL_ldt_131.ldt 
MODUS I TCL 336 AL Zářivkové, AL mřížka, vestavné, PLL
Zdroje:: 3 x BIAX L36 36W
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MODUS ITCL
ITCL336ALDP ITCL 336 AL

IT
CL

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvre fittings for TC-L lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
AL	 parabolic louvre of high polished aluminium with mat aluminium cross 
blades
ALMAT	 parabolic louvre of mat aluminium
B	 white parabolic louvre

Wiring:	
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 54214.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

# W
Modul 600

C kg
A B

ITCL336AL600# EP,K,F,NZ,OK… 3x36 596 596 576x576 94 6,0
ITCL336ALDP600# EP,K,F,NZ,OK… 3x36 596 596 576x576 94 6,0

ITCL336ALMAT600# EP,K,F,NZ,OK… 3x36 596 596 576x576 94 6,0
ITCL336B600# EP,K,F,NZ,OK… 3x36 596 596 576x576 94 6,0

#		  –	 available version of fitting
	 –	 cutout
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rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS C 255 
ALDP_ldt_164.ldt MODUS C 255 ALDP Zářivkové, přímé, vestavné PLL / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS C 255 ALDP_ldt_164.ldt 
MODUS C 255 ALDP Zářivkové, přímé, vestavné PLL
Zdroje:: 2 x PL-L 55W840/4P 2G11 55W
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MODUS C ALDP
C 255 ALDP

MULTI

WATT

C414ALDP

C 
A

LD
P

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed direct / indirect fittings 

Body: 
White painted (RAL 9003) metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
Perforated wings along the louvre

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed fitting for installation into false ceiling with visible supporting structure 
(600x600/625x625 modules). These fittings are recommended for offices, for lighting 
areas with high requirements for light and glare control.

Accessories:	
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

& # W
Modul 600 Modul 625

C kg
A B A B

C140&# ALDP, MATDP 600,625,EP,K,F,NZ TC-L 1x40 596 596 622 622 100 3,7
C240&# ALDP, MATDP 600,625,EP,K,F,NZ TC-L 2x40 596 596 622 622 100 3,7
C155&# ALDP, MATDP 600,625,K,F,NZ TC-L 1x55 596 596 622 622 100 3,7
C255&# ALDP, MATDP 600,625,K,F,NZ TC-L 2x55 596 596 622 622 100 3,7

C214(24)&# ALDP, MATDP 600,625,K,F,NZ T5 2x14 596 596 622 622 100 2,6
C414(24)&# ALDP, MATDP 600,625,K,F,NZ T5 4x14(24) 596 596 622 622 100 3,7

C414(24)&EP2#** ALDP, MATDP 600,625,K,F,NZ T5 4x14(24) 596 596 622 622 100 6,5
C255/214(24)&#** ALDP, MATDP 600,625,K,F,NZ TC-L + T5 2x55 + 2x14(24) 596 596 622 622 100 6,5

&	 	 –	 available louvre type
#		  –	 available version of fitting
**		  –	 double-circuit wiring

		  –	 lamp type
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rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS C 255 
INC_ldt_171.ldt MODUS C 255 INC Zářivkové sv. nepřímé os, vestavné PLL / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS C 255 INC_ldt_171.ldt 
MODUS C 255 INC Zářivkové sv. nepřímé os, vestavné PLL
Zdroje:: 2 x DL 55/830 2G11 55W
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MODUS C INC
C255INC C 255 INC

C 
IN

C

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed indirect fittings 

Body: 
White painted (RAL 9003) metal sheet

Optic:	
INC	 perforated lamps cover, white painted reflectors

Wiring:	
compensated, ballast cat. B (with lamps TC-L 36 or 40W only)
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules).

Accessories:	
Reduction frame for installing light fitting module 600 into false ceiling 
module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack

# W
Modul 600 Modul 625

C kg
A B A B

C136INC# 600,625,EP,K,F,NZ TC-L 1x36 596 596 622 622 100 3,7
C236INC# 600,625,EP,K,F,NZ TC-L 2x36 596 596 622 622 100 3,7
C140INC# 600,625,EP,K,F,NZ TC-L 1x40 596 596 622 622 100 3,7
C240INC# 600,625,EP,K,F,NZ TC-L 2x40 596 596 622 622 100 3,7
C155INC# 600,625,K,F,NZ TC-L 1x55 596 596 622 622 100 3,7
C255INC# 600,625,K,F,NZ TC-L 2x55 596 596 622 622 100 3,7

C214(24)INC# 600,625,K,F,NZ T5 2x14(24) 596 596 622 622 100 2,6

#	 	 –	 available version of fitting
		  –	 lamp type
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MODUS C KO, KP

MULTI

WATT

C255KP

C 
KP

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed direct / indirect fittings 

Body: 
White painted (RAL 9003) metal sheet

Optic:	
KO	 opal cover 
KP	 prizmatic cover
perforated wings along the cover

Wiring:	
compensated, ballast cat. B (with lamps TC-L 36 or 40W only)
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Recessed fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules). Accessories:	
Reduction frame for installing light fitting module 600 into false ceiling 
module 625.

Versions: 
600	 for 600 module 
625	 for 625 module
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack
OK	 double-circuit wiring

& # W
Modul 600 Modul 625

C kg
A B A B

C140&# KO, KP 600,625,EP,K,F,NZ TC-L 1x40 596 596 622 622 100 3,7
C240&# KO, KP 600,625,EP,K,F,NZ TC-L 2x40 596 596 622 622 100 3,7
C155&# KO, KP 600,625,K,F,NZ TC-L 1x55 596 596 622 622 100 3,7
C255&# KO, KP 600,625,K,F,NZ TC-L 2x55 596 596 622 622 100 3,7

C214(24)&# KO, KP 600,625,K,F,NZ T5 2x14 596 596 622 622 100 2,6
C414(24)&# KO, KP 600,625,K,F,NZ T5 4x14(24) 596 596 622 622 100 3,7

C414&EP2#** KO, KP 600,625,K,F,NZ T5 4x14(24) 596 596 622 622 100 6,5
C255/214(24)&#** KO, KP 600,625,K,F,NZ TC-L + T5 2x55 + 2x14(24) 596 596 622 622 100 6,5

&	 	 –	 available cover type)
#		  –	 available version of fitting

		  –	 lamp type
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rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS IN 
255_ldt_173.ldt MODUS IN 255 Zářivkové sv. nepřímé os. vestavné PLL - N29 / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS IN 255_ldt_173.ldt MODUS IN 
255 Zářivkové sv. nepřímé os. vestavné PLL - N29
Zdroje:: 2 x DL 55/830 2G11 55W
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MODUS IN A, B, C
INA INC 255

INB

INC

INA
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed indirect fittings for TC-L lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
INA	 closed cover with central perforated stripe
INB	 closed cover
INC	 perforated lamp cover

Wiring:	
compensated, ballast cat. B (standard for 36W lamps)
EP	 high frequention ballast HFB (standard for 55W or T5 lamps)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting 
structure (600x600/625x625 modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 542141.
Reduction frame for installing light fitting module 600 into false ceiling 
module 625.

Versions: 
600	 for 600 module 
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack

& # W
Modul 600

C kg
A B

IN&136600# A,B,C EP,K,F,NZ TC-L 1x36 596 596 576x576 94 4,0
IN&236600# A,B,C EP,K,F,NZ TC-L 2x36 596 596 576x576 94 4,0
IN&155600# A,B,C K,F,NZ TC-L 1x55 596 596 576x576 94 3,7
IN&255600# A,B,C K,F,NZ TC-L 2x55 596 596 576x576 94 3,7

IN&114(24)600# A,B,C K,F,NZ T5 1x14(24) 596 596 576x576 94 3,7
IN&214(24)600# A,B,C K,F,NZ T5 2x14(24) 596 596 576x576 94 3,7

&	 	 –	 available cover type
#		  –	 available version of fitting

		  –	 lamp type
	 –	 cutout
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rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS IN2C 
236_ldt_170.ldt MODUS IN2C 236 Zářivkové sv. nepřímé os, vestavné PLL / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS IN2C 236_ldt_170.ldt MODUS 
IN2C 236 Zářivkové sv. nepřímé os, vestavné PLL
Zdroje:: 2 x DL 36/830 2G11 36W
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MODUS IN2C
IN2C 236 IN2C

IN
2C

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed indirect fittings for TC-L lamps 

Body: 
White painted (RAL 9003) metal sheet

Optic:
INC perforated lamps cover
White painted reflectors

Wiring:	
compensated, ballast cat. B (standard for 36W lamps)
EP	 high frequention ballast HFB (standard for 55W or T5 lamps)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Recessed light fitting for installation into false ceiling with visible supporting structure (600x600/625x625 
modules) or gypsum plasterboard.

Accessories:
Fixing clips for installation into gypsum plasterboard – 542141.
Reduction frame for installing light fitting module 600 into false ceiling module 625.

Versions: 
600	 for 600 module 
ISO	 external connection board ISODOM
KIT	 external connection board BJB
K	 with WIELAND connector
F	 with flexible cord
NZ	 emergency pack

# W A B C kg

IN2C236600# EP,K,F,NZ TC-L 2x36 596 596 576x576 94 4,0
IN2C255600# K,F,NZ TC-L 2x55 596 596 576x576 94 3,7

IN2C214(24)600# K,F,NZ T5 2x14(24) 596 596 576x576 94 3,7

#		  –	 available version of fitting
		  –	 lamp type

	 –	 cutout
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AL, B, ALMAT ALDP IP54 ALU

1064184000

54214

542141

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Accessories MODUS I
Reduction frame

Reduction frame for installing light fitting module 600 into false ceiling module 
625. Only for 2x18, 3x18, 4x18, 2x36 and 4x36W versions.

Type MODUS I

10621840002 2x18
1064184000 3x18, 4x18
1064364000 4x36

10623640002 2x36

Clips set for MODUS I

Fixing clips set for installation of recessed fittings into gypsum plasterboard type 
ceiling. The set isn‘t a component part of light fitting, it has to  be ordered by extra 
order.

Type

54214 MODUS I , MODUS IN
542141 MODUS IK , MODUS IN2

Fire resistant cover

Fire resistant cover for recessed fittings MODUS.
Only for recessed fittings  600x600 mm, 600x1200 mm a 300x1200 mm (or analo-
gic in module 625)
This set has fire endurance 120 min.

Type MODUS I

OZKRYTTL020 4x18
OZKRYTTL041 2x36
OZKRYTTL436 4x36
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Plug-in systems MODUS I, IK, IN
KIT

Special version of recessed fittings with lamps  and external 5-poles terminal 
board (BJB box). This box enables to connect electricity cable  from outside 
without a connector. To keep the louvre clear  are the fittings  covered by 
plastic.

ISO

Special version of recessed fittings with lamps  and external terminal board 
ISODOM. This  enables to connect electricity cable  from outside without a 
connector. The fittings are covered by plastic to keep the louvre clear.
ISO3	 for 1-phasis through wiring
ISO5	 for 3-phasis through wiring  or for 1-phasis through wiring  
	 dimmable fittings 

K

The fitting is equipped  with 3-poles  connector GESSIS  recessed in a 
body. The basic version of fitting (labelled K) has 1 male  connector. For a 
continuous assembly (through wiring) can be the fitting equipped  with TT 
connector with 1 input (male) and 1 output (female) – this version is labelled 
2K in the fitting code.

F

The fitting is equipped with 2 m flexible cord 3x1,5 mm2 with standard 
plug. We can change the lenght of the cable or type of the plug (UK, WAGO, 
GESIS,..) on request.

FÓLIE
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rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 228 
ALDP_ldt_160.ldt MODUS I 228 ALDP Zářivkové, ALDP mřížka, vestavné, T5 / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 228 ALDP_ldt_160.ldt 
MODUS I 228 ALDP Zářivkové, ALDP mřížka, vestavné, T5
Zdroje:: 2 x FH 28 W/830 G5 28W
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MODUS F
F228ALDP F 228 ALDP

F

MULTI

WATT

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T5 lamps, available partially recessed into ceiling 

Body:
White painted (RAL 9003) metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application:
These light fittings can be used as surface mounted or partially recessed into false 
ceiling with visible supporting structure (600x600 module) or gypsum plasterboard-
type ceiling using holders set.
Fittings are recommended for offices, for lighting areas with high requirements for 
light and glare control.

Accessories:	
Holders set			  16720040001	 for 2-lamps fittings
Holders set			  16740040001	 for 4-lamps fittings

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
MIRO	 louver made of MIRO aluminium
RAL9006	 colour RAL 9006

& # w A B C X Y kg

F414 &# ALDP, MATDP NZ, OK,.. 4x14 620 620 66 500 170 4,5
F424 &# ALDP, MATDP NZ, OK,.. 4x24 620 620 66 500 170 4,5
F228 &# ALDP, MATDP NZ, OK,.. 2x28 1220 370 66 1040 140 7,0
F254 &# ALDP, MATDP NZ, OK,.. 2x54 1220 370 66 1040 140 7,0
F235 &# ALDP, MATDP NZ, OK,.. 2x35 1520 370 66 1340 140 8,2
F249 &# ALDP, MATDP NZ, OK,.. 2x49 1520 370 66 1340 140 8,2
F280 &# ALDP, MATDP NZ, OK,.. 2x80 1520 370 66 1340 140 8,2

&		  –	 available louvre type 
#		  –	 available version of fitting 

Surface installation
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MODUS F
F414ALDP

F

rahumäe 6
20.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 414 ALDP, 
MIRO 4_ldt_156.ldt MODUS I 414 ALDP, MIRO 4 Zářivkové, ALDP mřížka - miro 4, 

vestavné, T5 / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS I 414 ALDP, MIRO 
4_ldt_156.ldt MODUS I 414 ALDP, MIRO 4 Zářivkové, ALDP mřížka - miro 4, vestavné, T5
Zdroje:: 4 x FH 14 W/830 G5 14W
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F 414 ALDP

16740040001

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

A B C D
G H

F414 620 620 66 40 580 580
F424 620 620 66 40 580 580
F228 1220 370 66 40 1180 270
F254 1220 370 66 40 1180 270
F235 1520 370 66 40 1480 270
F249 1520 370 66 40 1480 270
F280 1520 370 66 40 1480 270

 	–	 cutout

Recessed installation

Recessed installation
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rahumäe 6
13.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS LL 136 
AL_ldt_27.ldt MODUS LL 136 AL Zářivkové, AL lešť.mříž., přisazené / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS LL 136 AL_ldt_27.ldt MODUS 
LL 136 AL Zářivkové, AL lešť.mříž., přisazené
Zdroje:: 1 x L 36 W/840 G13 36W
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MODUS LL AL, B
LL236AL LL 136 AL

LL
 A

L

LL418AL

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T8 lamps

Body: 
White painted (RAL 9003) metal sheet, plastic corners

Optic: 
AL	 parabolic louver of highly polished aluminium with mat aluminium 
	 cross blades
B	 white parabolic louver

Wiring: 
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring

Note: 
Surface mounted style of installation is recommended. When light fittings are 
suspended, they should be hung by 4 cords or tubes.

& # W A B C X Y kg

LL118 &# AL,B EP, NZ 1x18 660 210 87 450 0 1,8
LL218 &# AL,B EP, NZ, OK 2x18 660 330 87 465 215 2,5
LL318 &# AL,B EP, NZ, OK 3x18 660 660 87 450 250 4,7
LL418 &# AL,B EP, NZ, OK 4x18 660 660 87 450 300 4,9
LL136 &# AL,B EP, NZ 1x36 1278 210 87 850 0 2,9
LL236 &# AL,B EP, NZ, OK 2x36 1278 330 87 850 215 4,9
LL336 &# AL,B EP, NZ, OK 3x36 1278 660 87 850 250 8,8
LL436 &# AL,B EP, NZ, OK 4x36 1278 660 87 850 250 9,5
LL158 &# AL,B EP, NZ 1x58 1578 210 87 1250 0 3,9
LL258 &# AL,B EP, NZ, OK 2x58 1578 330 87 1250 215 6,1
LL358 &# AL,B EP, NZ, OK 3x58 1578 660 87 1250 250 12,5
LL458 &# AL,B EP, NZ, OK 4x58 1578 660 87 1250 300 14,1

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T8 lamps

Body: 
White painted (RAL 9003) metal sheet, plastic corners

Optic: 
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
ALMAT	 parabolic louvre of mat aluminium

Wiring: 
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring

Note: 
Surface mounted style of installation is recommended. When light fittings are 
suspended, they should be hung by 4 cords or tubes.

& # W A B C X Y kg

LL118 &# ALDP, MATDP, ALMAT EP, NZ 1x18 660 210 87 450 0 1,8
LL218 &# ALDP, MATDP, ALMAT EP, NZ, OK 2x18 660 330 87 465 215 2,5
LL318 &# ALDP, MATDP, ALMAT EP, NZ, OK 3x18 660 660 87 450 250 4,7
LL418 &# ALDP, MATDP, ALMAT EP, NZ, OK 4x18 660 660 87 450 300 4,9
LL136 &# ALDP, MATDP, ALMAT EP, NZ 1x36 1278 210 87 850 0 2,9
LL236 &# ALDP, MATDP, ALMAT EP, NZ, OK 2x36 1278 330 87 850 215 4,9
LL336 &# ALDP, MATDP, ALMAT EP, NZ, OK 3x36 1278 660 87 850 250 8,8
LL436 &# ALDP, MATDP, ALMAT EP, NZ, OK 4x36 1278 660 87 850 250 9,5
LL158 &# ALDP, MATDP, ALMAT EP, NZ 1x58 1578 210 87 1250 0 3,9
LL258 &# ALDP, MATDP, ALMAT EP, NZ, OK 2x58 1578 330 87 1250 215 6,1
LL358 &# ALDP, MATDP, ALMAT EP, NZ, OK 3x58 1578 660 87 1250 250 12,5
LL458 &# ALDP, MATDP, ALMAT EP, NZ, OK 4x58 1578 660 87 1250 300 14,1

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS LLX 236 AL_ldt_54.ldt 
MODUS LLX 236 AL Zářivkové, AL lešť. mříž, přisazené
Zdroje:: 2 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T8 lamps

Body:
White painted (RAL 9003) metal sheet

Optic: 
AL	 parabolic louver of highly polished aluminium with mat aluminium  
	 cross blades
B	 white parabolic louver

Wiring: 
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
RAL9006	 colour RAL 9006

Note: 
Surface mounted style of installation is recommended. When light fittings are 
suspended, they should be hung by 4 cords or tubes.
Fittings equipped by magnatic balast are recommended for industrial use only.

& # W A B C X Y kg

LLX118 &# AL, B EP, NZ 1x18 650 170 65 340 0 2,3
LLX218 &# AL, B EP, NZ, OK 2x18 650 266 65 340 180 2,7
LLX318 &# AL, B EP, NZ, OK 3x18 650 362 65 340 250 4,3
LLX418 &# AL, B EP, NZ, OK 4x18 650 457 65 340 360 4,7
LLX136 &# AL, B EP, NZ 1x36 1260 170 65 950 0 3,9
LLX236 &# AL, B EP, NZ, OK 2x36 1260 266 65 950 180 4,8
LLX336 &# AL, B EP, NZ, OK 3x36 1260 362 65 950 250 7,6
LLX436 &# AL, B EP, NZ, OK 4x36 1260 457 65 950 360 8,6
LLX158 &# AL, B EP, NZ 1x58 1560 170 65 1250 0 4,7
LLX258 &# AL, B EP, NZ, OK 2x58 1560 266 65 1250 180 6,6
LLX458 &# AL, B EP, NZ, OK 4x58 1560 457 65 1250 360 11,9

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS LLX 236 ALDP2_ldt_56.ldt 
MODUS LLX 236 ALDP2 Zářivkové, AL lešt. mříž. C2, přisazené
Zdroje:: 2 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T8 lamps

Body: 
White painted (RAL 9003) metal sheet

Optic: 
ALDP2	 double parabolic louvre of highly polished aluminium
ALMAT	 parabolic louvre of mat aluminium

Wiring: 
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
RAL9006	 colour RAL 9006

Note: 
Surface mounted style of installation is recommended. When light 
fittings are suspended, they should be hung by 4 cords or tubes.
Fittings equipped by magnatic balast are recommended for industrial 
use only.

& # W A B C X Y kg

LLX118 &# ALDP2, ALMAT EP, NZ 1x18 650 170 65 340 0 2,3
LLX218 &# ALDP2, ALMAT EP, NZ, OK 2x18 650 266 65 340 180 2,7
LLX318 &# ALDP2, ALMAT EP, NZ, OK 3x18 650 362 65 340 250 4,3
LLX418 &# ALDP2, ALMAT EP, NZ, OK 4x18 650 457 65 340 360 4,7
LLX136 &# ALDP2, ALMAT EP, NZ 1x36 1260 170 65 950 0 3,9
LLX236 &# ALDP2, ALMAT EP, NZ, OK 2x36 1260 266 65 950 180 4,8
LLX336 &# ALDP2, ALMAT EP, NZ, OK 3x36 1260 362 65 950 250 7,6
LLX436 &# ALDP2, ALMAT EP, NZ, OK 4x36 1260 457 65 950 360 8,6
LLX158 &# ALDP2, ALMAT EP, NZ 1x58 1560 170 65 1250 0 4,7
LLX258 &# ALDP2, ALMAT EP, NZ, OK 2x58 1560 266 65 1250 180 6,6
LLX458 &# ALDP2, ALMAT EP, NZ, OK 4x58 1560 457 65 1250 360 11,9

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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MODUS LLY 228 ALDPLED Zářivkové, AL lešť.mříž, přisazené s LED, 2x28
Zdroje:: 2 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T5 lamps

Body: 
White painted (RAL 9003) metal sheet

Optic: 
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring: 
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
RAL9006	 colour RAL 9006

Note: 
Surface mounted style of installation is recommended. When light fittings are 
suspended, they should be hung by 4 cords or tubes.

& # W A B C X Y kg

LLX128 (54) ALDP, MATDP NZ 1x28 (54) 1210 153 65 900 100 3,0
LLX228 (54) ALDP, MATDP NZ, OK 2x28 (54) 1210 238 65 900 150 4,0

LLX135 (49, 80) ALDP, MATDP NZ 1x35 (49, 80) 1510 153 65 1200 100 4,0
LLX235 (49, 80) ALDP, MATDP NZ, OK 2x35 (49, 80) 1510 238 65 1200 150 5,5

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T5 lamps

Body: 
White painted (RAL 9003) metal sheet

Optic: 
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
AL	 parabolic louver of highly polished aluminium with mat aluminium  
	 cross blades
B	 white parabolic louver

Wiring: 
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
RAL9006	 colour RAL 9006

Note: 
Surface mounted style of installation is recommended. When light fittings are 
suspended, they should be hung by 4 cords or tubes.
Fittings signed „B“ (2x14, 4x14) have square shape of body.

Typ & # W A B C X Y kg

LLY114 (24) & # ALDP, MATDP, AL, B, ALMAT NZ,.. 1x14 (24) 610 153 65 380 100 1,5
LLY214 (24) & # ALDP, MATDP, AL, B, ALMAT NZ,.. 2x14 (24) 610 238 65 380 150 1,8

LLY214 (24) & B # ALDP, MATDP, AL, B, ALMAT NZ,.. 2x14 (24) 610 610 65 300 370 3,0
LLY414 (24) & # ALDP, MATDP, AL, B, ALMAT NZ,.. 4x14 (24) 610 410 65 300 170 2,5

LLY414 (24) & B # ALDP, MATDP, AL, B, ALMAT NZ,.. 4x14 (24) 610 610 65 300 370 3,2
LLY128 (54) & # ALDP, MATDP, AL, B, ALMAT NZ,.. 1x28 (54) 1210 153 65 900 100 3,0
LLY228 (54) & # ALDP, MATDP, AL, B, ALMAT NZ,.. 2x28 (54) 1210 238 65 900 150 4,0

LLY135 (49,80) & # ALDP, MATDP, AL, B, ALMAT NZ,.. 1x35 (49,80) 1510 153 65 1200 100 4,0
LLY235 (49,80) & # ALDP, MATDP, AL, B, ALMAT NZ,.. 2x35 (49,80) 1510 238 65 1200 150 5,5

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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MODUS LLY 418 AL Zářivkové, AL lešť. mříž, přisazené
Zdroje:: 4 x L 18 W/840 G13 18W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Body: 
White painted (RAL 9003) metal sheet

Optic: 
AL	 parabolic louver of highly polished aluminium with mat aluminium  
	 cross blades
B	 white parabolic louver

Wiring: 
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
RAL9006	 colour RAL 9006

Note: 
Surface mounted style of installation is recommended. When light fittings are 
suspended, they should be hung by 4 cords or tubes.
Fittings equipped by magnatic balast are recommended for industrial use only.

& # W A B C X Y kg

LLY118 &# AL, B EP, NZ 1x18 650 170 65 340 0 2,3
LLY218 &# AL, B EP, NZ, OK 2x18 650 265 65 340 180 2,7
LLY318 &# AL, B EP, NZ, OK 3x18 650 360 65 340 250 4,3
LLY418 &# AL, B EP, NZ, OK 4x18 650 650 65 400 400 4,7
LLY136 &# AL, B EP, NZ 1x36 1260 170 65 950 0 3,9
LLY236 &# AL, B EP, NZ, OK 2x36 1260 265 65 950 180 4,8
LLY336 &# AL, B EP, NZ, OK 3x36 1260 360 65 950 250 7,6
LLY436 &# AL, B EP, NZ, OK 4x36 1260 650 65 950 360 8,6
LLY158 &# AL, B EP, NZ 1x58 1560 170 65 1250 0 4,7
LLY258 &# AL, B EP, NZ, OK 2x58 1560 265 65 1250 180 6,6
LLY458 &# AL, B EP, NZ, OK 4x58 1560 650 65 1250 360 11,9

&	 	 –	 available louvre type
#		  –	 available version of fitting 

Surface mounted light fittings for T8 lamps



35

rahumäe 6
22.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS LLY 236 
ALDP2_ldt_80.ldt MODUS LLY 236 ALDP2 Zářivkové, AL lešt. mříž. C2, přisazené / 

LVK (Polárně)
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MODUS LLY 236 ALDP2 Zářivkové, AL lešt. mříž. C2, přisazené
Zdroje:: 2 x L 36 W/840 G13 36W
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Surface mounted light fittings for T8 lamps

Body: 
White painted (RAL 9003) metal sheet

Optic: 
ALDP2	 double parabolic louvre of highly polished aluminium
ALMAT	 parabolic louvre of mat aluminium

Wiring: 
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
RAL9006	 colour RAL 9006

Note: 
Surface mounted style of installation is recommended. When light 
fittings are suspended, they should be hung by 4 cords or tubes.
Fittings equipped by magnatic balast are recommended for industrial 
use only.

& # W A B C X Y kg

LLY118 &# ALDP2, ALMAT EP, NZ 1x18 650 170 65 340 0 2,3
LLY218 &# ALDP2, ALMAT EP, NZ, OK 2x18 650 265 65 340 180 2,7
LLY318 &# ALDP2, ALMAT EP, NZ, OK 3x18 650 360 65 340 250 4,3
LLY418 &# ALDP2, ALMAT EP, NZ, OK 4x18 650 650 65 400 400 4,7
LLY136 &# ALDP2, ALMAT EP, NZ 1x36 1260 170 65 950 0 3,9
LLY236 &# ALDP2, ALMAT EP, NZ, OK 2x36 1260 265 65 950 180 4,8
LLY336 &# ALDP2, ALMAT EP, NZ, OK 3x36 1260 360 65 950 250 7,6
LLY436 &# ALDP2, ALMAT EP, NZ, OK 4x36 1260 650 65 950 360 8,6
LLY158 &# ALDP2, ALMAT EP, NZ 1x58 1560 170 65 1250 0 4,7
LLY258 &# ALDP2, ALMAT EP, NZ, OK 2x58 1560 265 65 1250 180 6,6
LLY458 &# ALDP2, ALMAT EP, NZ, OK 4x58 1560 650 65 1250 360 11,9

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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Zdroje:: 2 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings with cover

Body: 
White painted (RAL 9003) metal sheet

Optic: 
KO	 opal cover 
KP	 prizmatic cover

Wiring: 
compensated, ballast cat. B (standard)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
OK	 double-circuit wiring
RAL9006	 colour RAL 9006

Note: 
Surface mounted style of installation is recommended. When light 
fittings are suspended, they should be hung by 4 cords or tubes.
Fittings equipped by magnatic balast are recommended for industrial 
use only.

T8 & # W A B C X Y kg

LLY118 & # KO, KP EP, NZ 1x18 650 170 85 340 0 2,3 *
LLY218 & # KO, KP EP, NZ, OK 2x18 650 266 85 340 180 2,7 *
LLY418 & # KO, KP EP, NZ, OK 4x18 650 650 85 400 400 4,7 **

LLY418 &1 # KO, KP EP, NZ, OK 4x18 650 650 85 400 400 4,7 *
LLY136 & # KO, KP EP, NZ 1x36 1260 170 85 950 0 3,9 *
LLY236 & # KO, KP EP, NZ, OK 2x36 1260 266 85 950 180 4,8 *
LLY436 & # KO, KP EP, NZ, OK 4x36 1260 650 85 1000 400 8,6 **
LLY158 & # KO, KP EP, NZ 1x58 1560 170 85 1250 0 4,7 *
LLY258 & # KO, KP EP, NZ, OK 2x58 1560 266 85 1250 180 6,6 *

T5 & # W A B C X Y kg

LLY414(24) & # KO, KP NZ, OK 4x11(24) 610 610 85 300 370 4,7 **
LLY414(24) & 1# KO, KP NZ, OK 4x11(24) 610 610 85 300 370 4,7 *

&	 	 –	 available louvre type
#		  –	 available version of fitting 
*		  –	 one-part cover
**		  –	 two-part cover
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS ERA 128 MIRO 
SILVER direkt_ldt_108.ldt MODUS ERA 128 MIRO SILVER direkt Závěsné svítidlo, 
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Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS ERA 128 MIRO SILVER 
direkt_ldt_108.ldt MODUS ERA 128 MIRO SILVER direkt Závěsné svítidlo, přímé osvětlení
Zdroje:: 1 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted light fittings for T5 lamps

Body: 
Grey painted (RAL 9007) metal sheet

Optic: 
ALDP	 microlouvre category C2 of highly polished aluminium
MATDP	 microlouvre category C2 of mat aluminium

Wiring: 
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Cord suspension	 54101

Versions: 
RAL9003	 finished in white colour RAL 9003

Note: 
Surface mounted is standard style of installation. For pendant installation 
the cord sustension set has to be ordered separately.

& W A B C X Y kg

EVAS114 (24) & ALDP, MATDP 1x14 (24) 625 100 55 500 52 1,5
EVAS128 (54) & ALDP, MATDP 1x28 (54) 1225 100 55 960 52 3,0

EVAS135 (49,80) & ALDP, MATDP 1x35 (49,80) 1525 100 55 1260 52 4,0

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SLIM 236 
ALDP_ldt_94.ldt MODUS SLIM 236 ALDP Zářivkové, AL lešt. mříž. C2, přisazené / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SLIM 236 ALDP_ldt_94.ldt 
MODUS SLIM 236 ALDP Zářivkové, AL lešt. mříž. C2, přisazené
Zdroje:: 2 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted / pendant light fittings 

Body: 
White painted (RAL 9003) metal sheet
White plastic endcaps

Optic: 
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
AL	 parabolic louver of highly polished aluminium with mat aluminium cross  
	 blades
B	 white parabolic louver
ALMAT	 parabolic louvre of mat aluminium
REFAL	 highly polished symetric aluminium reflector

Wiring: 
compensated, ballast cat. B (standard for T8 lamps)
EP	 high frequention ballast HFB (standard for T5 lamps)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
MIRO	 DP louvre made of MIRO aluminium
P	 continuous assembly – through wiring 5x1,5 mm2

Note: 
Surface mounted style of installation is recommended. When light fittings are suspen-
ded, they should be hung by 4 cords or tubes.

& # W A B C X Y R S kg

SLIM136 & # ALDP, … EP, NZ, P 1x36 1300 170 75 650 0 800 69 3,7
SLIM236 & # ALDP, … EP, NZ, P 2x36 1300 255 75 650 0 650 156 5,6
SLIM158 & # ALDP, … EP, NZ, P 1x58 1600 170 75 800 0 900 69 4,9
SLIM258 & # ALDP, … EP, NZ, P 2x58 1600 255 75 800 0 800 156 7,3

SLIM128 (54) & # ALDP, … NZ, P 1x28 (54) 1255 170 75 650 0 750 69 3,3
SLIM228 (54) & # ALDP, … NZ, P 2x28 (54) 1255 255 75 650 0 650 156 4,5

SLIM135 (49,80) & # ALDP, … NZ, P 1x35 (49,80) 1555 177 75 800 0 900 69 4,0
SLIM235 (49,80) & # ALDP, … NZ, P 2x35 (49,80) 1555 255 75 800 0 800 156 5,5

&	 	 –	 available louvre type
#		  –	 available version of fitting 
R,S		 –	 installation holes spacing for pendant installation
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MODUS Třebíč MODUS SLIM 236 MATDP Zářivkové, MAT mříž. C2, přisazené, 
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Svítidlo: MODUS Třebíč MODUS SLIM 236 MATDP Zářivkové, MAT mříž. C2, přisazené, elektronický předř.
Zdroje:: 2 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted / pendant light fittings for installation to row 

Body: 
White painted (RAL 9003) metal sheet

Optic: 
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
AL	 parabolic louver of highly polished aluminium with mat aluminium  
	 cross blades
B	 white parabolic louver
ALMAT	 parabolic louvre of mat aluminium
REFAL	 highly polished symetric aluminium reflector

Wiring: 
compensated, ballast cat. B (standard for T8 lamps)
EP	 high frequention ballast HFB (standard for T5 lamps)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Cord suspension						      54103
Endcap SLIM 1x							       4333011
Endcap SLIM 2x							       4333012
Connection part SLIM 1x	1331004007
Connection part SLIM 2x	1332004007

Versions: 
NZ	 emergency pack
MIRO	 DP louvre made of MIRO aluminium

Note: 
Fittings are equipped with through wiring 5x1,5 mm2 with 5-poles terminal 
board on both sides of fitting. Fittings are delivered without endcaps – they 
have to be ordered separatelly (2 pcs for each row of fittings). 

& # W A B C R S kg

SLIM136 & #/R ALDP, … EP, NZ 1x36 1230 170 75 615 100 3,7
SLIM236 & #/R ALDP, … EP, NZ 2x36 1230 330 75 615 180 5,6
SLIM158 & #/R ALDP, … EP, NZ 1x58 1530 170 75 765 100 4,9
SLIM258 & #/R ALDP, … EP, NZ 2x58 1530 255 75 765 180 7,3

SLIM128 (54) & #/R ALDP, … NZ 1x28 (54) 1185 170 75 595 100 3,3
SLIM228 (54) & #/R ALDP, … NZ 2x28 (54) 1185 255 75 595 180 4,5

SLIM135 (49,80) & #/R ALDP, … NZ 1x35 (49,80) 1485 177 75 745 100 4,0
SLIM235 (49,80) & #/R ALDP, … NZ 2x35 (49,80) 1485 255 75 745 180 5,5

&	 	 –	 available louvre type
#		  –	 available version of fitting 

Connection part 1332004007

Endcap SLIM 1x, 2x
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SLIM 136 
AS_ldt_101.ldt MODUS SLIM 136 AS SLIM 1x36 asym / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SLIM 136 AS_ldt_101.ldt 
MODUS SLIM 136 AS SLIM 1x36 asym
Zdroje:: 1 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted / pendant light fittings 

Body: 
White painted (RAL 9003) metal sheet
White plastic endcaps

Optic: 
AS	 highly polished asymetric aluminium reflector

Wiring: 
compensated, ballast cat. B (standard for T8 lamps)
EP	 high frequention ballast HFB (standard for T5 lamps)
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Cord suspension	 54103

Note: 
When light fittings are suspended, they should be hung by 4 cords or 
tubes.

W A B C X Y kg

SLIM136AS 1x36 1300 170 75 650 156 3,7
SLIM158AS 1x58 1600 170 75 800 156 4,9

SLIM128 (54)AS 1x28 (54) 1255 170 75 650 156 3,3
SLIM135 (49,80)AS 1x35 (49,80) 1555 170 75 800 156 4,0

&	 	 –	 available louvre type
#		  –	 available version of fitting 
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ALDP T5

ALDP T8

AL T8

ALMAT T8

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

MODUS optics systems
ALDP for lamps T5
•	 optics system category C2 reduced brightness under 200 cd/m2 in angles above 60o.
•	 parabolic longitudinal reflectors
•	 parabolic cross blades are closed for higher efficiency
•	 version 

•	 brightly polished aluminium (ALDP)
•	 matt aluminium (MATDP)
•	 super reflectans brightly polished aluminium MIRO (ALDP MIRO)

•	 fittings with this louver are designed for offices, spaces with screens and spaces with 
	 high requirements for glare control

ALDP for lamps T8
•	 optics system category C2 reduced brightness under 200 cd/m2 in angles above 60o.
•	 parabolic longitudinal reflectors
•	 version 

•	 brightly polished aluminium (ALDP)
•	 matt aluminium (MATDP)
•	 super reflectans brightly polished aluminium MIRO (ALDP MIRO)

•	 fittings with this louver are designed for offices, spaces with screens and spaces with  
	 high requirements for glare control

AL
•	 parabolic longitudinal reflectors of brightly polished aluminium
•	 cross blades of matt aluminium
•	 fittings with this louver are designed for general spaces, as offices, shops, schooll  
	 classes, etc.

 ALMAT
•	 parabolic longitudinal reflectors of matt aluminium
•	 cross blades of matt aluminium
•	 fittings with this louver are designed for general spaces, as offices, shops, schooll  
	 classes, etc.
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KP/IP54

ALS T8

B T8
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

ALS
•	 parabolic longitudinal reflectors of brightly polished aluminium
•	 cross blades of matt aluminium with tree pattern
•	 fittings with this louver are designed for general spaces, as offices, shops, schooll  
	 classes, etc.

B
•	 parabolic longitudinal reflectors of white painted aluminium
•	 cross blades of white painted aluminium
•	 fittings with this louver are designed for shops, corridors, sanitary facilities, etc.

KO, KP	
•	 opal or prizmatic cover
•	 fittings with cover are designed for corridors, sanitary facilities, shops, etc.

KO, KP IP54
•	 opal or prizmatic cover with aluminium frame and gasket
•	 covers can be ordered separatelly also, they are substituable with standard louvre
•	 fittings with cover are designed for kitchens, sanitary facilities, etc.
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS KSC 236 
PMMA_ldt_15.ldt MODUS KSC 236 PMMA Zářivkové, stropní s čirým krytem PMMA / 
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MODUS KSC 236 PMMA Zářivkové, stropní s čirým krytem PMMA
Zdroje:: 2 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted / pendant light fittings with cover

Body: 
White painted (RAL 9003) metal sheet
White plastic endcaps

Optic:	
KSO	 opal polystyrol cover 
KSC	 prizmatic polystyrol cover 
KSS	 PMMA semiopal cover

Wiring:
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension			   54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension			   54103
Protection grid				    OM
Standard endcap			  4311011
Connecting endcap	4311012

Versions: 
NZ	 emergency pack
P	 fittings for continuous assembly

Note: 
To compile rows, fittings for continuous assembly (with through wiring  
5x1,5 mm2) with connecting endcaps have to be used. They are signed (/P). For 
ending the row, it is necessary to order extra two standard endcaps.

& # W A B C X Y R S kg

KS&118 # C, O, S N,K,EP,NZ,P 1x18 683 208 77 500 100 400 100 1,9
KS&218 # C, O, S N,K,EP,NZ,P 2x18 683 208 77 500 100 400 100 2,0
KS&136 # C, O, S N,K,EP,NZ,P 1x36 1293 208 77 800 0 900 100 3,2
KS&236 # C, O, S N,K,EP,NZ,P 2x36 1293 208 77 800 0 900 100 3,8
KS&158 # C, O, S N,K,EP,NZ,P 1x58 1593 208 77 1000 0 1100 100 4,8
KS&258 # C, O, S N,K,EP,NZ,P 2x58 1593 208 77 1000 0 1100 100 5,4

KS&114(24) # C, O, S NZ,P 1x14 (24) 683 208 77 500 100 400 100 1,6
KS&214 (24) # C, O, S NZ,P 2x14 (24) 683 208 77 500 100 400 100 1,6
KS&128 (54) # C, O, S NZ,P 1x28 (54) 1293 208 77 800 0 900 100 3,1
KS&228 (54) # C, O, S NZ,P 2x28 (54) 1293 208 77 800 0 900 100 3,1

KS&135 (49,80) # C, O, S NZ,P 1x35 (49,80) 1593 208 77 1000 0 1100 100 4,4
KS&235 (49,80) # C, O, S NZ,P 2x35 (49,80) 1593 208 77 1000 0 1100 100 4,4

&	 	 –	 available cover type
#		  –	 available version of fitting 

Endcaps KS
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Surface mounted / pendant light fittings with cover, for installation to row
Body: 

White painted (RAL 9003) metal sheet
White plastic endcaps

Optic:	
KSO	 opal polystyrol cover 
KSC	 prizmatic polystyrol cover 
KSS	 PMMA semiopal cover

Wiring:
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension			   54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension			   54103
Standard endcap			  4311011
Connecting endcap	4311012

Note: 
These light fittings are supplied with connecting endcaps with connectors. Through wiring 
(continuous assembly) is made for one phase (3x 1,5 mm2).
The row can be compilated by START, CONT and END fittings:
KSP START	 contains terminal block, 1 standard endcap, 1 connecting endcap with connector
KSP CONT	 without terminal block, contains 2 connecting endcaps with connectors
KSP END		  without terminal block, contains 1 connecting endcap with connector, 1 standard 
		  endcap

Typ & # @ W A B C kg

KSP&118#@ C, O, S K, EP START, CONT, END 1x18 645 208 77 1,9
KSP&218#@ C, O, S K, EP START, CONT, END 2x18 645 208 77 2,0
KSP&136#@ C, O, S K, EP START, CONT, END 1x36 1255 208 77 3,2
KSP&236#@ C, O, S K, EP START, CONT, END 2x36 1255 208 77 3,8
KSP&158#@ C, O, S K, EP START, CONT, END 1x58 1555 208 77 4,8
KSP&258#@ C, O, S K, EP START, CONT, END 2x58 1555 208 77 5,4

KSP&114 (24)@ C, O, S START, CONT, END 1x14 (24) 645 208 77 1,6
KSP&214 (24)@ C, O, S START, CONT, END 2x14 (24) 645 208 77 1,6
KSP&128 (54)@ C, O, S START, CONT, END 1x28 (54) 1255 208 77 3,1
KSP&228 (54)@ C, O, S START, CONT, END 2x28 (54) 1255 208 77 3,1

KSP&135 (49,80)@ C, O, S START, CONT, END 1x35 (49,80) 1555 208 77 4,4
KSP&235 (49,80)@ C, O, S START, CONT, END 2x35 (49,80) 1555 208 77 4,4

&	 	 –	 available cover type 
#		  –	 available version of fitting
@		  –	 position of fitting in a row
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Surface mounted / pendant light fittings with cover

Body: 
White painted (RAL 9003) metal sheet
White plastic endcaps

Optic:	
KL	 prizmatic PMMA cover 
KLO	 opal PMMA cover 

Wiring:
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
P	 fittings for continuous assembly

Note: 
Surface mounted style of installation is recommended. When light fittings are 
suspended, they should be hung by 4 cords or tubes.

# W A B C X Y kg

KL218# N,K,EP,NZ,P 2x18 634 175 71 400 100 2,0
KL236# N,K,EP,NZ,P 2x36 1234 175 71 800 100 3,6
KL258# N,K,EP,NZ,P 2x58 1534 175 71 1000 100 5,2

KLO218# N,K,EP,NZ,P 2x18 634 175 71 400 100 2,0
KLO236# N,K,EP,NZ,P 2x36 1234 175 71 800 100 3,6
KLO258# N,K,EP,NZ,P 2x58 1534 175 71 1000 100 5,2

KL214(24)# NZ,P 2x14(24) 634 175 71 400 100 1,6
KL228(54)# NZ,P 2x28(54) 1234 175 71 800 100 3,0

KL235(49,80)# NZ,P 2x35(49,80) 1534 175 71 1000 100 4,5
KLO214(24)# NZ,P 2x14(24) 634 175 71 400 100 1,6
KLO228(54)# NZ,P 2x28(54) 1234 175 71 800 100 3,0

KLO235(49,80)# NZ,P 2x35(49,80) 1534 175 71 1000 100 4,5

#		  –	 available version of fitting 
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Surface mounted / pendant light fittings with cover

Body: 
White painted (RAL 9003) metal sheet
White plastic endcaps

Optic:	
KMC	 prizmatic PMMA cover 
KMO	 opal PMMA cover 

Wiring:
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These light fittings can be used as surface mounted or suspended.

Accessories: 
Tube suspension	 54107, 54108, 54109, 54110, 54111, 54112 
Cord suspension	 54103
Protection grid		  OM

Versions: 
NZ	 emergency pack
P	 fittings for continuous assembly

Note: 
Surface mounted style of installation is recommended. When light 
fittings are suspended, they should be hung by 4 cords or tubes.

& # W A B C X Y R S kg

KM&118# C, O N,K,EP,NZ,P 1x18 625 110 75 500 0 550 0 1,6
KM&218# C, O N,K,EP,NZ,P 2x18 625 180 65 500 100 540 0 2,0
KM&136# C, O N,K,EP,NZ,P 1x36 1250 110 75 900 0 850 0 2,4
KM&236# C, O N,K,EP,NZ,P 2x36 1250 180 65 900 100 900 0 3,8
KM&336# C, O N,K,EP,NZ,P 3x36 1250 300 80 900 200 950 200 4,4
KM&258# C, O N,K,EP,NZ,P 2x58 1555 200 65 1200 100 1200 0 5,1

&	 	 –	 available cover type
#		  –	 available version of fitting 4
R,S		 –	 installation holes spacing for pendant installation
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MODUS Třebíč MODUS MARS 228 ALDP direct + indirect Závěsné svítidlo, mřížka 
ALDP, přímo/nepřímé osvětlení / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS MARS 228 ALDP direct + indirect Závěsné svítidlo, mřížka ALDP, 
přímo/nepřímé osvětlení
Zdroje:: 2 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant interior fittings 

Body: 
Eloxal aluminium profile
Metal plate endcaps finished in RAL9007 

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
KO	 semiopal cover ACRYL SATINE

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Pendant light fittings for direct/indirect illumination. 
These fittings are recommended for offices, for lighting areas with high requirements for light and 
glare control.

Versions: 
MAR	 pendant fittings for direct / indirect illumination, upper side is made of opal PMMA cover.
MARD	 pendant fittings for direct illumination only (closed upper side of the fittings).

Note:
Cord suspension set 54101 included in the fitting.
Fittings can be equipped by emergency pack. 

& W A B C R kg

MAR114 (24)& ALDP, MATDP, KO 1x14 (24) 604 270 67 550 3,5
MAR214 (24)& ALDP, MATDP, KO 2x14 (28) 604 355 67 550 4,0
MAR128 (54)& ALDP, MATDP, KO 1x28 (54) 1204 270 67 1150 5,5
MAR228 (54)& ALDP, MATDP, KO 2x28 (54) 1204 355 67 1150 6,0

MAR135 (49,80)& ALDP, MATDP, KO 1x35 (49,80) 1504 270 67 1450 7,5
MAR235 (49,80)& ALDP, MATDP, KO 2x35 (49,80) 1504 355 67 1450 8,0

&	 	 –	 available cover type
R		  –	 distance between suspension cords
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant interior fittings for installation to rows
Body: 

Eloxal aluminium profile
Metal plate endcaps finnished in RAL9007 

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium
KO	 semiopal cover ACRYL SATINE

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Pendant light fittings for direct/indirect illumination. 
These fittings are recommended for offices, for lighting areas with high requirements for 
light and glare control.

Versions: 
MAR	 pendant fittings for direct / indirect illumination, upper side is made of opal  
	 PMMA cover
MARD	 pendant fittings for direct illumination only (closed upper side of the fittings)

Note:
Fittings are deliverd with connection endcaps, with through wiring 5x 1,5 mm2 
The row can be compilated by START, CONT and END fittings:
MAR START	 contains start terminal board, 1 standard endcap, 1 connecting endcap with  
			   terminal board
MAR CONT		 contains 2 connecting endcaps with terminal boards 
MAR END			  contains 1 connecting endcap with terminal board, 1 standard endcap 
Fitting includes cord suspension set and connection cables as standard. 

& @ W A B C R kg

MAR128 (54)&/R@ ALDP, MATDP, KO START, CONT, END 1x28 (54) 1204 270 67 1150 5,5
MAR228 (54)&/R@ ALDP, MATDP, KO START, CONT, END 2x28 (54) 1204 355 67 1150 6,0

MAR135 (49,80)&/R@ ALDP, MATDP, KO START, CONT, END 1x35 (49,80) 1504 270 67 1450 7,5
MAR235 (49,80)&/R@ ALDP, MATDP, KO START, CONT, END 2x35 (49,80) 1504 355 67 1450 8,0

&	 	 –	 available cover type
R		  –	 distance between suspension cords

Connection endcap MARS/R
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MODUS Třebíč MODUS ERAD 228 ALPDP MIRO SILVER direct. Závěsné svítidlo, přímé 
osvětlení / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS ERAD 228 ALPDP MIRO SILVER direct. Závěsné svítidlo, přímé osvětlení
Zdroje:: 2 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant interior fittings

Body: 
Grey (RAL 9007) painted metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These fittings are recommended for offices, for lighting areas with high requirements for 
light and glare control.

Versions: 
ARES	 pendant fittings for direct indirect illumination (open upper side of the fittings), 
	 suspension set included
ARESD	 pendant fittings for direct illumination only (closed upper side of the fittings),  
	 suspension set included
ARESP	 surface installed fittings for direct illumination only, without suspension set
ARES /R	 pendant fittings for direct/indirect illumination (open upper side of the fittings),  
	 for connection to rows

Accessories: 
1661004001		 Suspension ARES /R 1x (connection part and cord suspension included creating 
				    1 fixing point)
1662004001		 Suspension ARES /R 2x (connection part and cord suspension included creating 
				    1 fixing point)

Note:
Fittings ARES/R are delivered with connection endcaps, with through wiring 5x 1,5 mm2 
The row can be compilated by START, CONT and END fittings:
ARES START	 contains start terminal board, 1 standard endcap, 1 connecting endcap with  
			   terminal board
ARES CONT	 contains 2 connecting endcaps with terminal boards 
ARES END		  contains 1 connecting endcap with terminal board, 1 standard endcap 
Fittings are hanged and connected to row by „Suspension ARES /R“, which have to be used 
on the both ends of the row and in the each connection point. 

ARES & W A B C X Y R kg

ARES128 (54)& ALDP, MATDP 1x28 (54) 1245 160 65 900 85 990 3,9
ARES228 (54)& ALDP, MATDP 2x28 (54) 1245 245 65 900 170 1290 4,4

ARES135 (49,80)& ALDP, MATDP 1x35 (49,80) 1545 160 65 1200 85 990 5,7
ARES235 (49,80)& ALDP, MATDP 2x35 (49,80) 1545 245 65 1200 170 1290 6,2

ARES / R & @ W A B C R kg

ARES128 (54)&/R@ ALDP, MATDP START, CONT, END 1x28 (54) 1245 160 65 990 3,9
ARES228 (54)&/R@ ALDP, MATDP START, CONT, END 2x28 (54) 1245 245 65 1290 4,4

ARES135 (49,80)&/R@ ALDP, MATDP START, CONT, END 1x35 (49,80) 1545 160 65 990 5,7
ARES235 (49,80)&/R@ ALDP, MATDP START, CONT, END 2x35 (49,80) 1545 245 65 1290 6,2

&	 	 –	 available cover type
R		  –	 distance between suspension cords
@		  –	 sequencing of the fittings in a row
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MODUS Třebíč MODUS ERA 128 ALDP MIRO SILVER direct + indirect Závěsné svítidlo, 
přímo/nepřímé osvětlení / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS ERA 128 ALDP MIRO SILVER direct + indirect Závěsné svítidlo, 
přímo/nepřímé osvětlení
Zdroje:: 1 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant (surface installed) interior fittings 

Body: 
Eloxal aluminium profile

Optic:	
ALDP	 highly polished aluminium microlouvre
ALDP T5	 double parabolic louvre category C2 of highly polished aluminium
MATDP T5	double parabolic louvre category C2 of mat aluminium
KO	 semiopal cover ACRYL SATINE

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Pendant light fittings for direct / indirect illumination (some versions are also 
usable for surface installing). 
For offices, common and exhibition spaces, etc.

Versions: 
ERA	 pendant fittings for direct / indirect illumination, upper side is made of  
	 prizmatic PMMA cover
ERAD	 pendant or surface installed fittings for direct illumination only (closed  
	 upper side of the fittings)

Note:
Cord suspension set 54101 included.

& W A B C X Y R kg

ERA128 (54)& ALDP 1x28 (54) 1305 182 75 1140 70 1200 3,5
ERA135 (49,80)& ALDP 1x35 (49,80) 1605 182 75 1440 70 1500 4,5

ERA128 (54)& ALDP T5, MATDP T5 1x28 (54) 1305 225 75 1020 70 1050 3,5
ERA135 (49,80)& ALDP T5, MATDP T5 1x35 (49,80) 1605 225 75 1320 70 1350 4,5

ERA228 (54)& ALDP T5, MATDP T5 2x28 (54) 1305 310 75 1020 160 1050 5,0
ERA235 (49,80)& ALDP T5, MATDP T5 2x35 (49,80) 1605 310 75 1320 160 1350 7,0

ERA228 (54)& KO 2x28 (54) 1305 310 95 1050 220 1050 5,0
ERA235 (49,80)& KO 2x35 (49,80) 1605 310 95 1350 220 1350 7,0

&	 	 –	 available cover type
R		  –	 distance between suspension cords
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MODUS Třebíč MODUS EXA 228 KO direct + indirect Závěsné svítidlo, přímo/nepřímé 
osvětlení / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS EXA 228 KO direct + indirect Závěsné svítidlo, přímo/nepřímé osvětlení
Zdroje:: 2 x FH 28 W/830 G5 28W

80

120

160

cd/klm 59%
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

    

DIALux 4.7 by DIAL GmbH Strana 1

MULTI
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MODUS EXA
EXA228KO EXA 228 KO

W A B C X Y R S kg

EXA214 (24)KO 2x14 (54) 603 160 57 450 120 520 120 2,2
EXA414 (24)KO 4x14 (24) 603 603 57 450 520 520 520 3,7
EXA228 (54)KO 2x28 (54) 1200 160 57 1120 120 1050 120 3,3

EXA235 (49,80)KO 2x35 (49,80) 1500 160 57 1420 120 1350 120 5,0

EX
A

EXA414KO

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant (surface installed) interior fittings 

Body: 
Eloxal aluminium profile

Optic:	
KO	 semiopal cover ACRYL SATINE

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Pendant light fittings for direct / indirect illumination (some versions are 
also usable for surface installing). 
For offices, common and exhibition spaces, etc.

Versions: 
EXA	 pendant fittings for direct / indirect illumination
EXAD	 pendant or surface installed fittings for direct illumination only 
	 (closed upper side of the fittings)

Note:
Cord suspension set 54101 included.

W A B C X Y R S kg
EXA414 (24)ALDP 4x14 (24) 603 603 65 450 520 520 520 4,0
EXA228 (54)ALDP 2x28 (54) 1200 300 65 1120 220 1050 220 3,3

EXA235 (49,80)ALDP 2x35 (49,80) 1500 300 65 1420 220 1350 220 5,4

R ,S		 –	 distance between suspension cords
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MODUS Třebíč MODUS EXA424ALDP. Závěsné svítidlo, mřížka ALDP, přímo/nepřímé 
osvětlení / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS EXA424ALDP. Závěsné svítidlo, mřížka ALDP, přímo/nepřímé osvětlení
Zdroje:: 4 x FQ 24 W/830 G5 24W
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MODUS EXA ALDP
EXA 424 ALDP EXA 414ALDP

MULTI

WATT

MODUS EXA WALL

EXA WALL 228

W A B C X, R Y kg

EXAWALL214 (24)KO 2x14 (24) 603 185 45 520 - 2,2
EXAWALL228 (54)KO 2x28 (54) 1200 185 45 950 - 3,5

EX
A

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant (surface installed) interior fittings 
Body: 

Eloxal aluminium profile
Optic:	

ALDP	 double parabolic louvre category C2 of highly polished alumi- 
	 nium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Double side interior fittings 

Body: 
Eloxal aluminium profile

Optic:	
KO	 semiopal cover ACRYL SATINE

Wiring:	
EP	 high frequention ballast HFB (standard)
MULTIWATT	 universal HFB for T5 lamps

Application: 
Double-sided light fittings for surface installation on walls or a ceiling, for pendant installation also.

Note:
Cord suspension set is not included in the fitting.

Application: 
Pendant light fittings for direct / indirect illumination (some versions are 
also usable for surface installing). 
These fittings are recommended for offices, for lighting areas with high 
requirements for light and glare control.

Versions: 
EXA	 pendant fittings for direct / indirect illumination
EXAD	 pendant or surface installed fittings for direct illumination only 
	 (closed upper side of the fittings)
NZ	 emergency pack
RAL9006	 colour RAL 9006
MIRO	 louvre made of MIRO aluminium

Note:
Cord suspension set 54101 included in fitting.
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Zpracovatel
Telefon
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e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS EPOS 328 
direct + indirect_ldt_113.ldt MODUS EPOS 328 direct + indirect Zářivkové závěsné sv. 

pro přímo/nepřímé osvětlení / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS EPOS 328 direct + 
indirect_ldt_113.ldt MODUS EPOS 328 direct + indirect Zářivkové závěsné sv. pro přímo/nepřímé osvětlení
Zdroje:: 3 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant interior fittings 

Body: 
White (RAL 9003) painted metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These fittings are recommended for offices, for lighting areas with high requirements for 
light and glare control.

Versions: 
NZ	 emergency pack
RAL9006	 colour RAL 9006
MIRO	 louvre made of MIRO aluminium

Note:
Standard version of this fitting (except 1-lamp vision) has double-circuit assembly (EPOS…
EP2), the first circuit controls one lamp pointing downward (direct part of illuminaton) while 
the second circuit controls two lamps pointing upward (indirect part of illumination). 
Cord suspension set 54101 included in the fitting.

& # W A B C R S kg

EPOS128(54)& #** ALDP, MATDP NZ, EPSA,… 1x28(54) 1335 280 60 1245 X 4,8
EPOS328(54)&#EP2 ALDP, MATDP NZ, EPSA,… 3x28(54) 1335 280 60 1245 X 5,0

EPOS135(49,80)&# ** ALDP, MATDP NZ, EPSA,… 1x35(49,80) 1635 280 60 1545 X 8,5
EPOS335(49,80)&#EP2 ALDP, MATDP NZ, EPSA,… 3x35(49,80) 1635 280 60 1545 X 9,0

**		  –	 also can be used as surface installed
&		  –	 available louvre type
#		  –	 available version of fitting
R ,S		 –	 distance between suspension cords
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MODUS EPOS/R
EPOS 128 ALDP EPOS/R+EPOSSPOJRT 

@ W A B C R kg

EPOS128(54)ALDP /R@ START, CONT, END 1x28(54) 1335 280 60 1245 5,0
EPOS328(54)ALDPEP2/R@ START, CONT, END 3x28(54) 1335 280 60 1245 5,2
EPOS135(49,80)ALDP /R@ START, CONT, END 1x35(49,80) 1635 280 60 1545 8,7

EPOS335(49,80) ALDPEP2/R@ START, CONT, END 3x35(49,80) 1635 280 60 1545 9,2

A B C

EPOSSPOJPR X X X
EPOSSPOJKR 280 280 60
EPOSSPOJRL 280 280 60
EPOSSPOJRP 280 280 60
EPOSSPOJRT 280 280 60

EP
O

S/
R

rahumäe 6
15.02.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS EPOS 328 direct Zářivkové závěsné sv. pro přímé osvětlení / 
LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS EPOS 328 direct Zářivkové závěsné sv. pro přímé osvětlení
Zdroje:: 1 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant interior fittings for installation to rows
Body: 

White (RAL 9003) painted metal sheet
Optic:	

ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
MULTIWATT	 universal HFB for T5 lamps

Application: 
Pendant light fittings for direct / indirect illumination. These fittings are intended for connecting to the 
rows .

Accessories: 
Cord suspension	 54101, 54103
Connection part		 EPOSSPOJPR
Connection part		 EPOSSPOJKR
Connection part		 EPOSSPOJRL
Connection part		 EPOSSPOJRP
Connection part		 EPOSSPOJRT

Versions: 
MIRO louver made of MIRO aluminium

RAL9006
Note: Using connection parts EPOSSPOJ light fittings can be installed to rows with reference to various 
layout. The through wiring (continuous assembly) made of 2 phasis (4x 1,5 mm2) enables double-circuit 
system of use, the faces of fittings are equipped with connectors.
The row can be compilated by START, CONT and END fittings:
EPOS START	contains terminal block, 1 standard endcap, 1 connecting endcap with connector
EPOS CONT	 without terminal block, contains 2 connecting endcaps with connectors
EPOS END		  without terminal block, contains 1 connecting endcap with connector, 1 standard endcap 
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS EGO 
236_ldt_118.ldt MODUS EGO 236 Zářivkové EGO 2x36 / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS EGO 236_ldt_118.ldt MODUS 
EGO 236 Zářivkové EGO 2x36
Zdroje:: 2 x L 36 W/840 G13 36W
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MODUS EGO
EGO236 EGO 236
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant or surface installed interior fittings for indirect illumination

Body: 
White (RAL 9003) painted metal sheet

Optic:	
INC	 perforated lamps cover, white painted reflectors

Wiring:	
compensated, ballast cat. B (standard wiring)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
These fittings are recommended for offices, for lighting areas with high requirements for light and glare 
control.

Accessories: 
Cord suspension	 54101
Tube suspension

Note:
Cord suspension set 54101 included in fitting.

 # W A B C X R kg

EGO118# EP, EPSA,.. 1x18 622 280 140 480 480 3,0
EGO218# EP, EPSA,.. 2x18 622 280 140 480 480 3,5
EGO136# EP, EPSA,.. 1x36 1232 280 140 950 950 5,2
EGO236# EP, EPSA,.. 2x36 1232 280 140 950 950 5,5
EGO158# EP, EPSA,.. 1x58 1532 280 140 1250 1250 6,9
EGO258# EP, EPSA,.. 2x58 1532 280 140 1250 1250 7,7

EGO228(54)#  EPSA,.. 2x28(54) 1182 280 140 886 886 5,2
EGO235(49,80)#  EPSA,.. 2x35(49,80) 1482 280 140 1168 1186 7,0

#		  –	 available version of fitting
R		  –	 distance between suspension cords
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS LEON PAR 
328_ldt_115.ldt MODUS LEON PAR 328 Zářivkové LEON PAR 3x28 ALDP 
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MODUS LEON PAR 328 Zářivkové LEON PAR 3x28 ALDP přímo/nepřímé
Zdroje:: 3 x FH 28 W/830 G5 28W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant interior fittings 

Body: 
White (RAL 9003) painted metal sheet

Optic:	
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
These fittings are recommended for offices, for lighting areas with high require-
ments for light and glare control.

Versions: 
RAL9006	 colour RAL 9006
MIRO	 louvre made of MIRO aluminium

Note:
Standard version of this fitting (except 1-lamp vision) has double-circuit assembly 
(LEP…EP2), the first circuit controls one lamp pointing downward (direct part of 
illuminaton) while the second circuit controls 2 lamps pointing upward (indirect 
part of illumination). 
Cord suspension set included in fitting.

W A B C R kg

LEP128(54)ALDP 1x28 1285 295 87 1185 4,8
LEP328(54)ALDPEP2 3x28 1285 295 87 1185 5,0
LEP135(49,80)ALDP 1x35 1585 295 87 1485 8,5

LEP335(49,80)ALDPEP2 3x35 1585 295 87 1485 9,0
LEP336ALDPEP2 3x36 1285 295 87 1185 6,0

R		  –	 distance between suspension cords
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SLIM 
236ALDP-Z_ldt_114.ldt MODUS SLIM 236ALDP/Z Zářivkové SLIM/Z, AL lešt. mříž.C2, 

závěsné / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SLIM 236ALDP-Z_ldt_114.ldt 
MODUS SLIM 236ALDP/Z Zářivkové SLIM/Z, AL lešt. mříž.C2, závěsné
Zdroje:: 2 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Pendant louvres light fittings for direct / indirect illumination

Body: 
White painted (RAL 9003) metal sheet
White plastic endcaps

Optic: 
ALDP	 double parabolic louvre category C2 of highly polished aluminium
MATDP	 double parabolic louvre category C2 of mat aluminium

Wiring: 
compensated, ballast cat. B (standard for T8 lamps)
EP	 high frequention ballast HFB (standard for T5 lamps)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Suspended light fittings, also can be used for installation to rows.

Accessories: 
Cord suspension	 54103

Versions: 
NZ	 emergency pack
MIRO	 DP louvre made of MIRO aluminium
P	 continuous assembly – through wiring 5x1,5 mm2

Note: 
Fittings also can be used for installation to rows (SLIM /ZR). They are equipped with through 
wiring 5x1,5 mm2 with 5-poles terminal board on both sides of the fitting. The fittings are 
delivered without endcaps – they have to be ordered separatelly (2 pcs for each row of 
fittings). 

& # W A B C R S kg

SLIM136 & # ALDP, … EP, NZ, P 1x36 1300 170 75 650 90 3,7
SLIM236 & # ALDP, … EP, NZ, P 2x36 1300 330 75 650 180 5,6
SLIM158 & # ALDP, … EP, NZ, P 1x58 1600 170 75 800 90 4,9
SLIM258 & # ALDP, … EP, NZ, P 2x58 1600 255 75 800 180 7,3

SLIM128 (54) & # ALDP, … NZ, P 1x28 (54) 1255 170 75 650 90 3,3
SLIM228 (54) & # ALDP, … NZ, P 2x28 (54) 1255 255 75 650 180 4,5

SLIM135 (49,80) & # ALDP, … NZ, P 1x35 (49,80) 1555 177 75 800 90 4,0
SLIM235 (49,80) & # ALDP, … NZ, P 2x35 (49,80) 1555 255 75 800 180 5,5

R ,S		 –	 distance between suspension cords
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SPW 
136_ldt_119.ldt MODUS SPW 136 Zářivkové, nástěnné 1x36 / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SPW 136_ldt_119.ldt MODUS 
SPW 136 Zářivkové, nástěnné 1x36
Zdroje:: 1 x L 36 W/840 G13 36W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Wall-mounted interior light fittings 

Body: 
White painted (RAL 9003) metal sheet

Optic: 
Perforated body, prizmatic upper cover 

Wiring: 
compensated, ballast cat. B (standard, except TC-L 55W lamps)
EP	 high frequention ballast HFB
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Wall-mounted interior light fittings 
For direct / indirect illumination

# W A B C X kg

SPW118# EP, EPSA,.. 1x18 T8 645 140 80 450 2,0
SPW136TCL# EP, EPSA,.. 1x36 TC-L 645 140 80 450 2,2

SPW136# EP, EPSA,.. 1x36 T8 1255 140 80 1060 3,5
SPW236TCL# EP, EPSA,.. 2x36 TC-L 1255 140 80 1060 4,0

SPW155# EPSA,.. 1x55 TC-L 645 140 80 450 1,8
SPW255# EPSA,.. 2x55 TC-L 1255 140 80 1060 3,0

R ,S		 –	 distance between suspension cords
		  –	 lamp type
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MODUS Třebíč MODUS EXA 424KO direct/indirect. Závěsné svítidlo, kryt-opal, 
přímo/nepřímé osvětlení / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS EXA 424KO direct/indirect. Závěsné svítidlo, kryt-opal, přímo/nepřímé 
osvětlení
Zdroje:: 4 x FQ 24 W/830 G5 24W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Floor lamps

Body: 
Eloxal aluminium profile

Optic: 
KO	 opal cover ACRYL SATINE®

Application: 
Floor lamp for direct/indirect illumination. 
For residental, office, exhibition rooms, etc.		

Version: 
EXASOLO414KO
	 4x14-24W T5
EXASOLO414EPSDTKO
	 4x14-24W T5
	 Dimmable, switch button in the fitting
EXASOLO414EPSDR1KO
	 4x14-24W T5
	 Dimmable, remote control
EXASOLOE414EPSDR1KO
	 4x14-24W T5, 
	 Dimmable, remote control
	 Excentric post of the fitting
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Accessories of pendant fittings
Cord suspensions 

This set does not contain a service cable.

Type MODUS 

54103 LL, LLX, LLY, SLIM, KL, KM, KS, EPOS, ERA, EXA, 
54102 TE, T, TK, TU, TB, TP, V3
54101 EPOS, EXA (2x), EGO, LEP, MAR, ARES, EVAS

Tube suspensions

These suspensiond are convenience for one lamps light fittings especially.
The tube has 7 mm inside diameter, can be cut short.

Type mm

54110 400
54111 600
54112 900
54107 1000
54108 1200
54109 20000
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MODUS Třebíč MODUS SPMA 218 Zářivkové kompaktní, do podhledu / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS SPMA 218 Zářivkové kompaktní, do podhledu
Zdroje:: 2 x MASTER PL-C/2P G24d-2 18W/840 18W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed polycarbonate downlights

Body: 
Plastic gear box. White plastic decorative ring. 

Optic: 
Metalized polycarbonate reflector

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for compact lamps

Application: 
Recessed fullplastic downlight for installation into false ceiling.

Accessories: 
Metalized louver						      4334995
Fresnel lens										          413400011
Polycarbonate cover			   413400031
Decorative ring chrome	4334062
Decorative ring gold			   4334063

Versions: 
NZ	 emergency pack (only for fittings with electronic ballast)

Note: 
ADVICE: Polycarbonate cover (413400031) can be used in MODUS SPMA 1x13W, 
2x13W, 1x18W or 2x18W for IP44. This cover must not be used with others versi-
ons SPMA due to possible problems caused by high temperature.

# W A B C kg

SPMA113 # N,K,EP,NZ 1x13 370 140 220 200 0,99
SPMA118 # N,K,EP,NZ 1x18 370 140 220 200 0,99
SPMA126 # N,K,EP,NZ 1x26 370 140 220 200 1,22
SPMA132 # N,K,EP,NZ 1x18 370 140 220 200 0,78
SPMA142 # N,K,EP,NZ 1x36 370 140 220 200 0,78
SPMA213 # N,K,EP,NZ 2x13 370 140 220 200 1,34
SPMA218 # N,K,EP,NZ 2x18 370 140 220 200 1,34
SPMA226# N,K,EP,NZ 2x26 370 140 220 200 1,79

#		  –	 available version of fitting
	 –	 cutout



63

rahumäe 6
13.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS SPMC 218 200. Zářivkové kompaktní, do podhledu / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS SPMC 218 200. Zářivkové kompaktní, do podhledu
Zdroje:: 2 x PL-C 18W/840/2P G24d-2 18W
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5334062421 5334062422 5334062423 5334062424

5334062511 5334062512 5334062513 5334062514
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed polycarbonate downlights with decorative glass
Body: 

Plastic gear box. Plastic white decorative ring. 
Optic: 

Metalized polycarbonate reflector
Wiring: 

The same like SPMA	
Accessories: 

533401	 Clear glass, Ø 260 mm
533402	 Opal glass, Ø 260 mm
533403	 Clear glass ring, Ø 260/160 mm
533404	 Opal glass ring, Ø 260/160 mm
Glass cover with colour accessories – see overview bellow

Versions: 
NZ emergency pack (only for fittings with electronic ballast)

Note: 
Glass can be installed to the SPMA fitting, which is modified for this. This modifica-
tion is signed „K“ in code of fitting. Decorative glass has to be ordered by its code 
separately (e.g. SPMAK218EPPB + 533401). 

# W A B C kg

SPMAK113 # N,K,EP,NZ 1x13 370 140 220 200 0,99
SPMAK118 # N,K,EP,NZ 1x18 370 140 220 200 0,99
SPMAK126 # N,K,EP,NZ 1x26 370 140 220 200 1,22
SPMAK132 # N,K,EP,NZ 1x18 370 140 220 200 0,78
SPMAK142 # N,K,EP,NZ 1x36 370 140 220 200 0,78
SPMAK213 # N,K,EP,NZ 2x13 370 140 220 200 1,34
SPMAK218 # N,K,EP,NZ 2x18 370 140 220 200 1,34
SPMAK226# N,K,EP,NZ 2x26 370 140 220 200 1,79

#		  –	 available version of fitting
	 –	 cutout
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C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SPMC 
218_ldt_272.ldt MODUS SPMC 218 Zářivkové kompaktní, do podhledu / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS SPMC 218_ldt_272.ldt 
MODUS SPMC 218 Zářivkové kompaktní, do podhledu
Zdroje:: 2 x PL-C 18W/840/2P G24d-2 18W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed downlights

Body: 
Zinc-coated steel sheet, white painted gear box, 
white aluminium ring. 

Optic: 
Embossed aluminium reflector

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for compact lamps

Application: 
Recessed metal downlight for installation into false 
ceiling.

# W A B C kg

SPMC113#MB170 N, K, EP 1x13 360 120 190 170 1,1
SPMC118#MB170 N, K, EP 1x18 360 120 190 170 1,3
SPMC213#MB170 N, K, EP 2x13 360 120 190 170 1,5
SPMC218#MB170 N, K, EP 2x18 360 120 190 170 1,6

 # W A B C kg

SPMC113#MB200 N, K, EP 1x13 370 140 225 210 1,2
SPMC118#MB200 N, K, EP 1x18 370 140 225 210 1,4
SPMC126#MB200 N, K, EP 1x26 370 140 225 210 1,5

SPMC132EPMB200  1x32 370 140 225 210 1,1
SPMC142EPMB200  1x42 370 140 225 210 1,1
SPMC213#MB200 N, K, EP 2x13 370 140 225 210 1,7
SPMC218#MB200 N, K, EP 2x18 370 140 225 210 1,8
SPMC226#MB200 N, K, EP 2x26 370 140 225 210 1,9

SPMC232EPMB200  2x32 370 140 225 210 1,2
SPMC242EPMB200  2x42 370 140 225 210 1,2

 # W A B C kg

SPMC126#MB250 N, K, EP 1x26 400 180 260 245 1,5
SPMC132EPMB250  1x32 400 180 260 245 1,1
SPMC142EPMB250  1x42 400 180 260 245 1,1
SPMC226#MB250 N, K, EP 2x26 400 180 260 245 1,9

SPMC232EPMB250  2x32 400 180 260 245 1,2
SPMC242EPMB250  2x42 400 180 260 245 1,2

#		  –	 available version of fitting
	 –	 cutout

Accessories: 
Clear glass
Opal glass

Versions: 
NZ	 emergency pack (only for fittings with  
	 electronic ballast)
170	 embossed aluminium reflector Ø 145mm
200	 embossed aluminium reflector Ø 185mm
250	 embossed aluminium reflector Ø 215mm

Note: 
These fittings can be equipped with clear or opal 
glass cover for IP43.
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MODUS Třebíč MODUS SPMC 218 200 opal. Zářivkové kompaktní, do podhledu, sklo 
opal / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS SPMC 218 200 opal. Zářivkové kompaktní, do podhledu, sklo opal
Zdroje:: 2 x MASTER PL-C/2P G24d-2 18W/840 18W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed downlights with higher IP protection

Glass cover:
533605	 Clear glass for	SPMC 170
533606	 Opal glass for	SPMC 170
533601	 Clear glass for	SPMC 200
533602	 Opal glass for	SPMC 200
533603	 Clear glass for	SPMC 250
533604	 Opal glass for	SPMC 250

Glass cover can be put into standard aluminium frame SPMC – it can be added to 
each downlight SPMC.

Easy installation 

ISO
External terminal board ISO3 (for continuous assembly in single-phasis system) 
or ISO5 (for continuous assembly in triple-phasis system or dimmable fittings) 
enables fittings connection by standard electric cabel without connector.

F
Fittings are equipped with standard cable 3x0,75 mm with a plug.

K
Fittings are equipped with recessed connector GESIS system

Clear glass
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MODUS Třebíč MODUS SPMR226 200. Zářivkové kompaktní, do podhledu / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS SPMR226 200. Zářivkové kompaktní, do podhledu
Zdroje:: 2 x MASTER PL-T/4P GX24q-3 26W/830 26W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed louvres downlights 

Body: 
Zinc-coated steel sheet, white painted gear box, 
white aluminium ring. 

Optic: 
Highly polished aluminium louvre R6
Highly polished aluminium reflector

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for compact lamps

 # W A B C kg

SPMR113#MB170 N, K, EP 1x13 360 120 190 170 1,3
SPMR118#MB170 N, K, EP 1x18 360 120 190 170 1,5
SPMR213#MB170 N, K, EP 2x13 360 120 190 170 1,7
SPMR218#MB170 N, K, EP 2x18 360 120 190 170 1,8

# W A B C kg

SPMR113#MB200 N, K, EP 1x13 370 140 225 210 1,4
SPMR118#MB200 N, K, EP 1x18 370 140 225 210 1,6
SPMR126#MB200 N, K, EP 1x26 370 140 225 210 1,7

SPMR132EPMB200  1x32 370 140 225 210 1,3
SPMR142EPMB200  1x42 370 140 225 210 1,3
SPMR213#MB200 N, K, EP 2x13 370 140 225 210 1,9
SPMR218#MB200 N, K, EP 2x18 370 140 225 210 2,0
SPMR226#MB200 N, K, EP 2x26 370 140 225 210 2,1

SPMR232EPMB200  2x32 370 140 225 210 1,4
SPMR242EPMB200  2x42 370 140 225 210 1,4

# W A B C kg

SPMR126#MB250 N, K, EP 1x26 400 180 260 245 1,8
SPMR132EPMB250  1x32 400 180 260 245 1,4
SPMR142EPMB250  1x42 400 180 260 245 1,4
SPMR226#MB250 N, K, EP 2x26 400 180 260 245 2,2

SPMR232EPMB250  2x32 400 180 260 245 1,5

SPMR242EPMB250  2x42 400 180 260 245 1,5

#		  –	 available version of fitting
	 –	 cutout

Application: 
Recessed metal downlight for installation into false 
ceiling.

Versions: 
NZ	 emergency pack (only for fittings with  
	 electronic ballast)
170	 embossed aluminium reflector Ø 145 mm
200	 embossed aluminium reflector Ø 185 mm
250	 embossed aluminium reflector Ø 215 mm

Note: 
These fittings can be equipped with clear or opal 
glass cover for IP43.
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MODUS Třebíč MODUS BAREL226. Přisazené svítidlo / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS BAREL226. Přisazené svítidlo
Zdroje:: 2 x MASTER PL-C/2P G24d-3 26W/840 26W

80

120

160

200

240

cd/klm 53%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

DIALux 4.7 by DIAL GmbH Strana 1

MODUS BAREL
BARELBAREL 226

 # W B Ø kg

BAREL113# K, NZ, EP 1x13 185 300 1,4
BAREL118# K, NZ, EP 1x18 185 300 1,4
BAREL126# K, NZ, EP 1x26 185 300 1,6
BAREL213# K, NZ, EP 2x13 185 300 1,7
BAREL218# K, NZ, EP 2x18 185 300 1,7
BAREL226# K, NZ, EP 2x26 185 300 2,2

BAREL132-42 1x32 / 42 185 300 1,4
BAREL232-42 2x32 / 42 185 300 1,5

BA
RE

L

MODUS SPMD
SPMD

MULTI

WATT

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Body: 
White painted metal sheet, white aluminium ring. 

Optic: 
Embossed aluminium reflector

Wiring:	
The same like SPMR 

Surface installed downlights

Body: 
White painted metal sheet, white aluminium ring. 

Optic: 
Highly polished aluminium reflector

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast

 # W B Ø kg

SPMD113# N, K, EP 1x13 200 227 1,4
SPMD118# N, K, EP 1x18 200 227 1,4
SPMD126# N, K, EP 1x26 200 227 1,6
SPMD213# N, K, EP 2x13 200 227 1,7
SPMD218# N, K, EP 2x18 200 227 1,7
SPMD226# N, K, EP 2x26 200 227 2,2

#		  –	 available version of fitting
Ø		  –	 diameter

Accessories: 
533601	 Clear glass 
533602	 Opal glass 

Versions: 
NZ	 emergency pack (only for fittings with electronic ballast)

Note:
These fittings can be equipped with clear or opal glass cover for IP41.

Surface installed downlights
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MODUS SPD, SPH, SPQ
SPD

SP
D

SPQ SPH

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed downlights

Body: 
White painted metal sheet; white aluminium ring (SPD) 

Optic: 
Highly polished aluminium reflektor
Opal glass (SPH, SPQ)
Clear glass (SPD)

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast

 W B Ø kg

SPD113AL 1x13 123 230 210 TC-D 1,7
SPD118AL 1x18 123 230 210 TC-D 1,7
SPD126AL 1x26 123 230 210 TC-D 1,9
SPD213AL 2x13 123 230 210 TC-D 2,0
SPD218AL 2x18 123 230 210 TC-D 2,0
SPD226AL 2x26 123 230 210 TC-D 2,5

 W A B C kg

SPQ113AL 1x13 130 230 230 205 x 205 TC-D 1,80
SPQ118AL 1x18 130 230 230 205 x 205 TC-D 1,80
SPQ126AL 1x26 130 230 230 205 x 205 TC-D 2,10
SPQ213AL 2x13 130 230 230 205 x 205 TC-D 2,20
SPQ218AL 2x18 130 230 230 205 x 205 TC-D 2,20
SPQ226AL 2x26 130 230 230 205 x 205 TC-D 2,50
SPQ70AL 1x70 130 230 230 205 x 205 HIT-DE 3,30

 W A B C kg

SPH113AL 1x13 150 248 248 208 x 208 TC-D 2,50
SPH118AL 1x18 150 248 248 208 x 208 TC-D 2,50
SPH126AL 1x26 150 248 248 208 x 208 TC-D 2,70
SPH213AL 2x13 150 248 248 208 x 208 TC-D 2,80
SPH218AL 2x18 150 248 248 208 x 208 TC-D 2,80
SPH226AL 2x26 150 248 248 208 x 208 TC-D 3,00
SPH70AL 1x70 150 205 205 160 x 160 HIT-DE 4,20

SPH150AL 1x150 150 205 205 160 x 160 HIT-DE 4,90

Ø		  –	 diameter
	 –	 cutout

		  –	 lamp type

Gear box



69

rahumäe 6
17.02.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS SPMV 70 W (RX7s) Výbojkové do podhled, sklo 
potisk,výklop,otoč,vestavné / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS SPMV 70 W (RX7s) Výbojkové do podhled, sklo potisk,výklop,otoč,vestavné
Zdroje:: 1 x HCI-TS 70/830 WDL RX7s 70W
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MODUS SPMV
SPMVSPMV 70

Typ # W B Ø kg

SPMV70#100/G12  K, EP 1x70 210 160 145 HIT 3,1
SPMV100#200/G12  K, EP 1x150 210 235 215 HIT 3,3
SPMV150#200/G12  K, EP 1x150 210 235 215 HIT 3,5
SPMV70#200/RX7s  K, EP 1x70 210 235 215 HIT-DE 3,4

SPMV150#200/RX7s  K, EP 1x150 210 235 215 HIT-DE 3,9rahumäe 6
26.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS SPME 70 W (G12) Výbokové do podhledu, krycí pískované 
sklo,vestavné / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS SPME 70 W (G12) Výbokové do podhledu, krycí pískované sklo,vestavné
Zdroje:: 1 x HCI-T 70/830 WDL G12 70W
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C0 - C180 C90 - C270
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MODUS SPME
SPMESPME 70

SP
M

V

0

0

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Recessed movable downlights  
for discharge lamps

Body: 
White painted aluminium body

Optic: 
Embossed aluminium reflector
Heat resistant front glass

Recessed downlights for  
discharge lamps

Body: 
White painted aluminium body

Optic: 
Embossed aluminium reflector
Heat resistant front glass

Typ # W B Ø kg

SPME35#100/G12  K, EP 1x35 115 160 145 HIT 3,1
SPME50#100/G12  K, EP 1x50 115 160 145 HIT 3,3
SPME70#100/G12  K, EP 1x70 115 160 145 HIT 3,5
SPME70#200/RX7s  K, EP 1x70 115 230 215 HIT-DE 3,5

SPME150#200/RX7s  K, EP 1x150 115 230 215 HIT-DE 3,9

#		  –	 available version of fitting						      Ø		 –	 diameter
	 –	 cutout															              	 –	 lamp type

Wiring: 
K	 compensated, ballast cat. B
EP	 high frequency ballast

Note: 
Gear box is located separately.

Wiring: 
K	 compensated, ballast cat. B
EP	 high frequency ballast 

Note: 
Gear box is located separately.
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS SB 136 Zářivkové, plast. kryt, stropní / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS SB 136 Zářivkové, plast. kryt, stropní
Zdroje:: 1 x L 36 W/840 G13 36W
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MODUS SB
SB SB136

SB

# W A B C X kg

SB110# EP 1x10 428 35 70 210 0,7
SB115# EP 1x15 530 35 70 220 0,9
SB118# EP 1x18 684 35 70 350 1,1
SB130# EP 1x30 987 35 70 650 1,4
SB136# EP 1x36 1292 35 70 960 1,6

SB158EP 1x58 1592 35 70 1260 1,2rahumäe 6
26.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS BETA 32 proužek Zářivkové, plast. kryt-proužek, kruhová zář. 
32W / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS BETA 32 proužek Zářivkové, plast. kryt-proužek, kruhová zář. 32W
Zdroje:: 1 x TL-E Circular G10q 32W/33-640 32W
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MODUS BETA
BE 132 K2 BETA 32

W A C kg

BE122K1 1x22 275 100 1,1
BE122K2 1x22 275 100 1,1
BE132K1 1x32 375 110 1,5
BE132K2 1x32 375 110 1,5
BE140K1 1x40 460 110 1,9
BE140K2 1x40 460 110 1,9

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Residential batten light fittings
 for T8 lamps

Body: 
White painted (RAL 9003) aluminium sheet with ABS plastic endcaps.

Optic:	
Prizmatic PMMA cover 

Wiring:	
N	 uncompensated, ballast cat. B
EP	 high frequention ballast

Residential light fittings for
circular fluorescent lamps

Body:
White ABS plastic body

Optic:	
Opal acrylic cover 

Wiring:	
K	 compensated, ballast cat. B

Application: 
Surface mounted luminaire for residential use.

Version: 
K1	 opal cover
K2	 opal cover with stripes

Note: 
Luminaires are delivered with a lamp (T-R).

Application: 
Surface mounted line luminaire for residential use.

Note: 
Luminaires are equipped with a light switcher, delivered with a lamp. 
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS BRKL218KO375 Přisazené svitidlo s PMMA krytem, G24, 375 / 
LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS BRKL218KO375 Přisazené svitidlo s PMMA krytem, G24, 375
Zdroje:: 2 x DD 18/830 G24d-2 18W
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MODUS BRKL
BRKLBRKL218

BR
KL

C

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Residential light fittings

Body:
White painted (RAL 9003) metal sheet 

Optic:	
Opal PMMA cover 

Wiring:	
N	 uncompensated, ballast cat. B
EP	 high frequency ballast

Application: 
Surface mounted luminaire for residential use.

Version: 
300	 small fitting (Ø 300 mm)
375	 middle fitting (Ø 375 mm)
480	 large fitting (Ø 480 mm) 

Note:
Fittings can be also produced with PIR sensor.
Fittings with E27 lampholders can be used with bulb 60W at most.

# W Ø C

BRKL 300
BRKL160KO300/E27 E27 1x60 300 105
BRKL209KO300/G23 TC-S 2x9 300 105
BRKL211KO375/G23 TC-S 2X11 300 105

BRKL 375

BRKL160KO375/E27 E27 1x60 375 125
BRKL260KO375/E27 E27 2x60 375 125

BRKL122KO375/2GX13 T5 R 1x22 375 125
BRKL218KO375/G24# EP TC-D 2x18 375 125

BRKL136KO375/2G10# EP TC-F 1x36 375 125
BRKL140KO375/2GX13 T5 R 1x40 375 125

BRKL 480
BRKL260KO480/E27 E27 2x60 480 150

BRKL224KO480/2G10# EP TC-F 2x24 480 150
BRKL236KO480/2G10# EP TC-F 2x36 480 150

#		  -	 available version of fitting 
		  –	 lamp type

Ø		  –	 diameter
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS TE 135 Zářivkové, průmyslové T5 / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS TE 135 Zářivkové, průmyslové T5
Zdroje:: 1 x FH 35 W/830 G5 35W
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MULTI

WATT

MODUS TP, TE, TE/3K
TE 128 TE135

TP

TP 136

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Industrial batten light fittings, IP20

Body: 
White painted (RAL 9003) metal sheet

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated. ballast cat. B
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Light fittings for shopping or industrial areas for surface or pendant installation. Fittings can be connected 
to row by 3-poles connectors (TE /3K versions).

Accessories: 
reflectors							      REFTEAL
							       REFTEB
							       REFTEAS
Cord suspension	 54102

# W A B C D kg

TE118 # N, K, EP 1x18 620 47 75 490 1,6
TE136 # N, K, EP 1x36 1230 47 75 800 1,8
TE158 # N, K, EP 1x58 1530 47 75 1200 2,2

TE114 (24) # 3K 1x14 (24) 584 37 71 400 1,3
TE121(39) # 3K 1x21(39) 884 37 71 700 1,4
TE128 (54) # 3K 1x28 (54) 1184 37 71 900 1,5

TE135 (49, 80) # 3K 1x35 (49, 80) 1484 37 71 1200 1,9
TE214 (24) # 3K 2x14 (24) 584 68 71 400 1,3
TE221(35) # 3K 2x21(39) 884 68 71 700 1,4
TE228 (54) # 3K 2x28 (54) 1184 68 71 900 1,5

TE235 (49, 80) # 3K 2x35 (49, 80) 1484 68 71 1200 1,9

# W A B C D kg

TP118 # N, K, EP 1x18 620 47 81 490 1,6
TP136 # N, K, EP 1x36 1230 47 81 800 1,8
TP158 # N, K, EP 1x58 1530 47 81 1200 2,2

TP114 (24) # 3K 1x14 (24) 584 37 77 400 1,3
TP121(39) # 3K 1x21(35) 884 37 77 700 1,4
TP128 (54) # 3K 1x28 (54) 1184 37 77 900 1,5

TP135 (49, 80) # 3K 1x35 (49, 80) 1484 37 77 1200 1,9

#		  –	 available version of fitting 

Versions: 
F	 with flexible cord
3K	 continuous assembly with 3-poles connector GESIS mini®
TP	 fittings with PMMA lamp cover
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS TE 135 + REFTEAL35 Zářivkové, průmyslové s reflektorem T5 / 
LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS TE 135 + REFTEAL35 Zářivkové, průmyslové s reflektorem T5
Zdroje:: 1 x FH 35 W/830 G5 35W
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MODUS REF TE
TE128/3K+REFTUASTE135+REFTEAL

RE
F 

TE

REFTEB

REFTEAL

REFTEAS

MULTI

WATT

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Replaceable reflectors for MODUS TE

REFTEAL	 symetric high polished aluminium reflector
REFTEB	 symetric white reflector
REFTEAS	asymetric high polished aluminium reflector

T8 lamps: 
Reflectors for single-lamp and double-lamp version of fittings are different  
(a hole for an ignitor). 

T5 lamps:
Reflectors for single-lamp and double-lamp version of fittings are identical.

 # W A B C D

REFTE#18 AL, B 1x18 640 200 88 378
REFTE#36 AL, B 1x36 1250 200 88 988
REFTE#58 AL, B 1x58 1550 200 88 1288
REFTE#14 AL, B 1(2)x14 (24) 600 170 88 400
REFTE#28 AL, B 1(2)x28 (54) 1200 170 88 926
REFTE#35 AL, B 1(2)x35 (49, 80) 1500 170 88 1226

 W A B C D

REFTEAS118 1x18 640 170 98 378
REFTEAS136 1x36 1250 170 98 988
REFTEAS158 1x58 1550 170 98 1288
REFTEAS114 1x14 (24) 584 170 98 400
REFTEAS128 1x28 (54) 1184 170 98 926
REFTEAS135 1x35 (49, 80) 1484 170 98 1226

#		  –	 available version of fitting
D		  –	 distance between fixing points of reflector
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS TU 136 Zářivkové, průmyslové, elektronický předř. / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS TU 136 Zářivkové, průmyslové, elektronický předř.
Zdroje:: 1 x L 36 W/840 G13 36W
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MODUS TU
TU 136 TU 136

TU

rahumäe 6
13.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS TU 
258_ldt_231.ldt MODUS TU 258 Zářivkové průmyslové, přisazené / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS TU 258_ldt_231.ldt MODUS 
TU 258 Zářivkové průmyslové, přisazené
Zdroje:: 2 x L 58 W/840 G13 58W
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TU 258

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Industrial batten light fittings for lamps T8, IP20

Body: 
White painted (RAL 9003) metal sheet, plastic endcaps

Wiring:	
N	 uncompensated. ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Application: 
Surface mounted or suspended light fittings for shopping or industrial areas. 

Accessories: 
reflectors							      REFTUAL
							       REFTUB
							       REFTUAS
Cord suspension	 54102

Versions: 
F	 with flexible cord
NZ	 emergency pack
P	 through wiring (continuous assembly)

 # W A B C X kg

TU118# N, K, EP, NZ, P 1x18 617 60 90 450 1,2
TU130# N, K, EP, NZ, P 1x30 920 60 90 700 1,8
TU136# N, K, EP, NZ, P 1x36 1227 60 90 900 2,4
TU158# N, K, EP, NZ, P 1x58 1527 60 90 1200 2,7
TU218# N, K, EP, NZ, P 2x18 617 102 86 450 1,3
TU230# N, K, EP, NZ, P 2x30 920 102 86 700 2,4
TU236# N, K, EP, NZ, P 2x36 1227 102 86 900 3,2
TU258# N, K, EP, NZ, P 2x58 1527 102 86 1200 3,8

#		  –	 available version of fitting
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS TU 236+REFTUAL Zářivkové, průmyslové s reflektorem AL, 
elektronický předř. / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS TU 236+REFTUAL Zářivkové, průmyslové s reflektorem AL, elektronický 
předř.
Zdroje:: 2 x L 36 W/840 G13 36W
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MODUS REF TU
TU236 + REFTUBTU236 + REFTUAL

RE
F 

TU

REFTUB

REFTUAL

REFTUAS

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Replaceable reflectors for MODUS TU

REFTUAL	symetric high polished aluminium reflector
REFTUB	 symetric white reflector
REFTUAS	asymetric high polished aluminium reflector

Reflectors for single-lamp and double-lamp version of fittings are different (a hole 
for an ignitor). 

 # W A B C D

REFTU#118 AL, B 1x18 615 200 104 378
REFTU#136 AL, B 1x36 1225 200 104 988
REFTU#158 AL, B 1x58 1525 200 104 1288
REFTU#218 AL, B 2x18 615 200 104 378
REFTU#236 AL, B 2x36 1225 200 104 988
REFTU#258 AL, B 2x58 1525 200 104 1288

 W A B C D

REFTUAS118 1x18 615 170 110 378
REFTUAS136 1x36 1225 170 110 988
REFTUAS158 1x58 1525 170 110 1288

#		  –	 available version of fitting
D		  –	 distance between fixing points of reflector
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Zpracovatel
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MODUS T ebí MODUS MAX 680 MIRO W. MODUS MAX 680 MIRO - š irokozá i / LVK 
(Polárn )

Svítidlo: MODUS T ebí MODUS MAX 680 MIRO W. MODUS MAX 680 MIRO - š irokozá i
Zdroje:: 6 x FQ 80 W/860 G5 80W
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MULTI

WATT

MODUS MAX
MAX680W MAX 680¨W

M
A

X

W A B C D X Y kg

MAX480MIRO 4x80 1500 500 150 40 900 350 8,0
MAX480MIRON 4x80 1500 500 150 40 900 350 8,0
MAX480MIROW 4x80 1500 500 180 100 900 350 10,0
MAX680MIRO 6x80 1500 500 150 40 900 350 11,0

MAX680MIRON 6x80 1500 500 150 40 900 350 11,0
MAX680MIROW 6x80 1500 500 180 100 900 350 13,0

rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS MAX 680 MIRO N. MODUS MAX 680 MIRO - hlubokozářič / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS MAX 680 MIRO N. MODUS MAX 680 MIRO - hlubokozářič
Zdroje:: 6 x FQ 80 W/860 G5 80W
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

High power fluorescent lamps (T5) fittings 

Body: 
White painted (RAL9003) metal sheet
Highly polished parabolic reflectors made of MIRO®SILVER aluminium

Optic: 
N	 narrow beam
W	 wide beam

Wiring: 
EP	 high frequention ballast HFB (standard)
EPSDD	 HFB digital dimmable DALI 

Application: 
Supermarkets, assembly halls, stocks,etc. – an alternative for discharge lamp high bays.

Assembly: 
Fittings can be surface mounted or suspended. 
Easy mounting by using special holder - installation goes in two steps: 
	 1.	 Fixing fitting´s holder. 
	 2.	 Hanging fitting into holder.
Cable connection with external terminal block enables continuous connection of fittings.

Versions:		
NZ	 emergency pack
MAX	 IP20
MAXP	 IP40 – fittings with PC cover – 4-lamps version only 
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MODUS MAX
MAXP480W

M
A

X

rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS MAX 680 MIRO N. MODUS MAX 680 MIRO - hlubokozářič / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS MAX 680 MIRO N. MODUS MAX 680 MIRO - hlubokozářič
Zdroje:: 6 x FQ 80 W/860 G5 80W
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MAX 680N

rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS T řebí č MODUS MAX 680 MIRO. MODUS MAX 680 MIRO / LVK (Polárn ě)

Svítidlo: MODUS T řebíč MODUS MAX 680 MIRO. MODUS MAX 680 MIRO
Zdroje:: 6 x FQ 80 W/860 G5 80W
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MAX 680

MAX680W

MAX680N

rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS MAX 680 MIRO N. MODUS MAX 680 MIRO - hlubokozářič / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS MAX 680 MIRO N. MODUS MAX 680 MIRO - hlubokozářič
Zdroje:: 6 x FQ 80 W/860 G5 80W
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cd/klm 97%
C0 - C180 C90 - C270
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Features: 
•	 Higher specific output (compared to metal-halide high bays) enables  
	 installation of less fittings and decrease in electricity consumption. 
•	 Saving cost of energy.
•	 Quick start.
•	 Lamps in fitting can be divided into groups (2 or 3-circuits wiring)  
	 enabling easy management of light level without an expensive  
	 dimmable system.
•	 Emergency pack can be installed into fittings according to  
	 EN 60598-2-22 for emergency lighting of space.
•	 Optional light colours (830,840,865, etc.), excellent colour rendering Ra.
•	 Silent work.
•	 Fittings can be managed with DALI system – equipped with DALI  
	 dimmable HFB. 
•	 Very long lamp life T5 80W (24 000 hrs) saves maintenance costs.
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rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS TRX PBL200 2x58 Rychlomontážní systém TRX, B reflektor / 
LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS TRX PBL200 2x58 Rychlomontážní systém TRX, B reflektor
Zdroje:: 2 x L 58 W/840 G13 58W
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TRX258PBLTRXA

TRXB

TRXC

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Modular industrial light system

Rails: 
White painted zinc-coated steel sheet rails for 1,2 or 3 light units (gear trays). Through wiring 5x2,5 mm2 (or resp. 7x2,5 mm2)

Gear trays: 
White painted zinc-coated steel sheet for lamps T8 58 W or lamps T5 35 (49,80)W

Wiring:
K	 compensated, ballast cat. B (standard wiring)
EP	 high frequention ballast
EPSA	 HFB analog dim (1-10 V)
EPSD	 HFB digital dim

Application: 
Easy mounting line system for supermarkets, industrial and storage areas.

Accessories: 
suspension	TRXI 
reflectors		 TRXDPB
		  TRXDHG
		  TRXDINT

Versions: 
NZ	 emergency pack

Note:	
Standard version with through wiring 5x2,5 mm2. 
Through wiring 7x2,5 mm2 enables installation of gear trays with emergency module or with dimmable electronic ballast.
Rails rows are suspended by elements TRXIZ, standard spacing of suspensions is 3 m, first one must be max 0,5 m from start of row!

TRXA	 Starting part of every rail row (contains terminal block, 2 endcaps TRXI (on start and end of row))
TRXB	 Continuous and ending parts of rails row (contains connection element tor connection to previous rail TRXA or TRXB)
TRXC	 Gear trays are intended for mounting to rails TRXA and TRXB by connector and locks

& # Nr of gear trays Lenght (mm) Width (mm) Height (mm) kg

TRX&1530 # A, B /7 1 x 58W T8 1530 60 45 2,3
TRX&3060 # A, B /7 2 x 58W T8 3060 60 45 4,2
TRX&4590 # A, B /7 3 x 58W T8 4590 60 45 6,1
TRX&1480 # A, B /7 1 x 35W T5 1480 60 45 2,3
TRX&2960 # A, B /7 2 x 35W T5 2960 60 45 4,1
TRX&4440 # A, B /7 3 x 35W T5 4440 60 45 5,9

&		  –	 rail type (A –starting, B – continuous)
#		  –	 available wiring – 7-poles

# Power (W) Lenght (mm) Width (mm) Height (mm) kg

TRXC158 # EP, NZ 1x58 1530 60 50 1,8
TRXC258 # EP, NZ 2x58 1530 100 50 2,7
TRXC135 # EP, NZ 1x35 (49,80) 1480 60 50 1,2
TRXC235 # EP, NZ 2x35 (49,80) 1480 100 50 1,5

#		  –	 gear tray specification

MODUS TRX rails 
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rahumäe 6
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS TRX INT 2x58 Rychlomontážní systém TRX, AL reflektor - lesk -
intensiv / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS TRX INT 2x58 Rychlomontážní systém TRX, AL reflektor - lesk - intensiv
Zdroje:: 2 x L 58 W/840 G13 58W
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HGTRX258INT

TR
X

INT

ALU PBL

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Type: 
PBL	 white painted metal sheet reflector
HG	 white painted metal sheet reflector (louvre holder)
INT	 symetric high polished aluminium reflector – narrow beam
ALU	 aluminium embossed reflector

Accessories:	
Steel endcap for reflector PBL (one lamp units)	 TRXIPBL200
Steel endcap for reflector PBL (two lamps units)	 TRXIPBL260
Plastic endcap for reflector HG (one lamp units)	 TRXIHG1
Plastic endcap for reflector HG (two lamps units)	 TRXIHG2
Connection part for reflector PBL		  TRXKPBL
Connection part for reflector HG			  TRXKHG
Connection part for reflector INT			  TRXKINT

MODUS TRX - reflectors

 Type Lenght (mm) Width (mm)

TRXD INT158 1530 200
TRXD INT258 1530 260
TRXD INT135 1480 200
TRXD INT235 1480 260

Type Lenght (mm) Width (mm)

TRXD HG158 1530 220
TRXD HG258 1530 280
TRXD HG135 1480 220
TRXD HG235 1480 280

Type Lenght (mm) Width (mm)

TRXD PBL158 1530 200
TRXD PBL258 1530 260
TRXD PBL135 1480 200
TRXD PBL235 1480 260

 Type Lenght (mm) Width (mm)

TRXD ALU158 1530 200
TRXD ALU258 1530 260
TRXD ALU135 1480 200
TRXD ALU235 1480 260
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rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS TRX HG_SD-
SA 2x58_ldt_242.ldt MODUS TRX HG.SD/SA 2x58 Rychlomontážní systém TRX, MAT 

mřížka / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS TRX HG_SD-SA 
2x58_ldt_242.ldt MODUS TRX HG.SD/SA 2x58 Rychlomontážní systém TRX, MAT mřížka
Zdroje:: 2 x L 58 W/840 G13 58W
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HG+DPB TRXE HG.SD-SA 2x58

TR
X

rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS TRX 
HG_ALDPB 2x58_ldt_238.ldt MODUS TRX HG.ALDPB 2x58 Rychlomontážní systém 

TRX, DP mřížka / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS TRX HG_ALDPB 
2x58_ldt_238.ldt MODUS TRX HG.ALDPB 2x58 Rychlomontážní systém TRX, DP mřížka
Zdroje:: 2 x L 58 W/840 G13 58W
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TRXE HGDPB 2x58DPB

SD/SA

HG + SD/SA

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Type: 
DPB	 high polished double parabolic louvre
SD/SA	 matt aluminium louvre
Louvre is fixed to light unit by reflector TRXD HG.

MODUS TRX - optic

Type TRXD HG (louvre holder) Lenght (mm)

TRXE DPB158 TRXD HG158 1530
TRXE DPB258 TRXD HG258 1530
TRXE DPB135 TRXD HG135 1480
TRXE DPB235 TRXD HG235 1480

 Type TRXD HG(louvre holder) Lenght (mm)

TRXE SD/SA158 TRXD HG158 1530
TRXE SD/SA258 TRXD HG258 1530
TRXE SD/SA135 TRXD HG135 1480
TRXE SD/SA235 TRXD HG235 1480
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TR
X

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

MODUS TRX - accessories

TRXI
- rail endcap
- 2 pcs in packing of TRXA included
 

TRXIHG	
- endcap HG
- TRXIHG1	 for single-lamp version
- TRXIHG2	 for double-lamp version

TRXIPBL 
- endcap PBL
- TRXIPBL200	 pro for single-lamp version
- TRXIPBL260	 for double-lamp version

TRXIZ 
- bracket (distance 3 m )
- TRXIZA 
- TRXIZO	 bracket with pigtail

TRXKHG 
- alignment clips for HG

TRXKPBL 
- alignment clips for PBL

TRXK 
- plastic cover of rails
- TRXK58	 cover for 58W system
- TRXK35	 cover for T5 system
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rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS V3 236. Zářivkové, průmyslové s krytem - PC, elektronický 
předř. / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS V3 236. Zářivkové, průmyslové s krytem - PC, elektronický předř.
Zdroje:: 2 x L 36 W/840 G13 36W
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MULTI

WATT

MODUS V3
V3236 V3 236

V
3

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Waterproof light fittings 

Body: 
ABS or PC, white painted (RAL 9003) metal sheet, PC clips

Optic:	
PC	 polycarbonate cover

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI

Accessories: 
Cord suspension	 54102
Protection grid		  OM

Application: 
Light fittings can be used as surface mounted or suspended. 

Versions: 
NZ	 emergency pack (for version with HFB only)
F	 with flexible cord
P	 continuous assembly (through wiring) 5x1,5mm
INOX	 stainless clips
R	 fittings with highly polished aluminium reflector inside
RE	 fittings with embossed aluminium reflector inside 

Note: 
Stainless bracket for surface mounting or suspension are included.
Fittings can be used in ambient temperature max ta=40oC, version 2x58W ta=45oC. 

* # W A B C R  Kg 

V3118# ABS  N, K, EP, NZ, P 1×18W 660 86 90 350 1,40
V3218# ABS N, K, EP, NZ, P 2×18W 660 136 90 350 1,70

V3136#PC PC N, K, EP, NZ, P 1×36W 1270 86 90 900 1,80
V3236# ABS N, K, EP, NZ, P, R, RE 2×36W 1270 136 90 900 2,10

V3158#PC PC N, K, EP, NZ, P 1×58W 1570 86 90 1200 2,30
V3258#PC PC N, K, EP, NZ, P, R, RE 2×58W 1570 136 90 1200 2,60

* # W A B C R  Kg 

V3114(24)# ABS  NZ, P 1×14(24)W 660 86 90 350 1,20
V3214(24)# ABS  NZ, P 2×14(24)W 660 136 90 350 1,50

V3128(54)#PC PC  NZ, P 1×28(54)W 1270 86 90 900 1,50
V3228(54)# ABS NZ, P, R, RE 2×28(54)W 1270 136 90 900 1,90

V3135(49,80)#PC PC  NZ, P 1×35(49,80)W 1570 86 90 1200 2,10
V3235(49,80)#PC PC NZ, P, R,RE 2×35(49,80)W 1570 136 90 1200 2,30

*	 	 –	 material of body
#		  –	 available version of fitting
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V
3

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

MODUS V3 - accessories
Cord suspension 54102
•	 for pendant installation of V3, P, TE, TP,TU
•	 set does not included power supply cable
•	 set has to be ordered separately

Bracket V3
•	 for surface mounting or suspension of V3 fittings
•	 included in each fittings (2pcs)

 
Protection grid OM
•	 order code = OM + fitting type

AL reflector V3
•	 available for double-lamp versions only - V3236 and V3258 (and their 
	 T5 modification) 
•	 fittings have to be ordered with this reflector - it is not a replaceable  
	 partof fitting
•	 it is necessary to specify type of reflector
R	 fittings with highly polished aluminium reflector 
RE	 fittings with embossed aluminium reflector 

INOX
•	 stainless clips for V3 fittings

Light fittings V3

18 (14)W 36 (28)W 58 (35)W

51410801 clip 4 6 8
51410802 clip with cover holder 2 2 2
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS P 236 PC Zářivkové, průmyslové s krytem - PC, elektronický 
předř. / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS P 236 PC Zářivkové, průmyslové s krytem - PC, elektronický předř.
Zdroje:: 2 x L 36 W/840 G13 36W
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MODUS P 
P236 P236PCE

P 
PC

E

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Waterproof light fittings 

Body: 
High quality glass reinforced pressed polyester PS body + White painted (RAL 9003) metal sheet , PC clips

Optic:	
PC	 polycarbonate cover
PS	 polystyrol cover

Wiring:	
N	 uncompensated, ballast cat. B
K	 compensated, ballast cat. B
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Accessories: 
Cord suspension		  54102
Protection grid			   OM
Suspension hook		 ZAHA 51009901
Fixation clip						     ZAKO 

Application: 
se light fittings can be used as surface mounted or suspended. 

Versions: 
NZ	 emergency pack (for version with HFB only)
F	 with flexible cord
P	 continuous assembly (through wiring) 5x1,5 mm
INOX	 stainless clips
AL	 high polished aluminium reflector

Note: 
Fittings can be used in ambient temperature max ta=25oC.
Stainless clips for surface mounting or suspension are not included, they need to be ordered separately.

& # W A B C X kg

P118 &E # PC, PS N, K, EP, NZ, P, AL 1x18 665 84 100 500 1,8
P136 &E # PC, PS N, K, EP, NZ, P, AL 1x36 1275 84 100 800 3,1
P158 &E # PC, PS N, K, EP, NZ, P, AL 1x58 1575 84 100 1100 4,1
P218 &E # PC, PS N, K, EP, NZ, P, AL 2x18 665 135 100 500 2,0
P236 &E # PC, PS N, K, EP, NZ, P, AL 2x36 1275 135 100 800 3,6
P258 &E # PC, PS N, K, EP, NZ, P, AL 2x58 1575 135 100 1100 5,3

P114 (24) &E # PC, PS  NZ, P, AL 1x14 (24) 665 84 100 500 1,6
P128 (54) &E # PC, PS NZ, P, AL 1x28 (54) 1275 84 100 800 3,0

P135 (49, 80) &E # PC, PS  NZ, P, AL 1x35 (49, 80) 1575 84 100 1100 3,9
P214 (24) &E # PC, PS  NZ, P, AL 2x14 (24) 665 135 100 500 1,6
P228 (54) &E # PC, PS  NZ, P, AL 2x28 (54) 1275 135 100 800 3,0

P235 (49, 80) &E # PC, PS NZ, P, AL 2x35 (49, 80) 1575 135 100 1100 3,9

&		  –	 material of body
#		  –	 available version of fitting
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MODUS PPX - MAKALU
PPX111

W A B C X kg

PPX111 1x11 285 110 85 245 1,1

PP
X

MODUS EM
EM

rahumäe 6
28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS EM 211 Průmyslové kompaktní, s krytem IP65 / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS EM 211 Průmyslové kompaktní, s krytem IP65
Zdroje:: 2 x MASTER PL-S/2P G23 11W/840 11W
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EM211

W A B C X kg

EM111 1x11 368 150 102 300 1,1
EM211 2x11 368 150 102 300 1,5

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Waterproof light fittings 

Body: 
Injection moulded polycarbonate PC body 

Optic:	
PC	 polycarbonate cover

Wiring: 
N	 uncompensated, ballast cat. B

Note: 
These fittings can be used in ambient temperature max ta=25oC.

Waterproof light fittings 

Body: 
Pressed polyester PE body 

Optic:	
PC	 polycarbonate cover

Wiring: 
N	 uncompensated, ballast cat. B

Note: 
These fittings can be used in ambient temperature max ta=25oC
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MULTI

WATT

MODUS Z
Z235

Z

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Industrial fittings for installation to row

Body: 
White painted (RAL 9003) metal sheet

Optic:
Highly polished aluminium reflector

Wiring:	
EP	 high frequention ballast HFB (standard)
EPSA	 HFB analogue dimmabe (1-10 V)
EPSD	 HFB digital dimmable TRIDONIC ECO
EPSDD	 HFB digital dimmable DALI
MULTIWATT	 universal HFB for T5 lamps

Application: 
Light fittings for shopping or industrial areas for surface or pendant installation.
Fittings are intended fot installation to rows.

Accessories: 
Endcap							       Z
Connection part		 Z
Cord suspension	 54101

Versions: 
ZKO	 fitting with opal cover

Note:
Fittings are hanged and connected to row by „Connection part Z“.
Both ends of the row are covered by “Endcap Z”.

# W A B C

Z128 (54) # KO 1x28 (54) 1200 142 70
Z135 (49, 80) # KO 1x35 (49, 80) 1500 142 70

Z228 (54) # KO 2x28 (54) 1200 142 70
Z235 (49, 80) # KO 2x35 (49, 80) 1500 142 70

#		  -	 available version of fitting

Endcap Z

Connection part Z
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MODUS BELLIO
BEL AL

BE
L

530201

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

High-bay

Body:
Powder painted aluminium gear box

Optic:
AL	 profilled aluminium reflector

Wiring:	
K compensated, ballast cat. B
QS	 high pressure sodium or metal halide lamp (HPS, HQI)
Q	 metal halide lamp (HQI) only
M	 mercury lamp (MBF)
E40	 wiring with E40 only

Application:
Pendant high bay, intended for storage and industrial halls.
Optimal height of installation is 6-14 m.

Accessories:
Reflector AL										         5109901
Toughened glass cover	 530201
Protection steel grid				   54300

Note:
BELLIO fitting is delivered without lamp. The right type of the lamp depends on 
components inside the fitting – for info about recommended lamps visit our 
website www.moduslighting.eu. 

W Ballast * Ignitor Current A kg

BELAL150Q 1x150 NAHJ Serial 3,5-4,5kV HQI E27 1,8 5,3
BELAL150S 1x150 NAHJ Serial 3,5-4,5kV HPS E40 1,8 5,4

BELAL250QS 1x250 NAHJ Serial 3,5-4,5kV HPS, HQI E40 3 6
BELAL400QS 1x400 NAHJ Serial 3,5-4,5kV HPS, HQI E40 4,6 7

BELAL250Q/2,15A 1x250 M Paralel 0,6-1kV HQI E40 2,15 6
BELAL400Q/3,5A 1x400 M Paralel 0,6-1kV HQI E40 3,5 7

BELAL125M 1x125 M - MBF E27 - 5
BELAL250M 1x250 M - MBF E40 - 5,8
BELAL400M 1x400 M - MBF E40 - 6,5
BELAL E40 1x500 - - - E40 - 4

*		  –	 NAHJ	 –	 magnetic ballast for high pressure sodium and metal halide lamps
		  –	 M			  –	 magnetic ballast for mercury lamp 

		  –	 lamp type

Accessories 

Ø kg

51029901 reflector AL 485 0,75
530201 glass 480 2,4
54300 protection grid 490 0,3
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS BELAL 250Q úzko-zář. BELLIO výbojkové svítidlo, 
halogenidová výb. 250 W, objímka pol.horní / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS BELAL 250Q úzko-zář. BELLIO výbojkové svítidlo, halogenidová výb. 250 W, 
objímka pol.horní
Zdroje:: 1 x HQI-E 250W/N/SI 250W
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS BELAL 250Q široko-zář. BELLIO výbojkové svítidlo, 
halogenidová výb. 250 W, objímka pol.dolní / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS BELAL 250Q široko-zář. BELLIO výbojkové svítidlo, halogenidová výb. 250 
W, objímka pol.dolní
Zdroje:: 1 x HQI-E 250W/N/SI 250W
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BEL QS

BEL QS

5109091

5109091

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Note:
Via movable lampholder the fitting can be installed as wide beam (bottom position of lampholder) or as 
narrow beam (upper position of lampholder). 

BEL…/Z
The luminaires are equipped with additional halogenid lamp 150W with switching device to cover the time 
needed to reignite the discharge lamp or wait for full luminous flux of the discharge lamp.

BELAL 250Q narrow beam

BELAL 250Q wide beam
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS BUTIC 150Q BUTIC výbojkové svítidlo, halogenid. výb. / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS BUTIC 150Q BUTIC výbojkové svítidlo, halogenid. výb.
Zdroje:: 1 x HQI-E 150/WDL E27 150W
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MODUS BUTIC
BUTIC BUTIC 150Q

BU
T

W Ø C

BUT50S 1x50 E27 410 530
BUT70QS 1x70 E27 410 530
BUT100S 1x100 E40 410 530
BUT100Q 1x100 E27 410 530
BUT150Q 1x150 E27 410 530
BUTE27 1x E27 E27 410 530rahumäe 6

28.01.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS BAR E27-23W BAR výbojkové svítidlo / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS BAR E27-23W BAR výbojkové svítidlo
Zdroje:: 1 x DEL LL 23 W/827 E27 23W
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MODUS BAR
BAR BAR

W Ø C

BAR70Q 1x70 E27 350 500
BAR100Q 1x100 E27 350 500
BARE27 1x E27 E27 350 500

0

50
0

0

50
0

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

High-bay with polycarbonate  
reflector

Body:
Powder painted aluminium gear box

Optic:
PC	 polycarbonate reflector

Application:
Pendant high bay, intended for supermarkets, storage and industrial halls.

Interior fittings for discharge 
lamps

Body:
Powder painted aluminium gear box, cord suspension system 2 m

Optic:
Glass cover

Application:
Pendant high bay, intended for supermarkets, restaurants,etc.

Wiring:
K	 compensated, ballast cat. B
Q	 metal halide lamp (HQI)
S	 high pressure sodium lamp (HPS)
E27	 wiring with E27 only

Wiring:	
K	 compensated, ballast cat. B
Q	 metal halide lamp (HQI)
E27	 wiring with E27 only
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS VV 250Q MODUS VV sym. refl. halogenid. výb. 250 W / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS VV 250Q MODUS VV sym. refl. halogenid. výb. 250 W
Zdroje:: 1 x MASTER HPI-T Plus E40 250W/645, čirá, tlumivka BHL 250W
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MODUS VV
VVVV 250 Q

V
V

VV OM

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Low-bay

Body: 
White painted (RAL 9003) metal sheet.
Removable light fitting holder for easy installation.

Optic:
Symetric embossed aluminium reflector
Toughened front glass cover

Wiring:
K	 compensated, ballast cat. B
QS	 high pressure sodium or metal halide lamp (HPS, HQI)
Q	 metal halide lamp (HQI) only
M	 mercury lamp (MBF)
E40	 wiring with E40 lampholder only

Application:
High quality low bay for internal use.

Accessories:
Protection grid	 OM500

Note:
VV low-bay is delivered without lamp. The right type of the lamp depends 
on components inside the fitting – for info about recommended lamps 
visit our website www.moduslighting.eu . 

W Ballast * Ignitor Current A kg

VV150Q 1x150 NAHJ Serial 3,5-4,5kV HQI E27 1,8 8,5
VV150S 1x150 NAHJ Serial 3,5-4,5kV HPS E40 1,8 8,5

VV250QS 1x250 NAHJ Serial 3,5-4,5kV HPS, HQI E40 3 9,6
VV400QS 1x400 NAHJ Serial 3,5-4,5kV HPS, HQI E40 4,6 10,5

VV250Q/2,15A 1x250 M Paralel 0,6-1kV HQI E40 2,15 9,3
VV400Q/3,5A 1x400 M Paralel 0,6-1kV HQI E40 3,5 10,2

VV80M 1x80 M - MBF E27 7,0
VV125M 1x125 M - MBF E27 7,5
VV250M 1x250 M - MBF E40 9,5
VV400M 1x400 M - MBF E40 10,2
VV E40 1x500 - - - E40 6,5

*		  –	 NAHJ	 –	 magnetic ballast for high pressure sodium and metal halide lamps
		  –	 M			  –	 magnetic ballast for mercury lamp 

		  –	 lamp type
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS ASPIRIO 400 Q MODUS ASPIRIO asym. refl. halogenid. 400W; 
4,2 A / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS ASPIRIO 400 Q MODUS ASPIRIO asym. refl. halogenid. 400W; 4,2 A
Zdroje:: 1 x HQI-T 400/N E40 400W
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MODUS ASPIRIO
ASPIRIO ASPIRIO 400Q

A
SP

IR
IO

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Asymetric floodlight

Body:
Durable die-cast aluminium body in black colour.
Stainless steel clips.

Optic: 
Asymetric embossed aluminium reflector
Toughened front glass cover

Wiring:
K	 compensated, ballast cat. B
QS	 high pressure sodium or metal halide lamp (HPS, HQI)
Q	 metal halide lamp (HQI) only
M	 mercury lamp (MBF)

Application:
High quality asymetric floodlight for internal or external use.

Note:
ASPIRIO floodlight is delivered without lamp. The right type of the lamp depends on components 
inside the fitting – for info about recommended lamps visit our website www.moduslighting.eu . 

W Ballast * Ignitor Current A kg

ASP150Q 1x150 NAHJ Serial 3,5-4,5kV  HQI E27 1,8 8,0
ASP150S 1x150 NAHJ Serial 3,5-4,5kV HPS E40 1,8 8,0

ASP250QS 1x250 NAHJ Serial 3,5-4,5kV HPS, HQI E40 3 9,0
ASP400QS 1x400 NAHJ Serial 3,5-4,5kV HPS, HQI E40 4,6 10,0

ASP250Q/2,15A 1x250 M Paralel 0,6-1kV HQI E40 2,15 9,0
ASP400Q/3,5A 1x400 M Paralel 0,6-1kV HQI E40 3,5 10,0

ASP125M 1x125 M - MBF E27 7,5
ASP250M 1x250 M - MBF E40 8,5
ASP400M 1x400 M - MBF E40 9,5

*		  –	 NAHJ	 –	 magnetic ballast for high pressure sodium and metal halide lamps
		  –	 M			  –	 magnetic ballast for mercury lamp 

		  –	 lamp type
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Zpracovatel
Telefon
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e-mail

MODUS Třebíč MODUS MODEO 400Q MODUS MODEO sym. refl. halogenid. výb. 400 
W / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS MODEO 400Q MODUS MODEO sym. refl. halogenid. výb. 400 W
Zdroje:: 1 x MASTER HPI-T Plus E40 400W/645, čirá, tlumivka BHL 400W
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MODUS MODEO
MOD400QMODEO 400Q

M
O

D
EOMODDRZAK

MOD+OM

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Symetric floodlight

Body:
Durable die-cast aluminium body in black colour.
Stainless steel clips.

Optic:
Symetric embossed aluminium reflector 
Toughened front glass cover

Wiring:
K	 compensated, ballast cat. B
QS	 high pressure sodium or metal halide lamp (HPS, HQI)
Q	 metal halide lamp (HQI) only
M	 mercury lamp (MBF)

Application:
High quality symetric floodlight for internal or external use.

Accessories:
Holder for pole dia. 60 mm	 MODDRZAK

Note:
MODEO floodlight is delivered without lamp. The right type of the lamp 
depends on components inside the fitting – for info about recommen-
ded lamps visit our website www.moduslighting.eu . 

W Ballast * Ignitor Current A kg

MOD150Q 1x150 NAHJ Serial 3,5-4,5kV  HQI E27 1,8 6,0
MOD150S 1x150 NAHJ Serial 3,5-4,5kV HPS E40 1,8 6,0

MOD250QS 1x250 NAHJ Serial 3,5-4,5kV HPS, HQI E40 3 6,5
MOD400QS 1x400 NAHJ Serial 3,5-4,5kV HPS, HQI E40 4,6 7,5

MOD250Q/2,15A 1x250 M Paralel 0,6-1kV HQI E40 2,15 6,4
MOD400Q/3,5A 1x400 M Paralel 0,6-1kV HQI E40 3,5 7,4

MOD125M 1x125 M - MBF E27 5,0
MOD250M 1x250 M - MBF E40 5,8
MOD400M 1x400 M - MBF E40 6,5

*		  –	 NAHJ	 –	 magnetic ballast for high pressure sodium and metal halide lamps
		  –	 M			  –	 magnetic ballast for mercury lamp 

		  –	 lamp type
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Zpracovatel
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MODUS Třebíč MODUS DELO 70 Q AS MODUS DELO asym. refl. halogenid. výb. 70 W / 
LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS DELO 70 Q AS MODUS DELO asym. refl. halogenid. výb. 70 W
Zdroje:: 1 x MASTERColour CDM-TD RX7s 70W/942 70W
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MODUS DELO
DELO70AS DELO 70Q AS

D
EL

O

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Floodlight

Body:
Durable die-cast aluminium body in black or silver colour.
Stainless steel clips.

Optic:
Symetric embossed aluminium reflektor
AS	 asymmetric embossed aluminium reflector
Toughened front glass cover

Wiring:
K	 compensated, ballast cat. B
QS	 high pressure sodium or metal halide lamp (HPS, HQI)
Q	 metal halide lamp (HQI) only
M	 mercury lamp (MBF)

Application:
High quality floodlight for internal or external use.

Order code W kg

DELO 70Q OZDE70Q 1x70 HQI RX7s 5,3
DELO 150Q OZDE150Q 1x150 HQI RX7s 6,0
DELO 250Q OZDE250Q 1x250 HQI FC2 6,9
DELO 70S OZDE70S 1x70 HPS E27 5,3

DELO 150S OZDE150S 1x150 HPS RX7s 5,3
DELO 70QAS OZDE70QA 1x70 HQI RX7s 5,3

DELO 150QAS OZDE150QA 1x150 HQI RX7s 6,0
DELO 250QAS OZDE250QA 1x250 HQI FC2 6,9
DELO 70SAS OZDE70SA 1x70 HPS E27 5,3

DELO 150SAS OZDE150SA 1x150 HPS RX7s 5,3

		  –	 lamp type
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MODUS Třebíč MODUS LVS 236 Zářivkové 2x36, venkovní, elektronický předř. / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS LVS 236 Zářivkové 2x36, venkovní, elektronický předř.
Zdroje:: 2 x BIAX L36 36W
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MODUS LVS
LVSLVS236

LV
S

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Street light fittings with flat glass cover

Body:
High quality glass reinforced pressed polyester body.

Optic:
White painted steel reflector inside
Flat toughened glass cover with stainless steel clips

Wiring:	
compensated, ballast cat. B (standard wiring)
EP	 high frequention ballast

Lamp:
TC-L	 compact fluorescent lamp

Application:
Multi-purpose exterior fitting for roads, streets, park lots, paths and others applications. 

Versions:
POJ	 with fuse
OK	 double-circuit wiring

Note:
Dark sky friendly LVS fitting is full cutoff luminare, fitting reducing light pollution.

# W kg

LVS136R# EP 1x36 2G11 TC-L 3,9
LVS236 # EP, OK 2x36 2G11 TC-L 4,4
LVS155 - 1x55 2G11 TC-L 3,7

#		  –	 available wiring 
		  –	 lamp type
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MODUS Třebíč MODUS LV 236 Zářivkové 2x36, venkovní, elektronický předř. / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS LV 236 Zářivkové 2x36, venkovní, elektronický předř.
Zdroje:: 2 x BIAX L36 36W
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MODUS LV
LV  LV236

LV

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Street light fittings

Body:
High quality glass reinforced pressed polyester body

Optic:
White painted steel sheet reflector
Polycarbonate cover – Fressnel lens

Wiring:
compensated, ballast cat. B (standard wiring)
EP	 high frequention ballast

Lamp:
TC-L	 compact fluorescent lamp
S	 high pressure sodium lamp (HPS)
M	 high pressure mercury lamp (MBF)
SOX	 low pressure sodium lamp (SOX)

Application:
Multi-purpose exterior fitting for roads, streets, park lots, paths and others applications.
Optimal for 3-8 m posts.

Versions:
POJ	 with fuse
OK	 double-circuit wiring

Accessories:
V60	 flange for bracket diameter 60	 1000004902
V60	 lange for post diameter 60	 1000004904
V76	 flange for bracket diameter 76	 1000004906
S76	 flange for post diameter 76	 1000004908
V42	 flange for bracket diameter 42	 1000004910
DVO	 wall holder					    245039902

Note:
The fittings are delivered with flange, but type of flange must be specificated in order.

# W  kg

LV118 # EP 1x18 2G11 TC-L 3,9
LV218 # EP, OK 2x18 2G11 TC-L 4,4
LV136 # EP 1x36 2G11 TC-L 3,9
LV236 # EP, OK 2x36 2G11 TC-L 4,4
LV336 # EP, OK 3x36 2G11 TC-L 4,9
LV155 - 1x55 2G11 TC-L 3,7

LV255 # EP2 2x55 2G11 TC-L 3,7
LV280 # EP2 2x80 2G11 TC-L 3,9
LV70S - 1x70 E27 HPS 5,2
LV80M - 1x80 E27 MBF 4,9

LVSOX35 # EP 1x35 B22d SOX 5,5
LVSOX55 # EP 1x55 B22d SOX 5,7

LVE27 - Max 1x100 E27 -

#		  –	 available version of fitting 
		  –	 lamp type
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MODUS Třebíč MODUS LVN236R Zářivkové 2x36, s reflektorem, venkovní, elektronický 
předř. / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS LVN236R Zářivkové 2x36, s reflektorem, venkovní, elektronický předř.
Zdroje:: 2 x BIAX L36 36W
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MODUS LVN
LVN236LVN236R
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Street light fittings with lower cover

Body:
High quality glass reinforced pressed polyester body

Optic:
R	 highly polished aluminium reflector inside 
Polycarbonate cover – Fressnel lens

Wiring:
compensated, ballast cat. B ( standard wiring)
EP	 high frequention ballast

Lamp:
TC-L	 compact fluorescent lamp

Application:
Multi-purpose exterior fitting for roads, streets, park lots, paths and 
others applications.

Versions:
POJ	 with fuse
OK	 double-circuit wiring

Accessories:
The same as LV

Note: 
Via new reflector and cover LVN fitting has markedly increased light 
efficiency.

# W kg

LVN136 /R# EP 1x36 2G11 TC-L 3,9
LVN236 /R# EP, OK 2x36 2G11 TC-L 4,4
LVN155/R - 1x55 2G11 TC-L 3,7

LVN255/R# EP2 2x55 2G11 TC-L 3,9

#		  –	 available version of fitting 
		  –	 lamp type
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Zpracovatel
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MODUS Třebíč MODUS NV 150 S PMMA. MODUS NV, sodíková výbojka 150W, PMMA / 
LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS NV 150 S PMMA. MODUS NV, sodíková výbojka 150W, PMMA
Zdroje:: 1 x NAV-T 150 SUPER 4Y E40 150W
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MODUS NV PMMA
NV 100 PMMA NV150PMMA

N
V

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Street light fitting 

Body:
Fibre glass enforced, heat and UV stabile polypropylene, made of grey RAL 7035
PC gear box

Optic:
Aluminium reflector
PMMA	 bulging PMMA cover

Wiring:
Compensated, ballast cat. B	

Lamp:
S	 high pressure sodium lamp (HPS) or metal-halide lamp (HQI)
M	 high pressure mercury lamp (MBF)

Versions:
EPR	 programmable high frequention ballast
SH60	 post flange for horizontal installation (1240004001)

Application:
Multi-purpose exterior fitting for roads, streets, park lots, paths and others applications.
Optimal height of installation is 6-12 m. 

Note:
Standard mounting flange is multi-purposeful for installation for post or for bracket, 
diameter 60 mm.
Fittings NV for lamps 250W are NVL signed (they have large body).

W  A B C kg

NV70SPMMA 1x70 E27 HPS 630 320 200 5,0
NV100SPMMA 1x100 E40 HPS 630 320 200 5,2
NV150SPMMA 1x150 E40 HPS 630 320 200 5,7
NV80MPMMA 1x80 E27 MBF 630 320 200 4,8

NV125MPMMA 1x125 E27 MBF 630 320 200 4,8
NVL250SPMMA 1x250 E40 HPS 750 400 320 7,8
NVL250MPMMA 1x250 E40 MBF 750 400 320 7,8

		  –	 lamp type



99

rahumäe 6
02.02.2010

Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS NV 150 SG. MODUS NV, sodíková výbojka 150W / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS NV 150 SG. MODUS NV, sodíková výbojka 150W
Zdroje:: 1 x NAV-T 150 SUPER 4Y E40 150W

100

150

200

250

300

cd/klm 60%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

DIALux 4.7 by DIAL GmbH Strana 1

MODUS NV G
NV 150 GNV150G
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Street light fitting 

Body:
Fibre glass enforced, heat and UV stabile polypropylene, made of grey RAL 7035
PC gear box

Optic:
Aluminium reflector
G	 flat toughened glass cover

Wiring:
Compensated, ballast cat. B	

Lamp:
S	 high pressure sodium lamp (HPS) or metal-halide lamp (HQI)
M	 high pressure mercury lamp (MBF)

Versions:
EPR	 programmable high frequention ballast
SH60	 post flange for horizontal installation (1240004001)

Application:
Multi-purpose exterior fitting for roads, streets, park lots, paths and others applications.
Optimal height of installation is 6-12 m. 

Note:
Standard mounting flange is multi-purposeful for installation for post or for bracket, diameter 60 mm.
Fittings NV for lamps 250W are NVL signed (they have large body).

W A B C kg

NV70SG 1x70 E27 HPS 630 320 200 5,0
NV100SG 1x100 E40 HPS 630 320 200 5,2
NV150SG 1x150 E40 HPS 630 320 200 5,7
NV80MG 1x80 E27 MBF 630 320 200 4,8

NV125MG 1x125 E27 MBF 630 320 200 4,8
NVL250SG 1x250 E40 HPS 750 400 320 7,8
NVL250MG 1x250 E40 MBF 750 400 320 7,8

		  –	 lamp type

Installation for post

Installation for bracket
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MODUS Třebíč MODUS ALPHA 70S. Elipsoid MODUS ALPHA, sodíková výbojka 70W / 
LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS ALPHA 70S. Elipsoid MODUS ALPHA, sodíková výbojka 70W
Zdroje:: 1 x NAV-E 70/E E27 70W
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Zpracovatel
Telefon

Fax
e-mail

MODUS Třebíč MODUS ALPHA - 150S. MODUS ALPHA, sodíková výbojka 150W / LVK 
(Polárně)

Svítidlo: MODUS Třebíč MODUS ALPHA - 150S. MODUS ALPHA, sodíková výbojka 150W
Zdroje:: 1 x NAV-T 150 SUPER 4Y E40 150W
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ALPHA 70S (NAV-T)

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Street light fittings

Body:
Grey painted cast aluminum body.

Optic:
Aluminium reflector
PC cover

Wiring:
compensated, ballast cat. B 

Lamp:
S	 high pressure sodium lamp (HPS)
M	 high pressure mercury lamp (MBF)

Application:
Multi-purpose exterior fitting with very wide light characteristic, for roads, streets, park lots, 
paths and others applications.
Optimal for 3-6 m posts.

Accessories:
ALPHA SP60			  post flange 60 mm

Note:
ALPHA is modified for installation on a jib, for installation on a post SP60 flange has to be used.

W  

ALPHA70S 1x70 E27 HPS
ALPHA100S 1x100 E40 HPS
ALPHA100Q 1x100 E27 HQI

ALPHA150QS 1x150 E40 HQI, HPS
ALPHA80M 1x80 E27 MBF

ALPHA125M 1x125 E27 MBF

		  –	 lamp type
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Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS 
AU600_ldt_274.ldt MODUS AU600 MODUS PARK AURIS 600, HME 80W / LVK 

(Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS AU600_ldt_274.ldt MODUS 
AU600 MODUS PARK AURIS 600, HME 80W
Zdroje:: 1 x HQL 80 E27 80W
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MODUS AURIS
AURISAURIS
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Exterior light fittings

Wiring:
compensated, ballast cat. B
S	 high pressure sodium (HPS)
M	 mercury lamp (MBF)
E27	 wiring with E27 only

Application:
Optimal for paths, pedestrian zones, parks, squares, etc.

Versions:
PMMA	 acrylic body, black steel shield (standard version)
PC	 polycarbonate body, black steel shield

Next information:
These fittings are delivered as set (chassis + frame with electric equipment + cover)

Order code W  Ø C

AURIS 50S OZVOAU600S50 1x50 E27 660 500 PMMA
AURIS 70S OZVOAU600S70 1x70 E27 660 500 PMMA
AURIS 80M OZVOAU600M80 1x80 E27 660 500 PMMA
AURIS E27 OZVOAU600E27 - E27 660 500 PMMA

AURIS 50S PC OZVOAU600PCS50 1x50 E27 660 500 PC
AURIS 70S PC OZVOAU600PCS70 1x70 E27 660 500 PC
AURIS 80M PC OZVOAU600PCM80 1x80 E27 660 500 PC
AURIS E27 PC OZVOAU600PCE27 - E27 660 500 PC
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rahumäe 6
02.02.2010

Zpracovatel
Telefon

Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS KOULE+CER_ 
VRCH_ldt_277.ldt MODUS KOULE+CER. VRCH MODUS PARK KOULE-ČERNY VRCH, 

HME 80W / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\data wils\MODUS KOULE+CER_ 
VRCH_ldt_277.ldt MODUS KOULE+CER. VRCH MODUS PARK KOULE-ČERNY VRCH, HME 80W
Zdroje:: 1 x HQL 80 E27 80W
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MODUS KO
KO PL KO CIK

KO

KO CIK

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Exterior light fittings

Body:
Chassis CH400 for installation on post 60 mm.

Optic:
KO PL	 opal ball
KO CI	 clear ball
KO CIK	 clear ball with black upper part
KO ZL	 gold ball
KO KU	 smoke ball

Wiring:
compensated, ballast cat. B
S	 high pressure sodium (HPS)
M	 mercury lamp (MBF)
E27	 wiring with E27 only

Application:
Optimal for paths, pedestrian zones, parks, squares, etc.

Order code # W  Ø 

KO400 E27 OZVOKO400#E27 PL, CI, CIK, ZL, KU 1xE27 E27 400 PMMA
KO400 S50 OZVOKO400#S50 PL, CI, CIK, ZL, KU 1x50 E27 400 PMMA
KO400 S70 OZVOKO400#S70 PL, CI, CIK, ZL, KU 1x70 E27 400 PMMA
KO400 M80 OZVOKO400#M80 PL, CI, CIK, ZL, KU 1x80 E27 400 PMMA

KO400 M125 OZVOKO400#M125 PL, CI, CIK, ZL, KU 1x125 E27 400 PMMA
KO400 PCE27 OZVOKO400#PCE27 PL, CI, CIK, ZL, KU 1xE27 E27 400 PC
KO400 PCS50 OZVOKO400#PCS50 PL, CI, CIK, ZL, KU 1x50 E27 400 PC
KO400 PCS70 OZVOKO400#PCS70 PL, CI, CIK, ZL, KU 1x70 E27 400 PC
KO400 PCM80 OZVOKO400#PCM80 PL, CI, CIK, ZL, KU 1x80 E27 400 PC

KO400 PCM125 OZVOKO400#PCM125 PL, CI, CIK, ZL, KU 1x125 E27 400 PC
KO500 E27 OZVOKO500#E27 PL, CI, CIK, ZL, KU 1xE27 E27 500 PMMA
KO500 S50 OZVOKO500#S50 PL, CI, CIK, ZL, KU 1x50 E27 500 PMMA
KO500 S70 OZVOKO500#S70 PL, CI, CIK, ZL, KU 1x70 E27 500 PMMA
KO500 M80 OZVOKO500#M80 PL, CI, CIK, ZL, KU 1x80 E27 500 PMMA

KO500 M125 OZVOKO500#M125 PL, CI, CIK, ZL, KU 1x125 E27 500 PMMA
KO500 PCE27 OZVOKO500#PCE27 PL, CI, ZL, KU 1xE27 E27 500 PC
KO500 PCS50 OZVOKO500#PCS50 PL, CI, ZL, KU 1x50 E27 500 PC
KO500 PCS70 OZVOKO500#PCS70 PL, CI, ZL, KU 1x70 E27 500 PC
KO500 PCM80 OZVOKO500#PCM80 PL, CI, ZL, KU 1x80 E27 500 PC

KO500 PCM125 OZVOKO500#PCM125 PL, CI, ZL, KU 1x125 E27 500 PC

#		  –	 available ball type

Versions:
400	 diameter of ball 400 mm (socket dia. 150mm)
500	 diameter of ball 500 mm (socket dia. 150mm)
PMMA	 polymethylacrylate ball (standard material)
PC	 polycarbonate ball

Note:
These fittings are delivered in parts (chassis CH + frame with electric 
equipment RA + frame cover CO + ball KO). In the order, type of frame , 
type and material of frame cover (not necessary for opal ball), diameter 
and colour of the ball have to be specified.
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MODUS KO

KO

RA

CO400

KR400

CH400

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

KO - components
Chassis - holder

Order code Position of instalation 

CO400PMMA OZVOCO400PMMA PMMA universal
CO400KOV OZVOCOKR400KOV stainless steel base down

CO400KOVDOL OZVOCO400KOVDOL stainless steel base up

Frame cover
	 OZVOKR400

Frame with electricity equipment

Order code W  

RA E27 OZVORAE27 1x100 E27
RA 50S OZVORA50S 1x50 E27 HPS
RA 70S OZVORA70S 1x70 E27 HPS

RA 100S OZVORA100S 1x100 E27 HPS
RA 80M OZVORA80M 1x80 E27 HPS

RA 125M OZVORA125 1x125 E27 MBF

		  –	 lamp type

Chassis - holder

Order code Post diameter Position of instalation 

CH400 OZVOCH400 60 universal
CH400 76 OZVOCH40076 76 universal
CH400Z42 OZVOCH400Z42 42 lampholder down 
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SL

SL SLX

SV400

SS 9-16

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

MODUS SL, SLX, shoulders
SL

Body:
Metal post for street light fittings - Ø 89 / 60 mm.

Accessories: 
Terminal board SV400.

Versions:
Surface treatment:
	 ZZ		 zinc-coated
	 C			  black
	 M		  metallizing

SLX

Body:
Metal post for street light fittings - Ø 108 / 60 mm.

Accessories: 
Terminal board SS 9-16

Versions:
Surface treatment:
	 ZZ		 zinc-coated
	 C			  black
	 M		  metallizing

RM 400A 
shoulder for posts SL, SLX 

RM 400E
shoulder for posts SL, SLX For use with lampshade downward, it is 
necessary to order shoulder with shelter (RM400AK or RM400EK). 

RMX 400 
shoulder for wall mounting 

SL/SLX Height-L1 (mm) Height-L2 (mm) Diameter 1 (mm) Diameter 2 (mm)

SL2000 2000 500 60 89
SL3000 3000 500 60 89
SL4000 4000 500 60 89
SL5000 5000 500 60 89

SLX2000 2000 500 60 108
SLX3000 3000 500 60 108
SLX4000 4000 500 60 108
SLX5000 5000 500 60 108
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Conversion kits LIDER, LIDER EVG 
•	 Fluorescent lamp power range 6-80W (depends on a model)
•	 Maximum charging time: 24h
•	 Emergency operation time: 1, 3h
•	 The built-in automatic switching system enables continuous operation of the fluorescent lamps with regular power supply as well as in the emergency mode
•	 The process of charging and proper battery connection is signaled by a LED while supplying the system with main voltage
•	 The simplest and the cheapest way for emergency lighting

Conversion kits LIDER autotest
Test types:

•	 Test A is run automatically every 30 days.
•	 Test A checks the following parameters: 

•	 Enforcing emergency operation of the frame for 5 minutes
•	 Control of battery power discharge
•	 Control of minimum voltage of battery

•	 Test B is run automatically every 360 days.
•	 Test B checks the following parameters: 

•	 Enforcing emergency operation of the frame for all duration time (l, 3h)
•	 Control of battery power discharge
•	 Control of minimum voltage of battery

•	 In case of power cut during TEST A or TEST B the unit operates under emergency lighting power. Test signaling continues. After the 230V AC  
	 power is on again the unit remains in emergency lighting mode until a full cycle of TEST A or TEST B is completed.

Monitoring system RUBIC
•	 In buildings where there is a need for installing a large number of independent emergency lighting fittings, there is always a problem connected  
	 to the process of controlling the condition of the fittings. Manual controlling of the condition of the fittings requires a lot of time and may  
	 sometimes disturb the regular use of the premises. RUBIC system, designed to monitor the operation of emergency fittings with independent 
	 power sources, was created to solve this problem. Modern solutions of the Rubic system allow for the configuration and control of the condition  
	 of the fittings from one place.

C-RUBIC control unit:
•	 Standard monitoring of 250 fittings, expansion within the standard unit up to 1000 fittings
•	 Centronix printer connector, LCD monitor
•	 230V 50Hz power supply, charge time - 24h
•	 Communication through a screened cable 2x0,5 mm2

•	 Distance between the control unit and the furthest fitting - 1200 m2 (or applying RPT)
•	 Constant communication between the central unit and the lighting fittings 
•	 Running auto tests or manual tests 
•	 Registering test results (memory of central unit - minimum 1 year), reporting any abnormalities
•	 Printing test results using PR-RUBIC printer or an external printer 
•	 Emergency operation blockade 
•	 Dividing the monitored fittings into groups 
•	 Connecting with a PC computer through an interface and creating visual presentations with the help of a special software 
•	 Control of the system from any place through internet links 
•	 Test calendar configured to suit individual needs 
•	 Lighting fittings working under the RUBIC system have unique addresses and are connected to C-Rubic control unit with a communication  
	 cable. The fittings communicate with the central unit reporting any abnormalities which are signaled on the central unit display with LED  
	 diodes placed on the central unit panel. 

Test types: the same as LIDER autotest
•	 The frequency of running tests A and B may be programmed according to the needs of the user. There is a possibility of programming the  
	 tests with exact dates of when they should be carried out. Long tests B should be run when the premises are not to be used within 24 hours  
	 after finishing the test. This time is needed for the recharging of the batteries discharged during the long test. 
•	 Test results are stored in the memory of the central unit and may be viewed on the central unit‘s display. Test reports may be printed with the  
	 PR-RUBIC printer or any printer using LPT connector.

Emergency lighting
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Zpracovatel
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Fax
e-mail

C:\Documents and Settings\Milan nb-acer\Dokumenty\DATA wils MODUS\10 
emergency lamp unit\MODUS HELIOS 8W_ldt_358.ldt MODUS HELIOS 8W HELIOS 

8W / LVK (Polárně)

Svítidlo: C:\Documents and Settings\Milan nb-acer\Dokumenty\DATA wils MODUS\10 emergency lamp 
unit\MODUS HELIOS 8W_ldt_358.ldt MODUS HELIOS 8W HELIOS 8W
Zdroje:: 1 x L8 W/640 G5 8W
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HELIOS
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Emergency luminaires

Body:
White polycarbonate body

Optic:
PC	 clear polycarbonate cover (HELIOS)
PC	 opal polycarbonate cover (HELIOS LED)

Application:
Surface mounted luminaire for emergency lighting of escape ways
HELIOS LED	 only for illumination of emergency signs

Accessories:
Pictograms					    PIK
Protection grid	 OZAWHKOS

Versions:
SE	 non-maintained
SA	 maintained
AT	 autotest
PT	 manual test button
RS	 RUBIC monitoring system
CB	 luminare for central battery system
S	 network luminaire

Note:
Luminaires are delivered without pictograms, they must be ordered separately.

Type IP Order code & # W lm

HELIOS 8
IP42

OZAWHE1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWHE3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

IP65
OZAWH1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWH3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

HELIOS 11
IP42

OZAWHE1&11# SE, SA AT, PT, RS, CB 1x11 TC-S 1 200
OZAWHE3&11# SE, SA AT, PT, RS, CB 1x11 TC-S 3 180

IP65
OZAWH1&11# SE, SA AT, PT, RS, CB 1x11 TC-S 1 200
OZAWH3&11# SE, SA AT, PT, RS, CB 1x11 TC-S 3 180

HELIOS 18
IP42

OZAWHE1&18# SE, SA AT, PT, RS, CB 1x18 TC-L 1 250
OZAWHE3&18# SE, SA AT, PT, RS, CB 1x18 TC-L 3 230

IP65
OZAWH1&18# SE, SA AT, PT, RS, CB 1x18 TC-L 1 250
OZAWH3&18# SE, SA AT, PT, RS, CB 1x18 TC-L 3 230

HELIOS LED
IP42

OZAWHEL1&# SE, SA AT, PT, RS, CB LED 25cd 1
OZAWHEL3&# SE, SA AT, PT, RS, CB LED 25cd 3

IP65
OZAWHL1&# SE, SA AT, PT, RS, CB LED 25cd 1
OZAWHL3&# SE, SA AT, PT, RS, CB LED 25cd 3

&		  –	 work 
#		  –	 configuration of fitting
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HELIOS DS
HELIOS P
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HELIOS DS

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Emergency luminaires

Body:
White polycarbonate body

Optic:
PC	 opal polycarbonate cover

Application:
For illumination of emergency signs

Accessories:
Pictograms PIK

Versions:
The same as HELIOS (page 106)

Note:
Luminaires are delivered without pictograms, they have to be ordered separately.
Recognition distance 25 m.

Type IP Order code & # W lm

HELIOS DS 8 
IP42

OZAWHDE1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWHDE3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

IP65
OZAWHD1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWHD3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

HELIOS DS11 
IP42

OZAWHDE1&11# SE, SA AT, PT, RS, CB 1x11 TC-S 1 200
OZAWHDE3&11# SE, SA AT, PT, RS, CB 1x11 TC-S 3 180

IP65
OZAWHD1&11# SE, SA AT, PT, RS, CB 1x11 TC-S 1 200
OZAWHD3&11# SE, SA AT, PT, RS, CB 1x11 TC-S 3 180

HELIOS DS18
IP42

OZAWHDE1&18# SE, SA AT, PT, RS, CB 1x18 TC-L 1 250
OZAWHDE3&18# SE, SA AT, PT, RS, CB 1x18 TC-L 3 230

IP65
OZAWHD1&18# SE, SA AT, PT, RS, CB 1x18 TC-L 1 250
OZAWHD3&18# SE, SA AT, PT, RS, CB 1x18 TC-L 3 230

HELIOS DS LED
IP42

OZAWHDEL1&# SE, SA AT, PT, RS, CB LED 25cd 1
OZAWHDEL3&# SE, SA AT, PT, RS, CB LED 25cd 3

IP65
OZAWHDL1&# SE, SA AT, PT, RS, CB LED 25cd 1
OZAWHDL3&# SE, SA AT, PT, RS, CB LED 25cd 3

Type IP Order code & # W lm

HELIOS P IP42
OZAWHP1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWHP3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

HELIOS P LED IP42
OZAWHPL1&# SE, SA AT, PT, RS, CB LED 25cd 1
OZAWHPL3&# SE, SA AT, PT, RS, CB LED 25cd 3

&		  –	 work		
#		  –	 configuration of fitting 
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MODUS Třebíč MODUS TIGER 8W TIGER 8W / LVK (Polárně)

Svítidlo: MODUS Třebíč MODUS TIGER 8W TIGER 8W
Zdroje:: 1 x L8 W/740 G5 8W
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TIGER
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More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Emergency luminaires

Body:
White polycarbonate body

Optic:
PC	 clear polycarbonate cover (TIGER)
PC	 opal polycarbonate cover (TIGER LED)

Application:
Emergency luminaire for surface or recessed installation
For illumination of emergency signs (TIGER LED)

Accessories:
Pictograms			  PIK
OZAWPRICH		 clip for recessed mounting (cut out 120x325 mm), 2 pcs/luminaire

Versions:
The same as HELIOS (page 106)

Note:
Luminaires are delivered without pictograms, they have to be ordered separately.
Recognition distance 20 m.

IP Order code & # W lm

TIGER IP22
OZAWTGE1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWTGE3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

TIGER LED IP22
OZAWTLE1&# SE, SA AT, PT, RS, CB LED 96cd 1
OZAWTLE3&# SE, SA AT, PT, RS, CB LED 96cd 3

&		  –	 work 
#		  –	 configuration of fitting 
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TIGER DS

OZAWPRICH

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Emergency luminaires

Body:
White polycarbonate body

Optic:
PC	 opal polycarbonate cover (TIGER DS)

Application:
Emergency luminaire for surface or recessed installation
For illumination of emergency signs 

Accessories:
Pictograms			  PIK
OZAWPRICH		 clip for recessed mounting (cut out 120x325 mm), 2 pcs/luminaire

Versions:
The same as HELIOS (page 106)

Note:
Luminaires are delivered without pictograms, they have to be ordered separately.
Recognition distance 20 m.

IP Order code & # W lm

TIGER DS IP22
OZAWTGS1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWTGS3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

TIGER DS LED IP22
OZAWTSL1&# SE, SA AT, PT, RS, CB LED 25cd 1
OZAWTSL3&# SE, SA AT, PT, RS, CB LED 25cd 3

IP Order code & # W lm

TIGER P IP22
OZAWTP1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWTP3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

TIGER P LED IP22
OZAWTPL1&# SE, SA AT, PT, RS, CB LED 25cd 1
OZAWTPL3&# SE, SA AT, PT, RS, CB LED 25cd 3

&		  –	 work 
#		  –	 configuration of fitting 

OZAWPRICH
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TWINS

TW
IN

S

IP Order code & # W

TWINS 1 LED

IP20

OZAWTW1&# SE, SA AT, PT, RS, CB LED 25 cd 1
TWINS 3 LED OZAWTW3&# SE, SA AT, PT, RS, CB LED 25 cd 3
TWINS 1 T5 OZAWTW1&#8 SE, SA AT, PT, RS, CB 1x8 T5 1
TWINS 3 T5 OZAWTW3&#8 SE, SA AT, PT, RS, CB 1x8 T5 3

PLEXI LED

315

83

160

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Emergency luminaires

Body:
Aluminium profile with plastic endcaps

Application:
Double-sided emergency luminaire for illumination of emergency signs
For surface or pendant installation

Accessories:
Pictograms											          PIK
Suspension set							       OZAW1006O
Wall mounting bracket	 OZAWTWH

Body:
White or grey painted metal plate

Application:
Recessed double-sided emergency luminaire for illumination of emer-
gency signs. Cut out 50x330 mm.

Accessories:
Pictograms		 PIK

Versions:
The same as HELIOS (page 106)
TW	 grey body of fitting
TWB	 black body of fitting

Note:
Luminaires are delivered without pictograms, they have to be ordered 
separately.
Recognition distance 30 m.
Wall and ceiling holders included.

Recessed emergency luminaires

Versions:
The same as HELIOS (page 106)

Note:
Luminaires are delivered without pictograms, they have to be ordered 
separately.
Recognition distance 30 m.

IP Order code & # W

PLEXI LED 1

IP20

OZAWPL1&# SE, SA AT, PT, RS, CB LED 25 cd 1
PLEXI LED 3 OZAWPL3&# SE, SA AT, PT, RS, CB LED 25 cd 3

PLEXI LED 1 T5 OZAWPL1&#8 SE, SA AT, PT, RS, CB 1x8 T5 1
PLEXI LED 3 T5 OZAWPL3&#8 SE, SA AT, PT, RS, CB 1x8 T5 3

&		  –	 work 
#		  –	 configuration of fitting 
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VIPER S
VIPER S

V
IP

ER

LED EYE
LED EYE

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Emergency luminaires

Body:
White or grey painted metal plate

Application:
Emergency luminaire for surface or recessed installation

Accessories:
Pictograms		 PIK

Versions:
The same as HELIOS (page 106)

IP Order code & # W

VIPER S 1
IP20

OZAWVS1&# SE, SA AT, PT, RS, CB LED 96 cd 1
VIPER S 3 OZAWVS3&# SE, SA AT, PT, RS, CB LED 96 cd 3

Note:
Luminaires are delivered without pictograms, they have to be ordered 
separately.
Recognition distance 25 m.

Body:
Stainless steel

Application:
Recessed emergency luminaire.

IP Order code & # W

LED EYE 1
IP20

OZAWEY1&# SE, SA AT, RS, CB LED 3x1W 1
LED EYE 3 OZAWEY3&# SE, SA AT, RS, CB LED 3x1W 3

&		  –	 work 
#		  –	 configuration of fitting 

Recessed emergency luminaires

Versions:
SE	 non-maintained
SA	 maintained
AT	 autotest
RS	 RUBIC monitoring system
CB	 uminare for central battery system
S	 network luminaire
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PI
K

PANORAMA
PANORAMA

OZAWPIK02 OZAWPIK04 OZAWPIK05 OZAWPIK06

OZAWPIK11OZAWPIK10OZAWPIK09OZAWPIK08OZAWPIK07

OZAWPIK12 OZAWPIK13 OZAWPIK14 OZAWPIK15

OZAWPIK01

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

Emergency luminaires

Body:
White polycarbonate body

Optic:
PC	 opal polycarbonate cover 

Application:
Emergency luminaire for illumination of emergency signs 

Accessories:
Pictograms		 PIK

Versions:
The same as HELIOS (page 106)

Note:
Luminaires are delivered without pictograms, they have to be ordered 
separately.
Recognition distance 30 m.

PICTOGRAMS - PIK
Selfadhesive signs for emergency fittings

IP Order code & # W lm

PANORAMA 8 
IP54

OZAWP1&# SE, SA AT, PT, RS, CB 1x8 T5 1 130
OZAWP3&# SE, SA AT, PT, RS, CB 1x8 T5 3 110

PANORAMA 11 
OZAWP1&11# SE, SA AT, PT, RS, CB 1x11 TC-S 1 200
OZAWP3&11# SE, SA AT, PT, RS, CB 1x11 TC-S 3 180

&		  –	 work 
#		  –	 configuration of fitting 
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RU
BI

C

 W h mAh V VA AxBxCxDxExF kg

NiCd SC 1500/3,6  6-36 1 1500 3,6 5,4 135x160x26x15x18x4 0,16
NiCd SC 1500/4,8  6-58 1 1500 4,8 7,2 176x203x26x15x18x4 0,21
NiCd SC 1500/6  6-80 1 1500 6 9 244x245x26x15x18x4 0,26

NiCd SC 4000/3,6  6-36 3 4000 3,6 14,4 184x208x36x33x25x4 0,41
NiCd SC 4000/4,8  6-58 3 4000 4,8 19,2 241x267x36x33x25x4 0,54
NiCd SC 4000/6  6-80 3 4000 6 24 306x330x36x33x25x4 0,67

LIDER

SYSTEM RUBIC

C-RUBIC

More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.

RUBIC system

Bateries LIDER
Replaceable batteries for emergency modules
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Benefits of high frequention ballasts, 
light management 

OSRAM electronic ballasts have proven their quality a million times in all major applications during the decades. 
Hundreds of thousands of our customers trust us every year. On our part, we provide them with a prolonged 
warranty. OSRAM ECGs are outstanding for their quality, therefore a three year warranty is a standard for them. 
Moreover, together with lamps and after a registration at www.osram.cz, the warranty for ballasts is extended 
to 5 years, and to 3 years for lamps.
This system is really dependable: during the warranty period, OSRAM will replace any fl uorescent lamp and any 
ECG, which stop working. This service is unique on the market!

Touch DIM ® – brilliantly simple dimming, 
without dimmers or control cables

Touch DIM® presents a cost effective 
solution for simple lighting control using 
conventional switches. Touch DIM® is 
suitable for fl uorescent lamps, low voltage 
halogen lamps, as well as LED modules. 
Its application in individual offi ces or small 
conference rooms is ideal.

Technical features
• Control cable up to 25 m
• Overall cable length up to 100 m with 

transformer (at least 12 V secondary), 
2 mA control current per ECG

• Double click to save the switch-on 
value

Products*
• QTi DALI® ECG for fl uorescent lamps
• HTi DALI® ECG for low voltage halogen 

lamps
• QTi DALI® ECG for LED modules

OPTOTRONIC® INTELLIGENT DALI®

HALOTRONIC® INTELLIGENT DALI® 

QUICKTRONIC® INTELLIGENT DALI® 

OSRAM Electronic Ballasts – Innovative Technologies 
for Energy Saving Lighting Solutions

Dimmable from 0.2 to 100 %
Up to 30 HTi DALI 150 VA transformers

0…12 V/35…150 VA

L1
N

PE

SwitchSwitch

Dimmable from 1 to 100 %

L1
N

Dimmable from 0.2 to 100 %
Up to 30 OTi DALI ECGs

L1
N

SwitchSwitch

L1

N

Up to 30 QTi DALI ECGs

Switch

SwitchSwitch

Overall cable length with transformer up to 100 m

www.osram.com

dali_2A4_en.indd   1 19.2.2010   12:49:30
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Touch DIM ® Sensor – for intelligent luminaires
Using this sensor you can control the lighting depending on daylight and in combination with a presence sensor and individual 
adjustment of the lighting level.

Radio remote control
Dimming by Touch DIM® does not require control cables. It is based on 
the Enocean radio technology, therefore there is no need to install 
a control line to the switches. It is ideal as simple equipment for smaller 
offices. 

Technical features
• Radio switch can be easily 

attached to smooth surfaces by an 
adhesive

• A radio receiver can be controlled 
by up to 30 of these radio switches

• Maintenance-free and no batteries
• Simple upgrading of existing 

switches with PEHA universal radio 
switches 

Products*
• QTi DALI® ECG for fl uorescent 

lamps
• HTi DALI® ECG for low voltage 

halogen lamps
• QTi DALI® ECG for LED modules
• Two-channel radio receiver
• Ceiling installation box
• Two-channel radio switch
• Four-channel radio remote control

Technical features
Compact dimensions for unobtrusive luminaire installation• 
Setpoint for daylight-dependent control can be stored by double • 
clicking
Combined sensor can also be operated simply as a presence sensor• 
Dimming value can be changed manually at any time• 
Optionally expandable with • Touch DIM® RC radio receiver and radio 
switch / radio remote control

* Up to date product information and technical features are provided at: www.osram.cz

Products*
• EP QTi DALI® ECG
• Light and presence sensors for luminaire installation
• Light sensor for luminaire installation
• Two-channel radio receiver (can only be combined with 

OSRAM ECGs)
• Two-channel radio switch
• Four-channel radio remote control

Dimmable from 0.2 to 100 %

0…12 V/35…150 VAL1
N

Radio switch 
(up to 2 lighting groups) 

L1
N

PE

Dimmable from 1 to 100 %

Radio remote control 
(up to 4 lighting groups) 

Up to 15 QTi DALI ECGs

Up to 15 HTi DALI DIM 150 VA transformers

Max. 25 m control cable

Max. 25 m control cable

Ceiling installation boxRadio receiver (up to 2 lighting groups) 

Radio switch 
(up to 2 lighting groups) 

L1
N

PE

Dimmable from 1 to 100 %

Radio remote control 
(up to 4 lighting groups) Switch

Light and 
motion sensor

Up to 4 QTi DALI ECGs

Max. 10 m control cable

Radio receiver optional (up to 2 lighting groups) 

dali_2A4_en.indd   2 19.2.2010   12:50:29
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www.helvar.com

Paper used on this product is manufactured according to 
ISO 14001 and millwork reported according to EMAS. 

Kdo je společnost Helvar?

Helvar vyvíjí, vyrábi a prodává předřadníky a světelnou elektroniku pro osvětlovací 
průmysl i další zákazníky specializované v osvětlovací technice. Helvar má dlouhou 
tradici jako posel ve své oblasti a vždy využívá nejnovějších technologií aby zajis-
til, že jeho výrobky jsou vysoké jakosti, mají prvotřídní technické vlastnosti a vyho-
juví místním předpisům. Helvar se soustřed’uje na řízené a neřízené elektronické 
předřadníky, výrobky pro řizeni osvětlení a indukční předřadníky tedy na výrobky 
přizpůsobené potřebám svých zákazníků. Helvar má své hlavní ústředí a kompe-
tence pro předřadníky v Karkkila, Finsko. Kompetence pro systémy řízení osvětlení 
jsou soustředěny v Londýně, Anglie. Helvar má své valstní prodejní místa a obchodní 
zástupce po celém světě.

Hlavní stan,
Finsko

Helvar Oy Ab
Yrittäjäntie 23 
FI-03600 Karkkila

Tel:  +358 9 5654 1
Fax: +358 9 5654 9600

Německo

Helvar GmbH
Carl-Zeiss-Strasse 12
DE-63322 Rödermark

Tel:  +49 6074 9209 0
Fax: +49 6074 9209 23

Mad´arsko  

Helvar Kft.
Lomb u. 31/b.
HU-1139 Budapest

Tel:  +36 1 2393 136 
or    +36 1 2380 948
Fax: +36 1 2393 145

Francie

Helvar Bureaux France

12 Allée Joséphine de Beauharnais
FR-95320 Saint-Leu-la-Forêt

Tel:  +33 1 3418 1281
Fax: +33 1 3418 0880 

124, Boulevard Diderot
FR-75012 Paris

Tel:  +33 6 8150 7885
Fax: +33 1 4474 6763

Velká Británie 

Helvar Ltd
Hawley Mill
Hawley Road
Dartford
Kent, DA2 7SY

Tel:  +44 1322 2222 11
Fax: +44 1322 2822 16 

Itálii

Helvar S.r.l.
Via W-Tobagi 26/1 
IT-20068 Peschiera Borromeo (MI)

Tel:  +39 02 5530 1033
Fax: +39 02 5530 1032

Švédko

Helvar AB 
Åsögatan 155
SE-116 32 Stockholm

Tel:  +46 8 5452 3970
Fax: +46 8 2231 81

Rusko

Representative Office of Helvar Oy Ab
Business - center “Pollars” 
Derbenevskaya Ambankment, House 11
Moscow, 115114

Tel:  +7 (495) 540 9563 (218)
Fax. +7 (495) 540 9564

Paper used on this product is manufactured according to 
ISO 14001 and millwork reported according to EMAS. R
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Measurable Energy Savings

Controllable electronic ballasts HELVAR

HELVAR EL..sc   - Controllable 
electronic ballasts for T8  and T5 
Fluorescent Lamps
•	 Switch-Control / Analogue control 
•	 Only 21 mm high
•	 Dimming range 1-100% ( EL4x14sc,  
	 EL4x18sc 3 -100%)

MIMO 2 light sensor
•	 Start up at full level. 
•	 Light level selected by means of rotary 
	  disc. 
•	 Reaction delay approximately 2 
	 minutes. 
•	 Controls up to 15 electronic ballasts. 
•	 Supply voltage derived from the 
	 ballast. 
•	 Compatible with Helvar EL-sc &  
	 EL-CHFC3 ballasts

TK4 Slider Controller
•	 Switch Rating: 10 A (resistive) VAC
•	 Switch Load Capacity: Up to 20 Helvar  
	 HFC/CHFC/sc ballasts

Momentary switcher

Measurable Energy Savings

In EU area on average 14 % of electricity 

consumption is used on lighting. Almost half of 

it is consumed in Commercial lighting, where the 

energy saving potential is tremendous. The above 

graph describes the steps to save energy – even 

up to 80%. 

Helvar Solution

Helvar DIGIDIM System offers a unique solution for different applications 

where energy efficiency is a key driver. The high flexibility combined with 

the easiness of installation and use satisfy the needs of all professionals 

involved in the decision process about which system to adopt, from the 

lighting designers through the installers and the facility managers, building 

owners and users.
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HELVAR EL..si – Controllable electronic ballasts for T5 Fluorescent 
Lamps
•	 Only 21 mm high
•	 Digital DALI control
•	 Switch-Control / Digidim input
•	 Including DALI power supply 20 mA
•	 Dimming range 1–100 %

Minisenzor 2
•	 For 4 electronic ballasts maximally
•	 Passive infra-red presence detector  
•	 Infra-red remote control receiver
•	 Constant light control

Pushbutton Panel
•	 Dimmer, control panel and remote 	
	 all in the box.
•	 Control panels available in a choice 	
	 of finishes.
•	 No special cables required.
•	 Pre-programmed to function as soon 	
	 as installed.
•	 Up to four mimic control panels can 	
	 be added.
•	 Diagnostic LED indication on dimmer.
•	 Thermal cut-out protection in the 	
	 event of overheating.
•	 Last scene set is selected after external 	
	 power failure.

HELVAR EL..iDim inteligent ballasts
•	 Digital DALI control / Switch control
•	 Stand-by energy consumption 0,3W
•	 Dimming range 1-100%
•	 Available from 3Q 2010

Energy savings lighting concept for schools

System overview

Momentary switcher
A quit press of the switcher toggles thw light on or 
off, and a long press fades the lights up or down.

Multisensor (312)
The Multisensor is a compact unit containing the 
necesary sensors to provide energy saving functi-
ons. It has constant light sensor, a pasive infra-red 
detector (PIR) and an infra-red reciever  for the 
Infrared Remote.  The Multisensor is designed to 
pus hit into a ceiling.

Remote Control (303)
The remote kontrol is designed to operate basic 
system functions: 
•	 On/Off button
•	 Raise / Lower  buttons
•	 Four scene recall buttons

Mini input unit (444)
Allows the connection of customer specified 
switches (latching or momentary), time clocks or 
other on/off control devices to be incorporated 
into a system.

EL-si DALI
Digital DALI electronic ballasts provides dimming 
range 1-100%.
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WILS

Modus Wils 6.3 vzorová učebnaStránka 1

MODUS spol. s r.o., tel. 311 678 366, fax. 311 670 820, www.modus.cz, e-mail: salesprom@modus.cz

Výpočet umělého osvětlení dle ČSN EN 12464-1
MODUS Wils 6.3.5.6, Copyright (c) 2002-06, ASTRA 92 a.s., Zlín

Stavba
Projekt vzorová učebna

Zpracovatelská firma MODUS, spol. s r.o.,
Zpracovatel Rostislav Mičín

Soubor vzorová učebna TISK
Datum a čas 8.3.2007 - 8:47 > 0d:6h:58m

Zadání

Prostor - Učebna

Délka mm6000
Šířka mm9000

Výška mm3000

Činitel odrazu stropu -0.70
Činitel odrazu stěn 1,2,3,4 -0.50 0.50 0.50 0.50

Činitel odrazu podlahy -0.30

Udržovací činitel -Počítán

Čistota prostředí -Čisté
Interval čištění svítidel Měsíců6

Interval obnovy povrchů Měsíců24
Interval výměny zdrojů -Individuální

Rozmístění výpočetních bodů
Místo zrakového úkolu -osvětlení lavic

mm400 1150 760Souřadnice prvního bodu
mm400 0 0Rozteč bodů 1
mm0 500 0Rozteč bodů 2
-14 13Počet ve směru rozteče 1,2
-1.00 0.00 0.00Vektor směru pohledu
mm0 0 0Souřadnice pozorovatele - kamery

Místo zrakového úkolu -oslnění žáků

mm400 850 1200Souřadnice prvního bodu
mm400 0 0Rozteč bodů 1
mm0 500 0Rozteč bodů 2
-14 13Počet ve směru rozteče 1,2
-0.00 1.00 -0.09Vektor směru pohledu
mm0 0 0Souřadnice pozorovatele - kamery

Místo zrakového úkolu -osvětlení katedry

mm550 7700 850Souřadnice prvního bodu
mm400 0 0Rozteč bodů 1
mm0 500 0Rozteč bodů 2
-4 2Počet ve směru rozteče 1,2
-1.00 0.00 0.00Vektor směru pohledu
mm0 0 0Souřadnice pozorovatele - kamery

Modus Wils 6.3 vzorová učebnaStránka 8

MODUS spol. s r.o., tel. 311 678 366, fax. 311 670 820, www.modus.cz, e-mail: salesprom@modus.cz

Učebna

Modus Wils 6.3 vzorová učebnaStránka 6

MODUS spol. s r.o., tel. 311 678 366, fax. 311 670 820, www.modus.cz, e-mail: salesprom@modus.cz

 Učebna
Udržovaná osvětlenost v kontrolních bodech

Emin: 364.0 Em: 513.5 Emax: 638.4 R=Emin/Emed: 0.71 Z: 0.71

800 3000 5200

1600

4400

7200

1850 4150

7800

400

500

500

500

500

500

500

500 500

500

500

500

500

500

500

500

600600

600 600

600600

500500500500 600600 600600600
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MODUS spol. s r.o., tel. 311 678 366, fax. 311 670 820, www.modus.cz, e-mail: salesprom@modus.cz

Učebna
Činitel oslnění UGR dle Sorensena

800 3000 5200

1600
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7200

1850 4150

7800
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MODUS spol. s r.o., tel. 311 678 366, fax. 311 670 820, www.modus.cz, e-mail: salesprom@modus.cz

 Učebna
Udržovaná osvětlenost v kontrolních bodech

Emin: 364.0 Em: 513.5 Emax: 638.4 R=Emin/Emed: 0.71 Z: 0.71
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Y\X 400 800 1200 1600 2000 2400 2800 3200 3600 4000
1650 402.7 456.1 495.7 508.7 519.9 542.5 552.1 553.2 545.7 525.6
2150 402.3 453.1 495.1 511.7 523.0 544.2 552.8 553.9 547.6 528.9
2650 388.4 430.8 473.6 492.6 507.2 523.4 529.2 530.3 526.8 513.2
3150 395.7 431.7 476.2 495.2 508.9 525.3 531.0 532.2 528.8 515.0
3650 414.8 462.6 508.0 526.9 539.9 559.9 567.9 569.1 563.6 546.2
4150 439.8 496.7 541.9 558.9 572.5 595.3 606.5 607.7 599.0 579.1
4650 441.7 498.1 543.1 560.2 573.8 596.6 607.9 609.1 600.4 580.4
5150 417.2 466.4 511.9 530.9 544.0 564.2 572.2 573.4 567.8 550.3
5650 400.8 438.6 484.1 503.2 517.0 533.5 539.6 540.8 537.0 523.1
6150 402.2 444.8 489.5 509.3 524.6 541.5 548.3 549.4 545.0 530.7
6650 423.2 482.1 530.8 552.2 566.4 588.8 598.1 599.2 592.3 572.5
7150 441.5 508.2 561.9 586.6 605.0 628.7 637.3 638.4 631.9 610.9

Y\X 4400 4800 5200 5600
1150 469.2 460.9 430.3 390.1
1650 517.6 509.1 475.9 431.4
2150 520.9 508.4 472.2 429.7
2650 501.5 486.0 447.0 409.0
3150 504.2 488.4 446.5 409.1
3650 536.5 521.6 481.3 439.8
4150 569.0 556.8 518.5 471.8
4650 570.3 558.0 519.5 472.4
5150 540.5 525.4 484.9 443.1
5650 512.2 496.4 453.7 415.3
6150 518.5 502.3 461.5 420.6
6650 561.7 545.0 502.9 454.6
7150 597.0 577.2 530.6 473.3

Horizontální udržovaná osvětlenost v kontrolních bodech - osvětlení katedry

Udržovací činitel 0.73
Minimální hodnota 424.9 lx
Střední hodnota 526.1 lx
Maximální hodnota 598.1 lx
Rovnoměrnost 0.81

Y\X 550 950 1350 1750
7700 456.2 522.4 568.2 589.0
8200 424.9 493.6 556.3 598.1

Vertikální Y+ udržovaná osvětlenost v kontrolních bodech - osvětlení tabule

Udržovací činitel 0.69
Minimální hodnota 369.6 lx
Střední hodnota 531.3 lx
Maximální hodnota 646.5 lx
Rovnoměrnost 0.70

Z\X 1200 1600 2000 2400 2800 3200 3600 4000 4400 4800
1100 369.6 405.8 427.0 435.3 436.2 436.9 438.1 430.9 411.1 377.5
1500 470.8 526.7 550.6 541.9 528.2 528.3 541.6 548.4 524.2 469.6
1900 546.9 622.4 646.5 625.2 591.4 591.4 625.0 645.7 622.3 548.6
2300 521.6 614.1 632.0 588.0 535.4 535.5 588.3 632.8 616.1 524.8

Horizontální udržovaná osvětlenost v kontrolních bodech - osvětlení lavic - okolí

Udržovací činitel 0.71
Minimální hodnota 301.1 lx
Střední hodnota 438.4 lx
Maximální hodnota 639.9 lx
Rovnoměrnost 0.69

Y\X 150 557 964 1371 1779 2186 2593 3000 3407 3814
900 301.1 352.9 393.0 417.5 424.7 438.6 454.0 455.5 455.8 442.3
1400 341.3 - - - - - - - - -
1900 359.3 - - - - - - - - -
2400 348.9 - - - - - - - - -
2900 364.5 - - - - - - - - -
3400 376.5 - - - - - - - - -

Software for the calculation of illumination values in interiors (ČSN EN 
12464-1) and exteriors (ČSN EN 13 201) – only for MODUS produced 
lighting fixtures.

Enables calculation using flow and spotlight method, glare calculations 
according to Sőrensen, calculation of marginal brightness and brightness 
of roads. The light sources can be placed manually by inputting x, y and z 
coordinates, or automatically according to the number or span of the light 
sources. The light sources can also be placed under any turning angle. The 
software can also solve a lighting set-up with obstacles.
The graphic output can contain views from the individual walls, the ceiling 
and the floor, area fill, area description, description in control points, isoli-
nes in sight points and plastic display of illumination values in a space.

The software enables to define arbitrary form of the room, replace and 
svitch-off of the light sources, control points and  obstacles by mouse.

The software enables use of 2D and 3D graphics, zoom in the view.
To select type and parameters of lighting fixtures, including illumination 
curves, the software contains a database of lighting fixtures.

WILS software for the calculation of illumination values of MODUS fixtures 
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54103 61

54107 61

54108 61

54109 61

54110 61

54111 61
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54214 24

54300 88

433401 63

433402 63

433403 63

433404 63

530201 88

533601 65

533602 65

533603 65

533604 65

533605 65

533606 65

542141 24

4311011 44

4311012 44

4334062 62

4334063 62

4334995 62

5334062 63

51029901 88

245039902 97

413400011 62

413400031 62

1000004902 97

1000004904 97

1000004906 97

1000004908 97

1000004910 97

1064184000 24

1064364000 24

1661004001 50

1662004001 50

10621840002 24

10623640002 24

16720040001 26

16740040001 26

ALPHA 100

ARES 50

ARES /R 50

ARESD 50

ARESP 50

ASPIRIO 92

AURIS 101
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BAR 90

BAREL 67

BEL 88

BEL/Z 89

BETA 70

BRKL 71

BUTIC 90

C ALDP 19

C INC 20

C KO 21

C KP 21

C MATDP 19

CO400 102

DELO 94

DVO 97

EGO 56

EM 85

EPOS 54

EPOS /R 55

EPOSSPOJ 55

ERA ALDP 51

ERA KO 51

ERAD 51

EVAS 37

EXA 52

EXA SOLO 60

EXA WALL 53

EXAD 52

F 26

HELIOS 106

HELIOS DS 107

HELIOS P 107

CH400 102

I /IP54 17

I AL 10

I ALA 6

I ALB 7

I ALDP 11

I ALDPA 6

I ALDPB 7

I ALDPC 8

I ALDPD 9

I ALDPV 15

I ALMAT 12

I ALS 14
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I MATDPD 8
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IKP 16

IN2C 23

INA 22

INB 22

INC 22

ISO 25

ITCL 18

KIT 25

KL 46

KLO 46

KMC 47

KMO 47

KO 102

KR400 102

KSC 44

KSO 44

KSP 45

KSS 44

LED EYE 111

LEP 57

LIDER 105

LL AL 28

LL ALDP 29

LL ALMAT 29

LL B 28

LL MATDP 29

LLX AL 30

LLX ALDP 32

LLX ALDP2 31

LLX ALMAT 31

LLX B 30

LLX MATDP 32

LLY AL 34

LLY ALDP 33

LLY ALDP2 35

LLY ALMAT 35

LLY B 34

LLY KO 36

LLY KP 36

LLY MATDP 33

LV 96

LVN 97

LVS 95

MAKALU 85

MAR /R 49

MAR ALDP 48

MAR KO 48

MARD 48

MAX 76

MAXP 76
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NV 98

OZAWEY 111

OZAWH 106

OZAWHD 107

OZAWHL 106

OZAWHP 107

OZAWP 112

OZAWPL 110

OZAWTG 108

OZAWTL 108

OZAWTP 109

OZAWTS 109

OZAWTW 110

OZAWVS 111

OZKRYTTL020 24

OZKRYTTL041 24

OZKRYTTL436 24

P 84

PANORAMA 112

PIK 112

PLEXI LED 110

PPX111 85

RA 102

REFTEAL 73

REFTEAS 73

REFTEB 73

REFTUAL 75

REFTUAS 75

REFTUB 75

RM 103

RUBIC 113

SB 70

SL 103

SLIM 38

SLIM /R 39

SLIM /Z 58

SLIM /ZR 58

SLIM AS 40

SLX 103

SP60 100

SPD 68

SPH 68

SPMA 62

SPMA D 62

SPMA R 62

SPMA S 62

SPMAK 63

SPMC 64

SPMD 67

SPME 69

SPMR 66

SPMV 69

SPQ 68
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SPW 59

SS9-16 103

SV400 103

TE 72

TIGER 108

TIGER DS 109

TIGER P 109

TP 72

TRXA 78

TRXB 78

TRXC 78

TRXDALU 79

TRXDHG 79

TRXDINT 79

TRXDPBL 79

TRXEDPB 80

TRXESDSA 80

TRXIHG 81

TRXIK 81

TRXIPBL 81

TRXIZA 81

TRXIZO 81

TRXKHG 81

TRXKPBL 81

TU 74

TWINS 110

V3 82

VIPER 111

VV 91

Z 86
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MODUS coding

Optics

AL parabolic louvre of highly polished aluminium with mat aluminium cross blades

ALDP double parabolic louvre category C2 of highly polished aluminium 

ALDP2 double parabolic louvre category C2 of highly polished aluminium 

MATDP double parabolic louvre category C2 of mat aluminium

ALMAT parabolic louvre of mat aluminium

ALS parabolic louvre of highly polished aluminium with mat-ribbed cross blades

ALSMAT parabolic louvre of mat aluminium with mat-ribbed cross blades

ALU parabolic louvre of highly polished aluminium with mat aluminium cross blades

AS highly polished asymetric aluminium reflector

B white parabolic louvre

INA closed cover with line

INB closed cover

INC perforated cover

KO opal cover

KP prizmatic (pellucid) cover

KS semiopal (frosted) cover

PC polycarbonate cover

PS polystyrol cover

REFAL highly polished aluminium reflector

REFB white reflector

REFPC metalized polycarbonate reflector

Wiring

N uncompensated, ballast cat B

K compensated, ballast cat. B

EP high frequency ballast

EPSA HFB analogue dimmable (1–10 V)

EPSD HFB digital dimmable

Next variants

600 for modul 600 

625 for modul 625

NZ emergency source 1 h

NZ3 emergency source 3 h

X with starter

P continuous assembly (through wiring) 3 phasis

F with flexible cord

K with WIELAND connector

OK 2 circuits connection

R for mounting to row

Z for pendant mounting

V flange for bracket

S flange for pole

POJ terminal block with fuse

Y perforated cover

MIRO louvre made of MIRO aluminium

RAL9006 color RAL 9006

LLY236ALEPNZ
Modus type

Number of lamps

Wattage



MULTI

WATTIECEE – CB
The lighting units produced by MODUS, spol. s r.o., are certified according to standards IECEE – CB. The CB system is a certification system of 
the International Electrotechnical Committee (IEC) for testing the products for electrical safety. Certificate CB confirms conformity of the prod-
uct’s properties to the appropriate standard of IEC. This certificate also includes a protocol from tests, so-called test report. This is a multilateral 
agreement among testing institutes about mutual acceptance of tests. 

CE
Each product brought to the market of EU countries must be obligatory marked with the CE Mark if such product is stipulated in some of 
EU Directives.The product meets all expectations as to the basic requirements of all EU Directives which must be necessarily applied to such 
product.

ENEC
The ENEC Mark is the PanEuropean Mark indicating product conformance with European EN Standards regarding the electrical safety of produ-
cts. Certification authorities of the European economic area are its members. Thee license to use the ENEC Mark enables marking of products 
with this Mark and to export the marked products to markets of member countries of ENEC Agreement without the necessity of further testing 
for electrical safety.

Legend:

louvre category 2

tension 230 V – 50 Hz

protection degree IP55

protection degree IP65

bulb 60 W with  
E27 base 

protection degree IP66

electromagnetic ballast EEI = B

suspension fitting, direct

electronic ballast

suspension fitting, indirect bulb or discharge lamp with E27 base, 
max 120 W

dimmable electronic ballast

 suspension fitting, direct/indirect

terminal conector 3p.

suspension fitting, asymetric

bulb or discharge lamp with  E27 base, 
max 125 W

terminal conector 5 p. for continuous 
asembly

suspension fitting, double side 
information

bulb or discharge lamp with E27 base, 
max 150 W

terminal conector 7 p. for continuous 
asembly

suspension fitting, single side 
information

bulb or discharge lamp with E40 base, 
max 150 W

for installed on normaly flammable 
surfaces

suspension fitting

bulb or discharge lamp  with E40 base, 
max 250 W

 compensated

surface mounted fitting, direct

 bulb or discharge lamp  with  E40 base, 
max 400 W

uncompensated

wall mounted fitting

Class II

surface mounted fitting, direct/indirect

discharge lamp with RX7s base,  
max 150 W

emergency source

recessed fitting

linear fluorescent lamp T8 with G13 base

protection degree IP20

recessed fitting, asymetric

linear fluorescent lamp T5 with G5 base

protection degree IP23

recessed fitting, side

compact fluorescent lamp TC-S with 
G23 base

protection degree IP40

recessed fitting, asymetric side

compact fluorescent lamp 
with G24 base

protection degree IP42

surface mounted fitting, asymetric protection degree IP43

park lighting

compact fluorescent lamp TC-L with 
2G11 base

protection degree IP44

wall mounted fitting, direct

circle fluorescent lamp  
with G10q base

protection degree IP54

halogen discharge lamp with RX7s base

compact fluorescent lamp  
TC-SEL with 2G7 base

LED source

fitting in KIT version

fitting must not be covered

connector system Wieland gesis

bulb or discharge lamp with E27 base, 
max 100 W

multiwatt electronic ballast protection degree IP22

floor lamp

protection degree IP41

Standard features Optional equipement

Symbol NATURE (Green Modus)
	 Green product - due to used technology and materials  
	 save the nature.

Symbol QUALITY (Blue Modus)
	 MODUS light fittings are produced with first rate	
	 elements and materials, made by the best world	
	 producers.
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Sales department Jinočany 
Žižkova 273, 252 25 Jinočany

CZECH REPUBLIC
tel.: +420 242 410 237, +420 242 410 238, fax: +420 242 410 248

e-mail: trade@modus.cz

Sales technical support
tel.: +420 242 410 235, fax: +420 242 410 248

e-mail: salesprom@modus.cz

Sales department Třebíč
U Kuchyňky 966, 674 01 Třebíč

CZECH REPUBLIC
tel.: +420 565 651 551, fax: +420 226 015 208

e-mail: prodejtr@modus.cz

Your supplier

e-mail: modus@modus.cz
www.moduslighting.eu

LIGHT FITTINGS CATALOGUE

CZECH MANUFACTURER OF LIGHTING FITTINGS


	Recessed

	I T5 A

	I T5 B

	I T5 C

	I T5 D

	I AL

	I ALDP

	I ALMAT

	I B

	I ALS

	I ALU

	I ALDPV

	IKO,
 IKP
	IK/IP54

	I TCL

	C ALDP

	C INC

	C KO, KP

	IN

	IN2

	accessories


	Louvres fittings

	F

	LL AL

	LL ALDP

	LLX AL

	LLX ALDP2

	LLX T5

	LLY T5

	LLY AL

	LLY ALDP2

	LLY KO, KP

	EVAS

	SLIM

	SLIM/R

	SLIM AS


	Fittings with cover

	KS

	KL

	KM


	Pendant fittings

	MARS

	ARES

	ERA

	EXA

	EPOS

	EGO

	LEP

	SLIM/Z

	SPW

	EXA SOLO


	Downlights

	SPMA

	SPMC

	SPMR

	BAREL

	SPD

	SPH

	SPQ

	SPMV

	SPME


	Residental fittings

	SB

	BETA

	BRKL


	Industrial fittings

	TE

	TP

	TU

	MAX

	TRX

	V3

	P

	PPX

	EM

	Z


	High bay

	BELLIO

	BUTIC

	BAR

	VV

	ASPIRIO

	MODEO

	DELO


	Street luminaires

	LVS

	LV

	LVN

	NV

	ALPHA

	AURIS

	KO

	SL


	Emergency

	HELIOS

	TIGER

	TWINS

	PLEXI LED

	VIPER

	LED EYE

	PANORAMA

	PIK

	RUBIC





